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REINSTATMENT A?ESER SPECIFICATION

EXISTING ROAD LEVEL __DUCTS LAID IN C25/30 CONCRETE

WITH 20mm AGGREGATE
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ESB MARKER PLATES
INSTALLED ALONG PARAPET
EVERY 10m

DUCTS FORMED INTO
T FLAT 5 CONFIGURATION

9.

SECTION THROUGH CABLE ARRANGEMENT

DETAIL A

A393 MESH TO BE INSTALLED UNTIL STANDARD COVER IS
ACHIEVED OVER HV DUCTS AND COMMUNICATION DUCTS

HEAVY DUTY 6X200mm WIDE GALVANISED STEEL PLATES
WITH RED MARKER STRIP FIXED TO THE TOP SURFACE
TO BE INSTALLED UNTIL STANDARD COVER IS ACHIEVED

OVER HV DUCTS AND COMMUNICATION DUCTS 4x400mm ESBN YELLOW WARNING

TAPE ACROSS FULL WIDTH OF TRENCH

450mm IS THE MINIMUM ACCEPTABLE

C25/30 CONCRETE TO BE IN ACCORDANCE WITH SPECIFICATION
FOR ROAD WORKS 1000. 20mm MAX SIZE OF AGGREGATE, WITH
MINIMUM DUCT SPACING OF 75mm. A393 ALSO TO BE IN
ACCORDANCE WITH SPECIFICATION FOR ROADWORKS

S:

THE REQUIREMENT FOR THE BRIDGE INSTALLATION SHALL BE
AGREED IN ADVANCE BY THE CUSTOMER WITH THE LOCAL
AUTHORITY, OR RELEVANT PUBLIC/PRIVATE BODY.

ALL PRODUCTS AND MATERIALS TO BE UTILISED DURING
CONSTRUCTION TO COMPLY WITH EIRGRID FUNCTIONAL
SPECIFICATION, TII' SPECIFICATION FOR ROAD WORKS AND ALL
RELEVANT IRISH (EUROPEAN) AND BRITISH STANDARDS.
REINSTATEMENT TO BE AS PER Tl SPECIFICATION FOR THE
REINSTATEMENT OF OPENINGS IN NATIONAL ROADS. WHERE
ENTIRE ROAD TO BE RELAID IT IS TO BE DONE AS PER NRA
SPECIFICATION FOR ROADWORKS.

300mm MINIMUM VERTICAL AND HORIZONTAL CLEARANCES TO
BE OBSERVED BETWEEN CABLE DUCTS AND THIRD PARTY
SERVICES (e.g. GAS PIPES, WATER MAINS, CULVERTS, etc.) IN
THE CASE OF HIGH RISK 3rd PARTY SERVICES, GREATER
CLEARANCES MAY BE REQUIRED. DESIGNER TO CONSULT
EIRGRID AND 3rd PARTY SERVICE OWNERS FOR GUIDANCE.
STEEL PLATES MUST COVER DUCTS. SPACING OF 10mm TO BE
MAINTAINED BETWEEN STEEL PLATES TO PREVENT THE
TRANSFER OF STRAY CURRENT.

THE MINIMUM CLEARANCE BETWEEN ALL HV AND
COMMUNICATION DUCTS IS 75mm, BUT INCREASED SPACING MAY
BE REQUIRED IN ORDER TO ACHIEVE THE CABLE RATING
(CABLE RATING CALCULATIONS TO BE PROVIDED FOR
ACCEPTANCE).

DRAWING IS INDICATIVE ONLY, TO BE USED TO AID IN THE
DESIGN OF THE RELEVANT INFRASTRUCTURE.

TEMPLATES ARE TO BE USED AT 5m INTERVALS DURING DUCT
INSTALLATION. PRE-MADE 75mm WIDE CONCRETE SPACERS TO
BE USED FOR INSTALLATION IN WET CONCRETE.

MINIMUM BURIAL DEPTH IS 450mm.

RED MARKER STRIP

YELLOW MARKER WARNING TAPE

A393 STEEL MESH

6mm STEEL PLATE
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