DO NOT SCALE FROM THIS DRAWING. USE FIGURED
DIMENSIONS IN ALL CASES. VERIFY DIMENSIONS ON
SITE AND REPORT ANY DISCREPANCIES TO THE
DESIGNERS IMMEDIATELY. THIS DRAWING TO BE READ
IN CONJUNCTION WITH THE DESIGNERS © THIS

DRAWING IS COPYRIGHT AND MAY ONLY BE

REPRODUCED WITH THE DESIGNERS PERMISSION.

NOTES

1. ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL

RELEVANT SPECIFICATIONS, BILLS OF QUANTITIES,

ARCHITECTURAL, SERVICES AND ENGINEERING DRAWINGS.

2. ALL LEVELS ARE IN METRES RELATED TO;
DATUM: ORDNANCE DATUM MALIN HEAD

REFERENCE SYSTEM: IRISH TRANSVERSE MERCATOR (ITM)

GEOID: OSGM15
3. ALL DIMENSIONS ARE IN MILLIMETRES, UNLESS NOTED
OTHERWISE.

4. ANY DISCREPANCIES BETWEEN THESE DOCUMENTS SHALL BE

BROUGHT TO THE ATTENTION OF THE ENGINEER.
5. DRAWINGS ARE NOT TO BE SCALED.

6. AERIAL IMAGERY, WHEN USED, IS SOURCED FROM MICROSOFT
BING MAPS THROUGH THE OPEN LICENSING AGREEMENT WITH

AUTODESK.
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CONTAINED WITHIN THE APPOINTMENT BETWEEN MWP AND THE RECIPIENT. IF YOU ARE NOT THE RECIPIENT YOU MUST NOT DISCLOSE, DISTRIBUTE, COPY, PRINT OR RELY ON THIS DRAWING. MWP HAVE PREPARED THIS DRAWING FOR THE RECIPIENT USING ALL THE REASONABLE SKILL AND CARE TO BE EXPECTED

THIS DRAWING, AND THE INFORMATION CONTAINED IN THIS DRAWING, IS PRIVATE AND CONFIDENTIAL AND IS INTENDED SOLELY FOR THE USE OF THE INDIVIDUAL OR ENTITY TO WHICH IT IS ADDRESSED (THE "RECIPIENT"). THE DRAWING IS PROVIDED STRICTLY ON THE BASIS OF THE TERMS AND CONDITIONS
OF AN ENGINEERING AND ENVIRONMENTAL CONSULTANCY AND MWP DO NOT ACCEPT ANY RESPONSIBILITY OR LIABILITY WHATSOEVER FOR THE USE OF THIS DRAWING BY ANY PARTY FOR ANY PURPOSE OTHER THAN THAT FOR WHICH THE DRAWING HAS BEEN PREPARED AND PROVIDED TO THE RECIPIENT.

PROPOSED STORM DRAINAGE PIPE. THE
CONTRACTOR SHALL REFER TO WORKS
REQUIREMENTS AND TII STANDARD
CONSTRUCTION DETAILS
REF:CC-SCD-00521

PROPOSED 150MM DIA HDPE STORM
DRAINAGE CONNECTOR PIPE IN
ACCORDANCE WITH Tl STANDARD
CONSTRUCTION DETAILS
REF:CC-SCD-00521

== == = PROPOSED CHANNEL DRAIN

PROPOSED ASPHALT ACCESS ROAD

- PROPOSED CONCRETE FOOTPATH

PROPOSED BUILDING

PROPOSED PARKING AREA

150mm THICK LAYER CONSISTING OF
CLEAN 50mm SINGLE SIZED CRUSHED
LIMESTONE ON A GEOTEXTILE MEMBRANE
EXTENDING OUTSIDE PALISADE FENCE
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