Reed mat or bamboo mat

100mm dia perforated upvc
drainage pipe wrapped around rootball
with irrigation cap

75mm deep mulch layer
500mm radius around tree trunk

1m Deep Root barrier - Ribbed

o

Triple stakes 75mm dia x 1.8m long with
cross bars 75mm half-round x ~ 650mm
long (all tanalised) with cushioned ties

Min 1000mm nutrient rich,

— free draining topsoil

to BS 3882:2015

100mm pea gravel
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SPECIMEN TREE PLANTING - Soft Landscape
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Double Aeration and irrigation pipe

600mmdeep ribbed root barrier
diameter 1500mm to create topsoil pocket
around the tree

INSITU KERB DETAIL WITH 100mm
OPENINGS PER LINEAR METER

FLEXIBLE PAVEMENT AS DETAILED

__General purpose growing medium for
tree planting as per spec Q28

__Galvanised L-shape steel edge as planter
surround 180mm high and 100mm deep
various lengths

granite paving
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100mm dia perforated upvc
drainage pipe wrapped around rootball
with irrigation cap

75mm deep mulch layer
500mm radius around tree trunk

500mm Deep Root barrier - Ribbed

75mm dia x 1.8m long
with cushioned ties

Min 600mm nutrient rich,
free draining topsoil

500mm Deep Root barrier - Ribbed
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SMALL (MULTISTEM) TREE / SPECIMEN SHRUB PLANTING

__Free draining growing medium for groundcover planting.The porosity to
be more than 30% when tested in accordance with BS 1377-2:1990
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varies | 100mm dia. perforated uPVC pipe

wrapped in permeable geotextile

| Permeable geotextile with min 135l/sqm/sec
as per BS EN ISO 10319:2015

| Clean crushed, washed 20-25mm
angular stone porosity 40%

| Permeable geotextile with min 135l/sqm/sec
as per BS EN ISO 10319:2015

| Clean crushed, washed 20-25mm
angular stone porosity 40%

®

Permeable geotextile with min 135l/sqm/sec BIORETENTION TREE PIT, 1:20 03

~ as per BS EN ISO 10319:2015
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All dimensions are in millimeters unless otherwise stated and shall be checked and
confirmed by the contractor on site. Any discrepancies shall be immediately reported
to the landscape architects. Work to figured dimensions only - Do not scale from
drawing. Do Not Scale. Use Figured Dimensions Only. Not for Construction Purposes
unless Specifically Marked. © This Drawing is Copyright of Mitchell + Associates.
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