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APPENDIX 8.1

Baseline Noise Measurements























































































APPENDIX 8.2

Equipment Calibration Certificates





















&) SVANTEK

IS09001 certified

FACTORY CALIBRATION DATA OF THE SV 307 No. 104985

1. CALIBRATION

with microphone SVANTEK type ST30A No. 108881
IMEI: 355001092063493

(acoustical)

LEVEL METER function; Reference frequency: 1000Hz: Sound Pressure Level: 114,03 dB.

Hatic Carveet valug Jilfi] Indication [dB] Erpar [dH]
114,13 HET) [
A [T |14 84 1.0
| [+ [ 11400 0

Calibration mensured with the microphone SVANTEK tvpe ST30A No. 108881, Calibration [actor: 0.00 dB.

2. LINEARITY TEST

{electrical)

LEVEL METER function: Charactenistic: A; { ;= 31.5 Hz
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LEVEL METER function: Characteristic: A: [ .= 1000 Hz
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LEVEL METER function: Characteristic: A; f .= 8000 Hz
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3. TONE BURST RESPONSE
LEVEL METER function; Charactenistio: A: f 4= 4000 Hz: Burst duration; 2s
Steady level nominal result = 122 dB
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4. FREQUENCY RESPONSE (electrical)

LEVEL METER function; Characteristic: Z: Input signal =122 dB:
Typical Filter Response
it |

B3 | i i Measured Filier Response
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5. FREQUENCY RESPONSE (acoustical)
LEVEL METER function: Characteristic: Z: Input: 90 dB;
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6. INTERNAL NOISE LEVEL (electrical - compensated)

LEVEL METER function; Calibration factor: 0dB
Characteristic | 5 I Iu) ] T
Level [dB] | =1 | <13 | PTG |

7. INTERNAL NOISE LEVEL (acoustical - compensated)

LEVEL METER function; Characteristic: A;
[ Irdicniie S} == i

Noise measured in special chamber, with reference microphone G.R.A.S type 40AN No. 73421
ENVIRONMENTAL CONDITIONS

IIIIIEE.THIII:'!' Relative humility Ambient pressure
205 Mt Al Rel'a

TEST EQUIPMENT

lem | Manofaciure | Il | Serial no. _Desriprion =
L JSVANTEK TSVAN 801 [T Signal generator

2 SVANTER SVAN 912A | 474 Sound & Vibration Analyser

1 RIGGIL TikHE ORI 55 110773 | Digital multimeter ===
ca EVANT EE Y ST Acoustic calibrator

§ GRAK S1AD T Sound tensity Calibrator 2
h.__ J GERAK Ay A" Pressure Microphone

¥ GRAS AN ¥:" Free Figld Microphone =

[ SVANTER KL Mlicrnplere coquiy alosl clectriial mpodines | 1EpF) _=

CONFORMITY & TEST DECLARATION
L Huncuiih Sy anich comprany declais that thie ing | bias been calibrsied and tested in
meets all specification given in the Manual(s) or respectively surpass (hem.

2. The acoustic calibration was performed using the Sound Calibrator and is traceable to the GUM (Cential Office of Measures) reference standard -
sound level catibrator type 4231 No 2292773,

with fhe iniernal 1SO9001 procedures and

3. The information appearing on this shect has been compiled specifically for this instrument This form is produced with
procedures which permit comprehensive quality assurance verification of ail data supplicd herein.

4. This calibration sheet shall not be reproduced exeept in fuli, \\ilhoul’\i\'rillcn permission of the SVANTEK Lid
!

advanced equipment &

Calibration specialist: Cezary Dardzinski Test date: 2021-05-05




SVANTEK ISO9001 certified

FACTORY CALIBRATION DATA OF THE SV 3074 No. 119092

with microphone SVANTEK type ST30A No. 125153
IMEI: 352818664350609

1. CALIBRATION (acoustical)

LEVEL METER function; Reference frequency: 1000Hz; Sound Pressure Level: 113.99 dB.

Characteristic Correct value [dB] Indication [dB] Error [dB]
Z 113.99 114.03 0.04
A 113.99 114.03 0.04
G 113.99 114.03 0.04

Calibration measured with the microphone SVANTEK type ST30A No. 125153. Calibration factor: 0.00 dB.

2. LINEARITY TEST (electrical)

LEVEL METER function; Characteristic: A; f ;= 31.5 Hz

Nominal result LEQ [dB] 29.0 30.0 31.0 35.0 40.0 60.0 80.0 85.0
Error [dB] -0.0 -0.0 -0.0 -0.0 0.0 0.0 -0.0 0.0
LEVEL METER function; Characteristic: A; f 4,= 1000 Hz
Nominal result LEQ [dB] 29.0 30.0 31.0 35.0 40.0 60.0 80.0 100.0 | 120.0 125.0
Error [dB] -0.0 -0.0 -0.0 -0.0 -0.0 -0.0 0.0 0.0 -0.0 0.0
LEVEL METER function; Characteristic: A; f i,= 8000 Hz
Nominal result LEQ [dB] 29.0 30.0 31.0 35.0 40.0 60.0 80.0 100.0 | 120.0 124.0
Error [dB] -0.1 -0.1 -0.1 -0.1 -0.0 -0.0 -0.0 0.0 -0.0 -0.0

3. FREQUENCY RESPONSE (electrical)

LEVEL METER function; Characteristic: Z; Input signal =122 dB;
Typical Filter Response

111 e {4 Measured Filter Response

(f-frequency, L-level)

f[Hz] | L [dB] | f[Hz] | L [dB] | f[Hz] | L [dB]
10 -0.1 63 -0.0 | 4000 | -0.0
125 | -0.0 125 -0.0 | 8000 | -0.0
16 0.0 250 0.0 | 16000 | 0.0
20 0.0 500 0.0 [20000| 0.0
25 0.0 1000 | -0.0
315 0.0 | 2000 | -0.0

All frequencies are nominal center values for the 1/3 octave bands

4. FREQUENCY RESPONSE (acoustical)

LEVEL METER function; Characteristic: Z; Input: 90 dB;

Frequency [Hz| 20 315 63 125 250 500 800 1000 2000
Pressure Response [dB] 0.6 0.5 0.3 0.2 0.2 0.2 0.1 0.0 -0.4
Free Field Response [dB] 0.6 0.5 0.3 0.2 0.1 0.0 -0.0 0.0 0.1
Frequency [Hz] 3150 | 4000 [ 5000 | 6300 | 8000 | 10000 | 12500 | 16000
Pressure Response [dB] -1.2 -1.8 2.7 3.8 5.1 -6.4 227 9.7

Free Field Response [dB] 0.2 0.6 0.6 0.6 0.6 0.3 -0.4 21




S. INTERNAL NOISE LEVEL  (electrical - compensated)

LEVEL METER function; Calibration factor: 0dB

Characteristic 7 A C
Level [dB] <23 <15 <15

6. INTERNAL NOISE LEVEL (acoustical - compensated)

LEVEL METER function; Characteristic: A;
[ Indication [dB] | 23|

Noise measured in special chamber, with reference microphone G.R.A.S type 40AN No. 73421

ENVIRONMENTAL CONDITIONS

Temperature Relative humidity Ambient pressure
252G 46% 1000 hPa
TEST EQUIPMENT
Item Manufacturer Model Serial no. Description

I: SVANTEK SVAN 401 84 Signal generator
2: SVANTEK SVAN 912A 15900 Sound & Vibration Analyser
3i RIGOL DM3068 DM30155100773 | Digital multimeter
4. SVANTEK SV30A 24563 Acoustic calibrator
St G.RAS. 51AB 200368 Sound Intensity Calibrator
6. G.RAS. 40BP 93296 V4> Pressure Microphone
ik GRAS. 40AN 73421 15" Free Field Microphone
8. SVANTEK SL307 - Microphone equivalent electrical impedance (18pF)

x CONFORMITY & TEST DECLARATION
1. Herewith Svantek company declares that this instrument has been calibrated and tested in compliance with the internal ISO9001 procedures and

meets all specification given in the Manual(s) or respectively surpass them.
2. The acoustic calibration was performed using the Sound Calibrator and is traceable to the GUM (Central Office of Measures) reference standard -

sound level calibrator type 4231 No 2292773.
3. The information appearing on this sheet has been compiled specifically for this instrument. This form is produced with advanced equipment &

procedures which permit comprehensive quality assurance verification of all data supplied herein.
4. This calibration sheet shall not be reproduced except in full, without written permission of the SVANTEK Ltd.

L
Calibration specialist: Krzysztof Kubel ...~ AL ... Test date: 2022-07-01




APPENDIX 8.3

Noise Sensitive Location Details



Receptor Easting Northing Receptor Easting Northing
ID Description | (ITM) (ITMm) Description @ (ITM) (ITMm)

R1 Residential | 658865 717374.4 R46 Residential | 659593.69 714254.9
R2 Residential | 658335.02 717880.05 R47 Residential | 659525.57 714251.94
R3 Residential | 658309.06 717874.55 R48 Residential | 657359.97 716151.76
R4 Residential | 658267.81 717797.63 R49 Residential | 659564.1 714235.51
R5 Residential | 658286.2 717725.6 R50 Mixed-Use 657191.28 716285.65
R6 Residential | 658376.89 | 717924.54 R51 Residential | 659581.2 714229.4
R8 Residential 658503.3 717908.2 R52 Residential | 657326.67 716168.41
R9 Mixed-Use 658515.1 717849.8 R53 Residential | 659589.46 714226.28
R10 Residential | 658534.3 717938.2 R54 Residential | 656964.72 717423.99
R11 Residential | 658088.67 | 717727.56 R55 Residential | 657298.99 | 716131.59
R12 Residential | 658091.2 717640.6 R56 Residential | 657219.13 716237.52
R13 Mixed-Use | 657669 715995.64 R57 Residential | 657746.9 717309.1
R14 Residential | 658090.4 717609.3 R59 Residential | 657241.8 716183.8
R15 Residential | 658061.17 | 717713.73 R60 Residential | 657256.5 716163.1
R16 Residential | 658028.58 717695.11 R61 Residential | 656970.6 717474.4
R17 Residential | 656528.45 716514.97 R62 Mixed-Use 657967.7 718362.8
R18 Residential | 656891.92 716497.49 R63 Residential 656979.19 717511.01
R19 Residential | 656661.1 716465.4 R64 Mixed-Use | 656084.8 716493.5
R20 Mixed-Use 656375.97 716570.19 R65 Residential | 656972.28 717546.65
R21 Residential | 657974.11 | 717647.56 R66 Residential | 656035.05 | 716477.37
R22 Residential | 656966.07 716491.5 R67 Residential | 659442.1 717748.8
R23 Residential | 656927.29 716484.34 R68 Residential | 656787.58 717541.71
R24 Residential | 656709.49 716451.48 R69 Residential | 659325.2 717925.5
R25 Residential | 656749.45 716432.83 R70 Residential | 659356.75 717926.69
R26 Mixed-Use 657190.59 716427.17 R71 Residential | 656015.94 | 716418.22
R27 Residential | 656273.1 716651.2 R72 Residential | 657547.72 717864.06
R28 Residential | 657395 717221.7 R73 Residential | 657525.65 717886.66
R29 Residential | 656781.69 717270.25 R74 Residential | 659298 718052.5
R30 Residential | 657908 717571 R75 Residential | 659328.9 718029.3
R31 Residential | 657031.81 716417.41 R76 Residential | 659343.75 718013.78
R32 Residential | 657070.35 716409.03 R77 Residential | 656945.21 715961.72
R33 Residential | 657119 716397.1 R78 Residential | 656955.2 717679.3
R34 Mixed-Use 657112.19 717313.07 R79 Residential | 657474.99 717953.92
R35 Residential | 657860.75 | 717648.32 R80 Residential | 656963.86 | 717720.17
R36 Residential | 657380.4 716077.1 R81 Residential | 657435.75 717987.25
R37 Residential | 659527.28 714296.12 R82 Residential | 655874.75 716387.64
R38 Residential | 657857.45 717577.6 R83 Residential | 657431.11 718020.42
R39 Residential | 657825.63 | 717683.41 R84 Residential | 656968.11 | 717750.1
R40 Residential | 659467.81 714290.47 R85 Residential | 657506.56 718257.19
R41 Residential | 657348.1 716094.8 R86 Residential | 657447.88 718151.19
R42 Residential | 659583.18 714262.67 R87 Residential | 659814.1 717744.5
R43 Residential | 656956.72 717378.64 R88 Residential | 657454.4 718191.3
R44 Residential | 659635.17 714260.66 R89 Residential | 659778.74 | 717776.05
R45 Residential | 657815.15 | 717617.67 R90 Residential | 659787.53 | 717772.02




Receptor Easting Northing Receptor Easting Northing
Description | (ITM) (ITMm) Description @ (ITM) (ITMm)

R91 Residential | 659875.35 717710.61 R135 Residential | 659880.95 717801.94
R92 Residential | 659825.6 717748.2 R136 Residential | 659968.05 | 717733.31
R93 Residential | 659887.46 717701.29 R137 Residential | 659967.41 717744.76
R94 Mixed-Use 657753.2 718572.2 R138 Residential | 659896.16 717805.67
R95 Residential | 659768.79 717784.97 R139 Residential | 659906.1 717804.42
R96 Residential | 659869.14 | 717716.5 R140 Residential | 659963.88 | 717760.93
R97 Residential | 659896.21 717695.18 R141 Residential | 659961.06 717768.91
R98 Residential | 659810.4 717760.3 R142 Residential | 659921.33 | 717801.94
R99 Commercial | 659849.4 717733.3 R143 Residential | 659930.03 717797.91
R100 Residential | 659762.18 | 717791.56 R144 Residential | 659951.53 | 717781
R101 Residential | 659835.85 717750.95 R145 Residential | 659942.76 717788.89
R102 Residential | 659755.32 717802.39 R146 Residential | 659848.2 717861.3
R103 Residential | 659911.69 717693.83 R147 Residential | 659869.6 717859.3
R104 Residential | 659719.7 717828.56 R148 Residential | 659818.15 717894.26
R105 Residential | 659920.7 717695.07 R149 Mixed-Use 657056.05 717910.19
R106 Residential | 659751.09 717814.53 R150 Residential | 659887.7 717858.7
R107 Residential | 659741.2 717824.6 R151 Residential | 659902.4 717865.1
R108 Residential | 659795.5 717794.4 R152 Residential | 659856.34 | 717912.83
R109 Mixed-Use 655889.04 | 716246.21 R153 Residential | 660034.17 717779.72
R110 Residential | 659790.55 | 717801.28 R154 Residential | 660051.49 | 717765.76
R111 Residential | 659736.57 717832.21 R155 Residential | 660060.99 717759.16
R112 Residential | 659813.15 717789.75 R156 Residential | 660103.85 717722.69
R113 Residential | 659779.7 717812.2 R157 Residential | 660075.52 717748.87
R114 Residential | 659938.11 717696.94 R158 Residential | 660084.42 717741.39
R115 Residential | 659819.74 | 717790.81 R159 Residential | 660032.21 717792.69
R116 Residential | 655828.56 | 716314.06 R160 Residential | 657216 718004.63
R117 Residential | 659776.88 717821.48 R161 Residential | 660115.7 717722.7
R118 Residential | 659946.43 717700.26 R163 Residential | 657516 718595.2
R119 Residential | 659828.19 717792.39 R164 Residential | 660028.26 717809.57
R120 Residential | 659835.05 | 717793.98 R165 Residential | 659936.87 | 717884.18
R121 Mixed-Use 655884.97 716216.78 R166 Residential | 660026.4 717820.13
R122 Residential | 659772.54 | 717837.33 R167 Residential | 660127 717740.4
R123 Residential | 659842.11 717798.22 R168 Residential | 655570.72 716529.28
R124 Residential | 655825.29 716288.31 R169 Residential | 660021.12 717837.57
R125 Residential | 659957.24 | 717712.33 R170 Residential | 660068.13 717802.45
R126 Residential | 659848.02 | 717798.83 R171 Residential | 660018.48 | 717848.39
R127 Residential | 659775.64 | 717845.41 R172 Residential | 660132.7 717748.4
R128 Residential | 659856.97 717797.41 R173 Residential | 660065.47 717813.01
R129 Residential | 659757.69 713804.68 R174 Residential | 659974.15 717895.63
R130 Residential | 657436.05 718312.17 R175 Residential | 660015.58 717866.34
R131 Residential | 659962.32 717719.33 R176 Residential | 660062.56 717831.23
R132 Residential | 659865.09 | 717799.45 R177 Residential | 660012.95 | 717877.69
R133 Residential | 659788.9 717851.7 R178 Residential | 656959.6 718005.6
R134 Residential | 659872.25 | 717800.39 R179 Residential | 660059.6 717840.76




Receptor Easting Northing Receptor Easting Northing
Description | (ITM) (ITMm) Description @ (ITM) (ITMm)
R180 Residential | 659992.88 | 717896.7 R275 Residential | 657209.1 718820.1
R181 Residential | 657533.8 718680.4 R284 Residential | 655215.6 716360.19
R182 Residential | 660054.4 717859.22 R285 Residential | 657192.2 718848.2
R183 Residential | 660053.24 | 717868.09 R288 Residential | 657180.67 | 718872.5
R184 Residential | 660048.05 | 717887.71 R289 Residential | 655182.95 | 716346.68
R185 Residential | 660046.24 | 717897.96 R290 Mixed-Use | 657178.1 718903.8
R186 Residential | 660117.2 717845.93 R312 Mixed-Use | 657479.2 719350.9
R187 Residential | 660104.01 | 717866.13 R317 Mixed-Use | 657389.8 719366.7
R188 Residential | 657408.54 | 718621.18 R1019 Mixed-Use | 652981.23 | 718364.39
R189 Residential | 660143.02 | 717834.12 R1069 Residential | 653170.6 719379.74
R190 Residential | 660149.21 | 717830.73 R1070 Residential | 653144.14 | 720029.44
R191 Residential | 657451.7 718671.6 R1071 Mixed-Use | 653433.17 | 719827.89
R193 Residential | 660171.42 | 717819.52 R1072 Residential | 653212.14 | 719389.03
R194 Residential | 660097.8 717885.14 R1073 Mixed-Use | 653151.4 719282.96
R195 Residential | 657774.6 718912 R1074 Residential | 653164.46 | 719345.62
R196 Residential | 660177.44 | 717816.12 R1075 Residential | 652946.16 | 719243.78
R197 Residential | 657586.69 | 718797.36
R198 Residential | 657189.21 | 718320.84
R199 Residential | 660093.99 | 717905.75
R201 Residential | 657290.41 | 718510.81
R202 Residential | 657147.55 | 718239.32
R203 Residential | 657155.79 | 718265.38
R204 Residential | 657164.54 | 718287.81
R205 Residential | 657132.6 718204.9
R206 Residential | 657118.15 | 718162.36
R211 Residential | 657691.7 718897.6
R214 Residential | 657343.91 | 718624
R215 Residential | 657621.02 | 718867.82
R216 Residential | 657647.1 718884.9
R217 Residential | 657725.25 | 718934.17
R221 Residential | 655451.3 716446.5
R222 Residential | 657590.33 | 718856.44
R224 Residential | 657561.72 | 718839.94
R238 Residential | 657471.43 718809.46
R239 Residential | 657670.5 718959.6
R242 Residential | 657167.2 718494
R248 Residential | 655388.53 | 716368.8
R249 Residential | 657154.8 718525.2
R250 Residential | 655371.11 | 716406.2
R255 Residential | 655351.5 716400.3
R258 Residential | 655333.34 | 716390.64
R260 Residential | 655340.37 | 716353.97
R262 Residential | 657260.93 | 718763.65
R266 Residential | 657231.39 | 718789.97




APPENDIX 8.4

Sound Power Level Data for Wind Turbines



SO0
7200

94 94 94 95 98.3 | 1015 | 104.1 | 104.6 | 104.7 | 104.8 | 105 | 105.3 | 105.5

1/1 oct. band,

63 125 250 500 1000 | 2000 4000 8000
center freq.

SO0 7200 84.6 | 92 |96.6 |98.9 | 98.7 99 924 | 774




Frequency

6.3 Hz 19.8 21.6 21.2 21 24.2 27.1 29.6 30.3 30.6 311 31 30.3 29.3
8 Hz 26.3 27.9 27.6 27.5 30.8 33.7 36.2 36.9 37.1 376 375 36.9 36

10 Hz 32.4 33.9 336 33.7 37 39.9 425 43.1 433 43.8 43.7 43.2 42.4
12.5 Hz 38.2 39.6 39.3 39.5 42.8 45.8 48.4 49 49.2 49.6 49.5 49.1 48.4
16 Hz 44.1 45.3 45.1 45 48.3 51.3 53.9 54.5 54.7 55 55 54.7 54.1
20 Hz 49.6 50.7 50.5 50.5 53.9 56.5 59.1 59.7 59.9 60.2 60.1 59.9 59.3
25 Hz 55.1 56 55.9 55.7 59 61.7 64.3 64.9 65 65.3 65.3 65.1 64.7
31.5 Hz 60.1 61 60.9 60.8 64.2 66.5 69.1 69.7 69.8 70.1 70.1 70 69.6
40 Hz 64.7 65.4 65.4 65.5 68.9 71.3 73.9 74.5 74.6 74.9 74.9 74.8 74.5
50 Hz 68.7 69.3 69.3 69.7 73.1 75.7 78.3 78.8 79 79.2 79.2 79.2 79

63 Hz 72.2 72.7 72.8 73.4 76.8 79.5 82.2 82.7 82.8 83 83.1 83.1 82.9
80 Hz 75.1 75.6 75.6 76.5 79.9 82.8 85.5 86 86.1 86.3 86.4 86.4 86.4
100 Hz 77.5 77.9 78 79.1 82.4 85.6 88.2 88.8 88.9 89 89.1 89.2 89.2
125 Hz 79.4 79.7 79.8 81.1 84.5 87.8 90.5 91 91.1 91.2 91.3 91.5 91.5
160 Hz 80.8 81 81.1 82.6 86 89.5 92.1 92.6 92.7 92.8 93 93.2 93.2
200 Hz 81.8 81.9 82 83.6 86.9 90.6 93.2 93.7 93.8 93.9 94.1 94.3 94.4
250 Hz 82.7 82.8 82.8 84.1 87.5 91.2 93.9 94.4 94.5 94.5 94.7 95 95.1
315 Hz 83.3 83.3 83.4 84.7 88 91.4 94 94.5 94.6 94.7 94.9 95.2 95.4
400 Hz 83.9 83.9 83.9 84.8 88.2 915 94.2 94.7 94.8 94.8 95 95.3 95.6
500 Hz 84.2 84.1 84.2 85 88.4 91.3 93.9 94.4 94.5 94.6 94.8 95.2 95.4
630 Hz 84.1 84.1 84.1 84.9 88.2 91.2 93.8 94.2 94.3 94.4 94.7 95 95.3
800 Hz 83.7 83.6 83.6 84.4 87.7 90.6 93.2 93.7 93.8 93.9 94.1 94.5 94.8
1000 Hz 83 82.9 82.8 83.6 86.8 89.8 92.3 92.8 92.9 93 93.3 93.6 93.9
1250 Hz 81.9 81.7 81.7 82.4 85.6 88.5 91 91.5 91.6 91.8 92 92.4 92.7
1600 Hz 80.4 80.3 80.2 80.9 84.1 86.9 89.4 89.9 90 90.2 90.5 90.8 91.1
2000 Hz 78.7 78.5 78.4 79 82.1 85 87.4 87.9 88.1 88.2 88.5 88.9 89.2




2500 Hz 76.5 76.4 76.2 76.8 79.9 82.7 85.1 85.6 85.7 85.9 86.2 86.6 86.9
3150 Hz 74.1 73.9 73.7 74.2 77.2 80 82.4 82.9 83 83.3 83.6 84 84.2
4000 Hz 71.2 71.1 70.8 71.3 74.3 77 79.4 79.9 80 80.3 80.6 81 81.2
5000 Hz 68.1 68 67.6 68 70.9 73.6 76 76.5 76.6 76.9 77.3 77.6 77.8
6300 Hz 64.6 64.5 64.1 64.3 67.2 69.9 72.2 72.7 72.9 73.2 73.6 73.9 74.1
8000 Hz 60.7 60.7 60.2 60.4 63.2 65.8 68.1 68.6 68.8 69.1 69.5 69.9 70

10000 Hz 56.5 56.6 56 56 58.8 61.4 63.6 64.1 64.3 64.7 65.1 65.4 65.5
12500 Hz 52 52.1 51.4 51.3 54.1 56.6 58.8 59.3 59.5 59.9 60.4 60.6 60.7
16000 Hz 47.1 47.2 46.5 46.3 49 51.4 53.6 54.1 54.3 54.8 55.3 55.5 55.5
LwA 94 94 94 95 98.3 101.5 104.1 104.6 104.7 104.8 105 105.3 105.5




Standardised 10 m Height Wind Speed (m/s)

Turbine

Vestas V162

7 IMW 94 94 94.9 99.2 103.7 | 104.6 | 104.8 | 105.1 | 105.5

Standardised 10 m Sound Power Level (dBA) at Octave Band Centre Frequency (Hz)
Height Wind Speed
(m/s) 125 250 500 1000 2000 4000
2 78.0 84.5 87.5 88.8 87.6 83.4 76.3 66.3
3 78.7 85.7 88.7 89.6 88.2 83.9 76.6 66.2
4 78.6 85.5 88.5 89.4 88.1 83.8 76.5 66.2
5 83.0 90.3 93.3 93.9 92.4 87.9 80.4 69.8
6 87.2 94.9 98.0 98.3 96.6 92.0 84.4 73.7
7 88.2 95.9 99.0 99.2 97.6 93.0 85.3 74.6
8 88.5 96.0 99.1 99.4 97.7 93.2 85.6 75.0
9 88.6 96.2 99.4 99.7 98.0 93.6 86.1 75.5
10 and above 88.5 96.4 99.8 100.2 98.7 94.2 86.6 75.9

Turbine ™ IT™

Easting Northing
T1 654448 719752
T2 654473 719267
T3 654124 718828
T4 654713 718322
T5 654797 718848
T6 655358 719285




Turbine ™ IT™
Easting Northing
T7 655531 718865
T8 655291 718365
T9 656101 718705
T10 655820 718184
T11 655710 717670




APPENDIX 8.5

Predicted Noise Levels at Nearby Noise Sensitive Locations



Table 8.5.1 presents the predicted noise levels (Laso) from wind turbines for the proposed
Derrynadarragh Wind Farm at noise sensitive locations for Standardised 10m height wind speeds of 2
m/s to 10 m/s. The numbering is not sequential as only the noise sensitive locations within the 35 dB
Lago Noise contour are presented. Commercial receptors (apart from the community hall), derelict and
uninhabited dwellings were not considered as part of the assessment.

Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R1 Residential 27.8 | 27.9 | 28.6 | 33.2 | 37.4 | 38.6 | 38.8 39 39.5
R2 Residential 23.2 | 23.3 24 28.7 | 32.8 | 34.1 | 34.2 | 34.5 | 34.9
R3 Residential 23.1 | 23.3 24 28.6 | 32.8 | 34.1 | 34.2 | 34.5 | 34.9
R4 Residential 23.5 | 23.6 | 24.4 29 33.2 | 344 | 34.5 | 34.8 | 35.2
R5 Residential 24 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R6 Residential 23 23.1 | 23.9 | 28,5 | 32.7 | 33.9 | 34.1 | 34.3 | 34.8
R8 Residential 23.4 | 23.5 | 24.2 | 28.8 33 34.3 | 34.4 | 34.7 | 35.1
R9 Mixed-Use 23.7 | 23.8 | 24.6 | 29.2 | 33.4 | 34.7 | 34.8 35 35.5
R10 Residential 23.2 | 23.3 | 24.1 | 28.7 | 32.9 | 34.2 | 34.3 | 34.6 35

R11 Residential 23.4 | 23.5 | 24.2 | 28.8 33 34.3 | 34.4 | 34.7 | 35.1
R12 Residential 23.9 24 24.7 | 29.3 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R13 Mixed-Use 27.5 | 27.6 | 28.4 33 37.1 | 38.4 | 38.5 | 38.8 | 39.2
R14 Residential 24 24.1 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R15 Residential 23.3 | 23.5 | 24.2 | 28.8 33 34.3 | 344 | 34.7 | 35.1
R16 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.3 | 344 | 34.7 | 35.1
R17 Residential 19.8 20 20.8 | 25.4 | 29.6 | 30.9 31 31.3 | 31.6
R18 Residential 21.6 | 21.8 | 22.5 | 27.2 | 31.4 | 32.6 | 32.7 33 33.4
R19 Residential 20.5 | 20.6 | 21.4 | 26.1 | 30.3 | 31.5 | 31.6 | 31.9 | 32.3
R20 Mixed-Use 19.1 | 19.3 20 24.7 | 28.9 | 30.2 | 30.3 | 30.5 | 30.9
R21 Residential 23.4 | 23.5 | 24.3 | 289 | 33.1 | 34.3 | 34.4 | 34.7 | 35.1
R22 Residential 22 22.2 | 22.9 | 27.5 | 31.7 33 33.1 | 33.4 | 33.8
R23 Residential 21.8 22 22.7 | 27.4 | 31.6 | 32.8 | 32.9 | 33.2 | 33.6
R24 Residential 20.8 | 20.9 | 21.7 | 26.3 | 30.5 | 31.8 | 31.9 | 32.2 | 32.6
R25 Residential 21 21.1 | 21.9 | 26.5 | 30.7 32 32.1 | 32.4 | 32.8
R26 Mixed-Use 23.4 | 23.5 | 24.3 | 28.9 | 33.1 | 34.3 | 34.5 | 34.7 | 35.2
R27 Residential 18.6 | 18.8 | 19.6 | 24.2 | 28.4 | 29.7 | 29.8 30 30.4




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R28 Residential 22.6 | 22.7 | 23.5 | 28.1 | 32.3 | 33.6 | 33.7 34 34.4
R29 Residential 19.7 | 19.9 | 20.7 | 25.3 | 29.5 | 30.8 | 30.9 | 31.1 | 31.5
R30 Residential 23.5 | 23.6 | 24.4 29 33.2 | 34.5 | 34.6 | 34.9 | 35.3
R31 Residential 22.5 | 22.6 | 23.4 28 32.2 | 33.5 | 33.6 | 33.8 | 34.3
R32 Residential 22.7 | 22.8 | 23.6 | 28.2 | 32.4 | 33.7 | 33.8 | 34.1 | 34.5
R33 Residential 23 23.1 | 23.9 | 28.5 | 32.7 34 34.1 | 34.4 | 34.8
R34 Mixed-Use 21 21.2 | 21.9 | 26.6 | 30.8 32 32.1 | 32.4 | 32.8
R35 Residential 23 23.1 | 23.8 | 28.5 | 32.6 | 33.9 34 34.3 | 34.7
R36 Residential 25.1 | 25.2 26 30.6 | 34.7 36 36.1 | 36.4 | 36.8
R37 Residential 28.2 | 28.3 29 33.6 | 37.8 39 39.1 | 39.4 | 39.9
R38 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.4 | 34.6 35

R39 Residential 22,7 | 22.8 | 23.5 | 28.2 | 32.3 | 33.6 | 33.7 34 34.4
R40 Residential 28 28.1 | 28.8 | 33.4 | 37.6 | 38.8 | 38.9 | 39.2 | 39.7
R41 Residential 24.9 25 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.2 | 36.6
R42 Residential 28 28.1 | 28.8 | 33.4 | 37.6 | 38.8 | 389 | 39.2 | 39.7
R43 Residential 20.2 | 20.3 | 21.1 | 25.7 | 29.9 | 31.2 | 31.3 | 31.6 32

R44 Residential 28.1 | 28.1 | 28.9 | 33.5 | 37.6 | 38.9 39 39.3 | 39.7
R45 Residential 22.9 23 23.8 | 28.4 | 32.6 | 33.9 34 34.3 | 34.7
R46 Residential 27.9 28 28.8 | 33.3 | 37.5 | 38.8 | 38.9 | 39.2 | 39.6
R47 Residential 27.8 | 27.9 | 28.6 | 33.2 | 37.4 | 38.6 | 38.7 39 39.5
R48 Residential 24.9 25 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.2 | 36.6
R49 Residential 27.7 | 27.8 | 28.5 | 33.1 | 37.3 | 38.5 | 38.7 39 39.4
R50 Mixed-Use 23.6 | 23.7 | 24,5 | 29.1 | 33.3 | 34.5 | 34.7 | 349 | 354
R51 Residential 27.7 | 27.8 | 28.5 | 33.1 | 37.3 | 38.5 | 38.6 | 38.9 | 39.4
R52 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.7 | 35.9 | 36.4
R53 Residential 27.7 | 27.8 | 28.5 | 33.1 | 37.3 | 38.5 | 38.6 | 38.9 | 39.4
R54 Residential 20.1 | 20.2 21 25.7 | 29.9 | 31.1 | 31.2 | 31.5 | 31.9
R55 Residential 24.5 | 24.6 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R56 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R57 Residential 24.1 | 24.2 25 29.6 | 33.7 35 35.1 | 35.4 | 35.8
R59 Residential 24.1 | 24.2 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R60 Residential 24.2 | 24.3 25 29.6 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R61 Residential 20 20.1 | 20.9 | 25.5 | 29.8 31 31.1 | 31.4 | 31.8
R62 Mixed-Use 20 20.1 | 20.9 | 25.5 | 29.7 31 31.1 | 31.4 | 31.8




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R63 Residential 19.9 | 20.1 | 20.9 | 25.5 | 29.7 31 31.1 | 31.3 | 31.7
R64 Mixed-Use 18 18.2 19 23.6 | 27.8 | 29.1 | 29.2 | 29.5 | 29.8
R65 Residential 19.8 | 19.9 | 20.7 | 25.4 | 29.6 | 30.8 31 31.2 | 31.6
R66 Residential 17.8 18 18.8 | 23.4 | 27.6 | 28.9 29 29.3 | 29.6
R67 Residential 24.9 25 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.2 | 36.6
R68 Residential 19.1 | 19.3 | 20.1 | 24.7 | 28.9 | 30.2 | 30.3 | 30.5 | 30.9
R69 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.5 | 34.7 | 34.9 | 35.1 | 35.6
R70 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.5 | 34.7 | 34.8 | 35.1 | 35.5
R71 Residential 17.8 | 17.9 | 18.7 | 23.4 | 27.6 | 28.9 29 29.2 | 29.6
R72 Residential 20.9 21 21.8 | 26.4 | 30.6 | 31.9 32 32.3 | 32.7
R73 Residential 20.7 | 20.8 | 21.6 | 26.2 | 30.5 | 31.7 | 31.8 | 32.1 | 32.5
R74 Residential 23.1 | 23.2 | 23.9 | 28.5 | 32.7 34 34.1 | 34.4 | 34.8
R75 Residential 23.2 | 23.3 | 24.1 | 28.7 | 32.9 | 34.1 | 34.2 | 34.5 | 34.9
R76 Residential 23.3 | 23.4 | 24.1 | 28.8 33 34.2 | 34.3 | 34.6 35

R77 Residential 22,4 | 22.5 | 23.2 | 27.9 | 32.1 | 33.3 | 33.4 | 33.7 | 34.1
R78 Residential 194 | 19.5 | 20.3 | 24.9 | 29.2 | 30.4 | 30.5 | 30.8 | 31.2
R79 Residential 20.3 | 20.4 | 21.2 | 25.8 30 31.3 | 31.4 | 31.7 | 32.1
R80 Residential 193 | 194 | 20.2 | 24.9 | 29.1 | 30.3 | 30.5 | 30.7 | 31.1
R81 Residential 20 20.2 21 25.6 | 29.8 | 31.1 | 31.2 | 31.5 | 31.8
R82 Residential 173 | 17.4 | 18.2 | 22.9 | 27.1 | 28.4 | 28,5 | 28.7 | 29.1
R83 Residential 19.9 20 20.8 | 25.5 | 29.7 | 30.9 31 31.3 | 31.7
R84 Residential 19.2 | 194 | 20.2 | 24.8 29 30.3 | 30.4 | 30.7 31

R85 Residential 19.3 | 194 | 20.2 | 24.8 29 30.3 | 304 | 30.7 | 31.1
R86 Residential 19.5 | 19.6 | 20.4 25 29.3 | 30.5 | 30.6 | 30.9 | 31.3
R87 Residential 24.5 | 24.6 | 25.3 30 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R88 Residential 194 | 19.5 | 20.3 | 24.9 | 29.1 | 30.4 | 30.5 | 30.8 | 31.2
R89 Residential 24.3 | 24.4 | 25.2 | 29.8 34 35.3 | 35.4 | 35.7 | 36.1
R90 Residential 24.4 | 24.5 | 25.2 | 29.8 34 35.3 | 35.4 | 35.7 | 36.1
Ro1 Residential 24.6 | 24.7 | 25.4 | 30.1 | 34.2 | 35.5 | 35.6 | 35.9 | 36.3
R92 Residential 24.4 | 24.5 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.7 | 36.2
R93 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.7 | 35.9 | 36.4
R94 Mixed-Use 18.7 | 18.8 | 19.6 | 24.3 | 28.5 | 29.7 | 29.8 | 30.1 | 30.5
R95 Residential 24.3 | 24.4 | 25.2 | 29.8 34 35.2 | 35.3 | 35.6 36

R96 Residential 24.6 | 24.7 | 25.4 30 34.2 | 35.5 | 35.6 | 35.9 | 36.3




Receptor

ID

Description

Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

R97 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.6 | 35.7 36 36.4
R98 Residential 24.4 | 24.5 | 25.3 | 29.9 34 35.3 | 35.4 | 35.7 | 36.1
R99 Commercial 24.5 | 24.6 | 25.4 30 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R100 Residential 24.3 | 24.4 | 25.1 | 29.7 | 33.9 | 35.2 | 35.3 | 35.6 36

R101 Residential 244 | 24.5 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R102 Residential 24.2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.1 | 35.3 | 35.5 | 35.9
R103 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.7 | 35.9 | 36.4
R104 Residential 24.1 | 24.2 25 29.6 | 33.8 35 35.1 | 35.4 | 35.8
R105 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.6 | 35.9 | 36.3
R106 Residential 24.1 | 24.2 25 29.6 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R107 Residential 24.1 | 24.2 25 29.6 | 33.8 35 35.1 | 35.4 | 35.8
R108 Residential 24.2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.1 | 35.2 | 35.5 | 35.9
R109 Mixed-Use 17.4 | 17.5 | 18.3 23 27.2 | 28.5 | 28.6 | 28.9 | 29.2
R110 Residential 24.2 | 24.3 25 29.6 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R111 Residential 24 24.2 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R112 Residential 24.2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.1 | 35.2 | 35.5 | 35.9
R113 Residential 24.1 | 24.2 25 29.6 | 33.8 35 35.2 | 35.4 | 35.9
R114 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.5 | 35.6 | 35.9 | 36.3
R115 Residential 24.2 | 24.3 25 29.7 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R116 Residential 17.1 | 17.3 | 18.1 | 22.7 27 28.2 | 28.3 | 28.6 29

R117 Residential 24.1 | 24.2 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R118 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.4 | 35.5 | 35.8 | 36.2
R119 Residential 24.2 | 24.3 25 29.6 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R120 Residential 24.1 | 24.2 25 29.6 | 33.8 | 35.1 | 35.2 | 35.5 | 35.9
R121 Mixed-Use 17.4 | 17.5 | 18.3 23 27.2 | 28.5 | 28.6 | 28.9 | 29.2
R122 Residential 24 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R123 Residential 24.1 | 24.2 25 29.6 | 33.8 35 35.1 | 35.4 | 35.8
R124 Residential 17.1 | 17.3 | 18.1 | 22.7 27 28.2 | 28.3 | 28.6 29

R125 Residential 24.4 | 24.5 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.2
R126 Residential 24.1 | 24.2 25 29.6 | 33.7 35 35.1 | 35.4 | 35.8
R127 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.8 35 35.2 | 35.7
R128 Residential 24.1 | 24.2 | 24.9 | 29.6 | 33.7 35 35.1 | 35.4 | 35.8
R129 Residential 24.5 | 24.6 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R130 Residential 18.9 19 19.8 | 24.5 | 28.7 | 29.9 | 30.1 | 30.3 | 30.7




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R131 Residential 24.4 | 24.5 | 25.2 | 29.8 34 35.3 | 35.4 | 35.7 | 36.1
R132 Residential 24.1 | 24.2 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R133 Residential 23.9 24 24.7 | 29.3 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R134 Residential 24 24.1 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R135 Residential 24 24.1 | 249 | 29.5 | 33.7 | 349 | 35.1 | 35.3 | 35.8
R136 Residential 24.3 | 24.4 | 25.1 | 29.7 | 33.9 | 35.2 | 35.3 | 35.6 36

R137 Residential 24.2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.1 | 35.2 | 35.5 | 35.9
R138 Residential 24 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R139 Residential 23.9 | 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R140 Residential 24.1 | 24.2 25 29.6 | 33.8 35 35.1 | 35.4 | 35.8
R141 Residential 24.1 | 24.2 | 24.9 | 29.5 | 33.7 35 35.1 | 35.4 | 35.8
R142 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R143 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R144 Residential 24 24.1 | 24.9 | 29.5 | 33.7 | 34.9 35 35.3 | 35.7
R145 Residential 24 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R146 Residential 23.7 | 23.8 | 24.6 | 29.2 | 33.4 | 34.6 | 34.8 35 35.5
R147 Residential 23.7 | 23.8 | 24.6 | 29.2 | 33.4 | 34.6 | 34.7 35 35.4
R148 Residential 23.6 | 23.7 | 24.4 29 33.2 | 34.5 | 34.6 | 34.9 | 35.3
R149 Mixed-Use 19.1 | 19.2 20 24.6 | 28.8 | 30.1 | 30.2 | 30.5 | 30.9
R150 Residential 23.7 | 23.8 | 24.5 | 29.1 | 33.3 | 34.6 | 34.7 35 35.4
R151 Residential 23.6 | 23.7 | 24.5 | 29.1 | 33.3 | 34.5 | 34.6 | 34.9 | 35.3
R152 Residential 23.4 | 23.5 | 24.3 | 289 | 33.1 | 34.3 | 344 | 34.7 | 35.1
R153 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R154 Residential 23.9 24 24.7 | 29.4 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R155 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.8 | 34.9 | 35.2 | 35.6
R156 Residential 24 24.1 | 249 | 29.5 | 33.7 | 349 | 35.1 | 35.3 | 35.8
R157 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.9 35 35.2 | 35.7
R158 Residential 23.9 | 24.1 | 24.8 | 29.4 | 33.6 | 34.9 35 35.3 | 35.7
R159 Residential 23.8 | 23.9 | 24.6 | 29.2 | 33.4 | 34.7 | 34.8 | 35.1 | 35.5
R160 Residential 193 | 194 | 20.2 | 249 | 29.1 | 30.3 | 30.4 | 30.7 | 31.1
R161 Residential 24 24.1 | 24.8 | 29.5 | 33.6 | 34.9 35 35.3 | 35.7
R163 Residential 18.1 | 18.3 | 19.1 | 23.7 | 27.9 | 29.2 | 29.3 | 29.6 | 29.9
R164 Residential 23.7 | 23.8 | 24.5 | 29.2 | 33.4 | 34.6 | 34.7 35 35.4
R165 Residential 23.4 | 23.5 | 24.3 | 28,9 | 33.1 | 34.4 | 34.5 | 34.8 | 35.2




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R166 Residential 23.6 | 23.7 | 24.5 | 29.1 | 33.3 | 34.6 | 34.7 | 34.9 | 354
R167 Residential 23.8 24 24,7 | 29.3 | 33.5 | 34.8 | 34.9 | 35.2 | 35.6
R168 Residential 16.2 | 16.3 | 17.1 | 21.8 26 27.3 | 27.4 | 27.6 28

R169 Residential 23.5 | 23.6 | 24.4 29 33.2 | 34.5 | 34.6 | 34.9 | 35.3
R170 Residential 23.6 | 23.7 | 24.5 | 29.1 | 33.3 | 34.6 | 34.7 35 35.4
R171 Residential 23.5 | 23.6 | 24.3 29 33.2 | 34.4 | 34.5 | 34.8 | 35.2
R172 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.5 | 34.7 | 34.8 | 35.1 | 35.5
R173 Residential 23.6 | 23.7 | 244 | 29.1 | 33.3 | 34.5 | 34.6 | 34.9 | 35.3
R174 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.3 | 34.6 35

R175 Residential 23.4 | 23.5 | 24.3 | 289 | 33.1 | 34.3 | 344 | 34.7 | 35.1
R176 Residential 23.5 | 23.6 | 24.4 29 33.2 | 344 | 34.5 | 34.8 | 35.2
R177 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.3 | 34.4 | 34.6 | 35.1
R178 Residential 185 | 18.6 | 19.4 | 24.1 | 28.3 | 29.5 | 29.7 | 29.9 | 30.3
R179 Residential 23.4 | 23.5 | 24.3 | 28.9 | 33.1 | 34.4 | 34.5 | 34.8 | 35.2
R180 Residential 23.2 | 23.4 | 24.1 | 28.7 | 32.9 | 34.2 | 34.3 | 34.6 35

R181 Residential 17.9 18 18.8 | 23.4 | 27.7 | 28.9 29 29.3 | 29.7
R182 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.3 | 34.4 | 34.7 | 35.1
R183 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.3 | 34.6 35

R184 Residential 23.2 | 23.3 | 24.1 | 28.7 | 32.9 | 34.1 | 34.3 | 34.5 | 34.9
R185 Residential 23.1 | 23.2 24 28.6 | 32.8 | 34.1 | 34.2 | 34.5 | 34.9
R186 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.3 | 34.6 35

R187 Residential 23.2 | 23.3 | 24.1 | 28.7 | 32.9 | 34.1 | 34.3 | 34.5 | 34.9
R188 Residential 17.8 | 17.9 | 18.7 | 23.4 | 27.6 | 28.9 29 29.2 | 29.6
R189 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.3 | 34.6 35

R190 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.3 | 34.6 35

R191 Residential 17.7 | 17.9 | 18.7 | 23.3 | 27.5 | 28.8 | 28.9 | 29.2 | 29.5
R193 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 34.4 | 34.6 35

R194 Residential 23.1 | 23.2 24 28.6 | 32.8 34 34.2 | 34.4 | 34.9
R195 Residential 17.5 | 17.7 | 18.5 | 23.1 | 27.3 | 28.6 | 28.7 29 29.3
R196 Residential 23.3 | 23.4 | 24.2 | 28.8 33 34.2 | 344 | 34.6 | 35.1
R197 Residential 17.6 | 17.7 | 18,5 | 23.2 | 27.4 | 28.6 | 28.8 29 29.4
R198 Residential 18.2 | 18.4 | 19.2 | 23.8 28 29.3 | 29.4 | 29.7 30

R199 Residential 23 23.1 | 23.9 | 28,5 | 32.7 | 33.9 | 34.1 | 34.3 | 34.8
R201 Residential 17.9 18 18.8 | 23.5 | 27.7 | 28.9 | 29.1 | 29.3 | 29.7




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R202 Residential 18.4 | 185 | 19.3 | 23.9 | 28.1 | 29.4 | 29.5 | 29.8 | 30.2
R203 Residential 18.3 | 18.4 | 19.2 | 23.9 | 28.1 | 29.4 | 29.5 | 29.7 | 30.1
R204 Residential 18.3 | 18.4 | 19.2 | 23.8 28 29.3 | 29.4 | 29.7 | 30.1
R205 Residential 18.4 | 18.6 | 19.4 24 28.2 | 29.5 | 29.6 | 29.9 | 30.2
R206 Residential 18.5 | 18.7 | 19.5 | 24.1 | 28.3 | 29.6 | 29.7 | 29.9 | 30.3
R211 Residential 17.4 | 17.6 | 18.4 23 27.2 | 28.5 | 28.6 | 28.9 | 29.2
R214 Residential 17.6 | 17.8 | 18.6 | 23.2 | 27.4 | 28.7 | 28.8 | 29.1 | 29.5
R215 Residential 17.4 | 17.6 | 18.4 23 27.2 | 28.5 | 28.6 | 28.9 | 29.2
R216 Residential 17.4 | 17.5 | 18.3 23 27.2 | 28,5 | 28.6 | 28.8 | 29.2
R217 Residential 17.4 | 17.5 | 18.3 | 22.9 | 27.2 | 28.4 | 28.6 | 28.8 | 29.2
R221 Residential 15.8 16 16.8 | 21.4 | 25.6 | 26.9 27 27.3 | 27.6
R222 Residential 17.4 | 17.5 | 18.3 23 27.2 | 28.5 | 28.6 | 28.8 | 29.2
R224 Residential 17.4 | 17.5 | 18.3 23 27.2 | 28.5 | 28.6 | 28.8 | 29.2
R238 Residential 17.3 | 17.5 | 18.3 | 22.9 | 27.1 | 28.4 | 28.5 | 28.8 | 29.1
R239 Residential 17.2 | 17.3 | 18.1 | 22.8 27 28.3 | 28.4 | 28.6 29

R242 Residential 17.6 | 17.8 | 18.6 | 23.2 | 27.4 | 28.7 | 28.8 | 29.1 | 29.5
R248 Residential 15.6 | 15.8 | 16.6 | 21.3 | 25.5 | 26.8 | 26.9 | 27.1 | 27.5
R249 Residential 17.5 | 17.7 | 18,5 | 23.1 | 27.3 | 28.6 | 28.7 29 29.3
R250 Residential 15.6 | 15.7 | 16.6 | 21.2 | 25.4 | 26.7 | 26.8 | 27.1 | 27.4
R255 Residential 15.5 | 15.7 | 16.5 | 21.1 | 25.4 | 26.6 | 26.8 27 27.4
R258 Residential 15.5 | 15.6 | 16.4 | 21.1 | 25.3 | 26.6 | 26.7 27 27.3
R260 Residential 15.5 | 15.7 | 16.5 | 21.1 | 25.3 | 26.6 | 26.7 27 27.3
R262 Residential 17 17.2 18 22.6 | 26.8 | 28.1 | 28.2 | 28.5 | 28.9
R266 Residential 16.9 | 17.1 | 17.9 | 22.5 | 26.7 28 28.1 | 28.4 | 28.7
R275 Residential 16.8 | 16.9 | 17.7 | 22.4 | 26.6 | 27.9 28 28.2 | 28.6
R284 Residential 15.1 | 15.3 | 16.1 | 20.8 25 26.2 | 26.4 | 26.6 27

R285 Residential 16.6 | 16.8 | 17.6 | 22.3 | 26.5 | 27.7 | 27.9 | 28.1 | 28.5
R288 Residential 16.6 | 16.7 | 17.5 | 22.2 | 26.4 | 27.7 | 27.8 28 28.4
R289 Residential 15 15.2 16 20.7 | 24.9 | 26.2 | 26.3 | 26.5 | 26.9
R290 Mixed-Use 16.5 | 16.6 | 17.4 | 22.1 | 26.3 | 27.6 | 27.7 | 27.9 | 28.3
R312 Mixed-Use 15,5 | 15.6 | 16.4 | 21.1 | 25.3 | 26.6 | 26.7 27 27.3
R317 Mixed-Use 15.3 | 15.5 | 16.3 | 20.9 | 25.1 | 26.4 | 26.5 | 26.8 | 27.1
R1019 Mixed-Use 0 0 0 0 0 0 0 0 0

R1069 Residential 0 0 0 0 0 0 0 0 0




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R1070 Residential 0 0 0 0 0 0 0 0 0
R1071 Mixed-Use 0 0 0 0 0 0 0 0 0
R1072 Residential 0 0 0 0 0 0 0 0 0
R1073 Mixed-Use 0 0 0 0 0 0 0 0 0
R1074 Residential 0 0 0 0 0 0 0 0 0
R1075 Residential 0 0 0 0 0 0 0 0 0

Table 8.5.2 presents the predicted cumulative noise levels (Laso) from wind turbines for the proposed
Derrynadarragh Wind Farm and Cushina Wind Farm at noise sensitive locations for Standardised 10m
height wind speeds of 2 m/s to 10 m/s. The numbering is not sequential as only the noise sensitive
locations within the 35 dB Lago noise contour are presented. Commercial receptors (apart from the
community hall), derelict and uninhabited dwellings were not considered as part of the assessment.

Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R1 Residential 28.1 | 28.2 29 33.5 | 37.7 39 39.1 | 39.4 | 39.8
R2 Residential 24.6 | 24.7 | 25.6 | 30.1 | 34.4 | 35.6 | 35.7 36 36.4
R3 Residential 24.6 | 24.8 | 25.6 | 30.1 | 34.4 | 35.6 | 35.7 36 36.4
R4 Residential 24.9 25 25.9 | 30.4 | 34.7 | 35.9 36 36.3 | 36.7
R5 Residential 25.2 | 25.3 | 26.2 | 30.7 35 36.2 | 36.3 | 36.6 37

R6 Residential 24.5 | 24.6 | 25.4 30 34.3 | 35.4 | 35.6 | 35.8 | 36.2
R8 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.4 | 35.6 | 35.7 | 35.9 | 36.4
R9 Mixed-Use 24.8 25 25.8 | 304 | 34.6 | 35.8 | 35.9 | 36.2 | 36.6
R10 Residential 24.5 | 24.6 | 25.4 30 34.3 | 35.4 | 35.6 | 35.8 | 36.2




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R11 Residential 25 25.1 26 30.5 | 34.8 36 36.1 | 36.4 | 36.8
R12 Residential 25.3 | 25.5 | 26.3 | 30.8 | 35.1 | 36.3 | 36.4 | 36.7 | 37.1
R13 Mixed-Use 28 28.1 | 28.8 | 33.4 | 37.6 | 38.8 39 39.2 | 39.7
R14 Residential 25.4 | 25.6 | 26.4 | 30.9 | 35.2 | 36.4 | 36.5 | 36.8 | 37.2
R15 Residential 25 25.2 26 30.5 | 34.8 36 36.1 | 36.4 | 36.8
R16 Residential 25.1 | 25.2 26 30.6 | 34.9 36 36.2 | 36.4 | 36.8
R17 Residential 24.6 | 24.7 | 25.6 | 30.1 | 34.5 | 35.6 | 35.7 36 36.4
R18 Residential 24.6 | 24.8 | 25.6 | 30.2 | 34.5 | 35.6 | 35.8 36 36.4
R19 Residential 24.4 | 24.6 | 25.5 30 34.4 | 35.5 | 35.6 | 35.8 | 36.2
R20 Mixed-Use 24.9 25 26 30.4 | 34.9 | 35.9 36 36.3 | 36.7
R21 Residential 25.2 | 25.3 | 26.1 | 30.7 35 36.1 | 36.3 | 36.5 | 36.9
R22 Residential 24.7 | 24.8 | 25.7 | 30.2 | 34.6 | 35.7 | 35.8 | 36.1 | 36.5
R23 Residential 24.7 | 24.8 | 25.7 | 30.2 | 34.5 | 35.7 | 35.8 | 36.1 | 36.4
R24 Residential 24.4 | 24.6 | 25.4 30 34.3 | 35.4 | 35.6 | 35.8 | 36.2
R25 Residential 24.4 | 24.5 | 25.4 | 29.9 | 34.3 | 35.4 | 35.5 | 35.8 | 36.2
R26 Mixed-Use 25.2 | 25.3 | 26.1 | 30.7 35 36.1 | 36.3 | 36.5 | 36.9
R27 Residential 254 | 25.5 | 26,4 | 30.9 | 353 | 36.4 | 36.5 | 36.8 | 37.2
R28 Residential 25.4 | 25.5 | 26.4 | 30.9 | 35.3 | 36.4 | 36.5 | 36.8 | 37.2
R29 Residential 26.5 | 26.6 | 27.5 | 31.9 | 36,4 | 37.4 | 37.5 | 37.8 | 38.2
R30 Residential 25.3 | 25.4 | 26.3 | 30.8 | 35.1 | 36.3 | 36.4 | 36.7 | 37.1
R31 Residential 24.8 | 249 | 25.7 | 30.3 | 34.6 | 35.8 | 35.9 | 36.1 | 36.5
R32 Residential 24.8 25 25.8 | 30.4 | 34.7 | 35.8 36 36.2 | 36.6
R33 Residential 25 25.1 | 25.9 | 30.5 | 34.8 | 35.9 | 36.1 | 36.3 | 36.7
R34 Mixed-Use 25.6 | 25.8 | 26.6 | 31.1 | 35.5 | 36.6 | 36.7 37 37.4
R35 Residential 25.1 | 25.2 26 30.6 | 34.9 36 36.2 | 36.4 | 36.8
R36 Residential 26 26.1 | 26.9 | 31.5 | 35.7 | 36.9 | 37.1 | 37.3 | 37.7
R37 Residential 28.2 | 28.3 29 33.6 | 37.8 39 39.1 | 39.4 | 39.9
R38 Residential 25.2 | 25.4 | 26.2 | 30.8 | 35.1 | 36.2 | 36.3 | 36.6 37

R39 Residential 25 25.1 | 25.9 | 30.5 | 34.8 36 36.1 | 36.3 | 36.7
R40 Residential 28 28.1 | 28.8 | 33.4 | 37.6 | 38.8 | 38.9 | 39.2 | 39.7
R41 Residential 25.8 | 25.9 | 26.7 | 31.3 | 35.6 | 36.8 | 36.9 | 37.2 | 37.6
R42 Residential 28 28.1 | 28.8 | 334 | 37.6 | 38.8 | 38.9 | 39.2 | 39.7
R43 Residential 26.1 | 26.2 | 27.1 | 31.6 36 37.1 | 37.2 | 37.5 | 37.9
R44 Residential 28.1 | 28.1 | 28.9 | 33.5 | 37.6 | 38.9 39 39.3 | 39.7




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R45 Residential 25.1 | 25.2 | 26.1 | 30.6 | 34.9 | 36.1 | 36.2 | 36.5 | 36.9
R46 Residential 27.9 28 28.8 | 33.3 | 37.5 | 38.8 | 38.9 | 39.2 | 39.6
R47 Residential 27.8 | 27.9 | 28.6 | 33.2 | 37.4 | 38.6 | 38.7 39 39.5
R48 Residential 25.9 26 26.8 | 31.4 | 35.6 | 36.8 | 36.9 | 37.2 | 37.6
R49 Residential 27.7 | 27.8 | 28.5 | 33.1 | 37.3 | 38.6 | 38.7 39 39.4
R50 Mixed-Use 25.1 | 25.3 | 26.1 | 30.7 | 34.9 | 36.1 | 36.2 | 36.5 | 36.9
R51 Residential 27.7 | 27.8 | 28.5 | 33.1 | 37.3 | 38.5 | 38.6 | 38.9 | 39.4
R52 Residential 25.7 | 25.8 | 26.6 | 31.2 | 35.5 | 36.6 | 36.8 37 37.5
R53 Residential 27.7 | 27.8 | 28,5 | 33.1 | 37.3 | 38.5 | 38.6 | 38.9 | 39.4
R54 Residential 26.2 | 26.3 | 27.2 | 31.7 | 36.1 | 37.1 | 37.3 | 37.6 38

R55 Residential 25.6 | 25.7 | 26.5 | 31.1 | 35.3 | 36.5 | 36.7 | 36.9 | 37.3
R56 Residential 25.2 | 25.4 | 26.2 | 30.7 35 36.2 | 36.3 | 36.6 37

R57 Residential 25.8 | 25.9 | 26.7 | 31.3 | 35.5 | 36.7 | 36.8 | 37.1 | 37.5
R59 Residential 25.3 | 25.5 | 26.3 | 30.8 | 35.1 | 36.3 | 36.4 | 36.7 | 37.1
R60 Residential 25.4 | 25.5 | 26.3 | 30.9 | 35.2 | 36.3 | 36.5 | 36.7 | 37.1
R61 Residential 26.3 | 26.4 | 27.3 | 31.8 | 36.2 | 37.2 | 37.4 | 37.6 38

R62 Mixed-Use 23.6 | 23.7 | 24.6 | 29.1 | 33.5 | 34.6 | 34.7 35 35.4
R63 Residential 26.3 | 26,4 | 27.3 | 31.8 | 36.2 | 37.3 | 37.4 | 37.7 | 38.1
R64 Mixed-Use 24.9 25 25.9 | 30.4 | 34.8 | 35.8 36 36.2 | 36.6
R65 Residential 26.4 | 26.5 | 274 | 31.9 | 36.3 | 37.4 | 37.5 | 37.8 | 38.2
R66 Residential 24.8 | 249 | 25.9 | 30.3 | 34.8 | 35.8 | 35.9 | 36.2 | 36.6
R67 Residential 25.3 | 25.4 | 26.2 | 30.7 35 36.2 | 36.3 | 36.6 37

R68 Residential 27.2 | 27.3 | 28.2 | 32.7 | 37.1 | 38.1 | 38.3 | 38.5 | 38.9
R69 Residential 24.3 | 24.5 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R70 Residential 24.3 | 24.4 | 25.2 | 29.8 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R71 Residential 24.5 | 24.7 | 25.6 | 30.1 | 34.5 | 35.5 | 35.7 | 35.9 | 36.3
R72 Residential 24.9 | 25.1 26 30.5 | 34.8 | 35.9 | 36.1 | 36.3 | 36.7
R73 Residential 25 25.1 26 30.5 | 34.9 36 36.1 | 36.4 | 36.8
R74 Residential 23.7 | 23.9 | 24.7 | 29.3 | 33.5 | 34.7 | 34.8 | 35.1 | 35.5
R75 Residential 23.8 | 23.9 | 24.7 | 29.3 | 33.6 | 34.8 | 34.9 | 35.2 | 35.6
R76 Residential 23.9 24 24.8 | 29.4 | 33.6 | 34.8 35 35.2 | 35.6
R77 Residential 24.1 | 24.3 | 25.1 | 29.7 34 35.1 | 35.3 | 35.5 | 35.9
R78 Residential 26.7 | 26.8 | 27.7 | 32.2 | 36.6 | 37.7 | 37.8 | 38.1 | 38.5
R79 Residential 25.1 | 25.2 | 26.1 | 30.6 35 36.1 | 36.2 | 36.5 | 36.8




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R80 Residential 26.8 | 26.9 | 27.8 | 32.2 | 36.7 | 37.7 | 37.8 | 38.1 | 38.5
R81 Residential 25.2 | 25.3 | 26.2 | 30.7 | 35.1 | 36.2 | 36.3 | 36.6 37

R82 Residential 24.4 | 24.6 | 25.5 30 34.4 | 35.4 | 35.6 | 35.8 | 36.2
R83 Residential 25.2 | 25.3 | 26.2 | 30.7 | 35.1 | 36.2 | 36.3 | 36.6 37

R84 Residential 26.8 | 26.9 | 27.8 | 32.3 | 36.7 | 37.7 | 37.9 | 38.1 | 38.5
R85 Residential 24.9 25 25.9 | 304 | 34.8 | 35.9 36 36.3 | 36.7
R86 Residential 25.1 | 25.2 | 26.1 | 30.6 | 35.1 | 36.1 | 36.2 | 36.5 | 36.9
R87 Residential 24.8 | 24.9 | 25.6 | 30.2 | 34.5 | 35.7 | 35.8 | 36.1 | 36.5
R88 Residential 25.1 | 25.2 | 26.1 | 30.6 35 36.1 | 36.2 | 36.5 | 36.9
R89 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.6 | 35.7 36 36.4
R90 Residential 24.6 | 24.8 | 25.5 | 30.1 | 34.3 | 35.6 | 35.7 36 36.4
R91 Residential 24.8 25 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.2 | 36.6
R92 Residential 24.7 | 24.8 | 25.6 | 30.2 | 34.4 | 35.7 | 35.8 36 36.5
R93 Residential 24.9 25 25.8 | 30.4 | 34.6 | 35.8 | 35.9 | 36.2 | 36.6
R94 Mixed-Use 23.8 | 23.9 | 24.8 | 29.3 | 33.8 | 34.8 35 35.2 | 35.6
R95 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.7 | 35.9 | 36.3
R96 Residential 24.8 | 24.9 | 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.1 | 36.6
R97 Residential 24.9 25 25.8 | 304 | 34.6 | 35.8 | 35.9 | 36.2 | 36.6
RO8 Residential 24.7 | 24.8 | 25.6 | 30.2 | 34.4 | 35.6 | 35.7 36 36.4
R99 Commercial 24.8 | 24.9 | 25.7 | 30.2 | 34.5 | 35.7 | 35.8 | 36.1 | 36.5
R100 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.5 | 35.6 | 35.9 | 36.3
R101 Residential 24.7 | 24.8 | 25.6 | 30.2 | 34.4 | 35.6 | 35.7 36 36.4
R102 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.5 | 35.6 | 35.9 | 36.3
R103 Residential 24.9 25 25.8 | 30.4 | 34.6 | 35.8 | 35.9 | 36.2 | 36.6
R104 Residential 24.4 | 24.5 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R105 Residential 24.8 25 25.7 | 30.3 | 34.5 | 35.8 | 35.9 | 36.2 | 36.6
R106 Residential 24.5 | 24.6 | 25.3 | 29.9 | 34.2 | 35.4 | 35.5 | 35.8 | 36.2
R107 Residential 24.4 | 24.5 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.7 | 36.2
R108 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.4 | 35.6 | 35.8 | 36.2
R109 Mixed-Use 23.8 | 23.9 | 24.8 | 29.3 | 33.8 | 34.8 | 34.9 | 35.2 | 35.6
R110 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.4 | 35.5 | 35.8 | 36.2
R111 Residential 244 | 24.5 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R112 Residential 24.5 | 24.6 | 25.4 30 34.2 | 35.4 | 35.6 | 35.8 | 36.3
R113 Residential 24.4 | 24.5 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.8 | 36.2




Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R114 Residential 24.8 | 249 | 25.7 | 30.3 | 34.5 | 35.7 | 35.9 | 36.1 | 36.5
R115 Residential 245 | 24.6 | 254 | 30 | 34.2 | 35.4 | 35.5 | 35.8 | 36.2
R116 Residential 24.1 | 24.2 | 25.2 | 29.6 | 34.1 | 35.1 | 35.2 | 35.5 | 35.9
R117 Residential 244 | 245 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R118 Residential 24.8 | 24.9 | 25.7 | 30.2 | 34.5 | 35.7 | 35.8 | 36.1 | 36.5
R119 Residential 24,5 | 24.6 | 25.3 | 29.9 | 34.2 | 354 | 35.5 | 35.8 | 36.2
R120 Residential 244 | 24.6 | 25.3 | 29.9 | 34.1 | 354 | 35.5 | 35.8 | 36.2
R121 Mixed-Use 23.7 | 23.8 | 24.7 | 29.2 | 33.6 | 34.7 | 34.8 | 35.1 | 35.5
R122 Residential 243 | 24.4 | 25.2 | 29.8 | 34 | 35.2 | 354 | 35.6 | 36
R123 Residential 244 | 24,5 | 25.3 | 29.9 | 34.1 | 35.3 | 35.5 | 35.7 | 36.2
R124 Residential 24 | 24.1 25 | 295 (339 | 35 | 351|354 | 35.8
R125 Residential 24.7 | 24.8 | 25.6 | 30.1 | 344 | 35.6 | 35.7 | 36 | 36.4
R126 Residential 244 | 245 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R127 Residential 24.2 | 244 | 25.1 | 29.7 | 34 | 35.2 | 35.3 | 35.6 | 36
R128 Residential 244 | 245 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R129 Residential 24,5 | 24.6 | 25.3 | 29.9 | 34.1 | 35.4 | 35.5 | 35.8 | 36.2
R130 Residential 25.1 | 25.3 | 26.2 | 30.6 | 35.1 | 36.1 | 36.2 | 36.5 | 36.9
R131 Residential 24.6 | 24.7 | 25.5 | 30.1 | 34.3 | 35.6 | 35.7 | 35.9 | 36.4
R132 Residential 244 | 24,5 | 25.2 | 29.8 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R133 Residential 24,2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.1 | 35.3 | 35.5 | 35.9
R134 Residential 243 | 24.4 | 25.2 | 29.8 | 34 | 35.3 | 35.4 | 35.7 | 36.1
R135 Residential 243 | 24.4 | 25.2 | 29.8 | 34 | 353 | 35.4 | 35.6 | 36.1
R136 Residential 24,5 | 24.6 | 254 | 30 | 34.2 | 35,5 | 35.6 | 35.9 | 36.3
R137 Residential 24,5 | 246 | 254 | 30 | 34.2 | 35.4 | 35.5 | 35.8 | 36.2
R138 Residential 24.3 | 24.4 | 25.2 | 29.8 34 35.2 | 35.3 | 35.6 36
R139 Residential 24.2 | 24.4 | 25.1 | 29.7 34 35.2 | 35.3 | 35.6 36
R140 Residential 244 | 245 | 25.3 | 29.9 | 34.1 | 35.3 | 35.4 | 35.7 | 36.1
R141 Residential 24.3 | 245 | 25.2 | 29.8 | 34 | 35.3 | 354 | 35.7 | 36.1
R142 Residential 24.2 | 24.4 | 25.1 | 29.7 | 339 | 35.2 | 35.3 | 35.6 | 36
R143 Residential 24,2 | 24.3 | 25.1 | 29.7 | 33.9 | 35.2 | 35.3 | 35.6 | 36
R144 Residential 243 | 24.4 | 25.2 | 29.8 | 34 | 35.2 | 354 | 35.6 | 36
R145 Residential 243 | 24,4 | 25.2 | 29.8 | 34 | 35.2 | 35.3 | 35.6 | 36
R146 Residential 24 | 24.2 | 249 | 29.5 | 33.7 | 35 | 35.1 | 35.4 | 35.8
R147 Residential 24 | 24.1 | 249 | 29.5 | 33.7 | 35 | 35.1 | 35.4 | 35.8










Predicted Noise Level (dB Lago) at Standardised 10m Height
Wind Speeds (m/s)

Receptor
Description
ID

R249 Residential 26.5 | 26.6 | 27.5 32 36.4 | 37.4 | 37.6 | 37.8 | 38.2
R250 Residential 244 | 24.5 | 25.4 | 29.9 | 34.3 | 35.4 | 35.5 | 35.8 | 36.1
R255 Residential 24.3 | 24.4 | 25.4 | 29.8 | 34.3 | 35.3 | 35.4 | 35.7 | 36.1
R258 Residential 24.2 | 24.4 | 25.3 | 29.8 | 34.2 | 35.2 | 35.4 | 35.6 36
R260 Residential 24.1 | 24.2 | 25.1 | 29.6 | 34.1 | 35.1 | 35.2 | 35.5 | 35.8
R262 Residential 25.7 | 25.8 | 26.8 | 31.2 | 35.7 | 36.7 | 36.8 | 37.1 | 37.5
R266 Residential 25.8 26 26.9 | 31.4 | 35.8 | 36.8 37 37.2 | 37.6
R275 Residential 25.9 | 26.1 27 31.4 | 35.9 | 36.9 37 37.3 | 37.7
R284 Residential 24 24.1 25 29.5 34 35 35.1 | 35.4 | 35.7
R285 Residential 26 26.1 | 27.1 | 31.5 36 37 37.1 | 37.4 | 37.8
R288 Residential 26 26.2 | 27.1 | 31.5 36 37 37.1 | 37.4 | 37.8
R289 Residential 23.9 24 24.9 | 29.4 | 33.9 | 34.9 35 35.3 | 35.6
R290 Mixed-Use 26 26.1 | 27.1 | 31.5 36 37 37.1 | 37.4 | 37.8
R312 Mixed-Use 23.6 | 23.8 | 24.7 | 29.2 | 33.6 | 34.6 | 34.8 35 35.4
R317 Mixed-Use 24 24.1 25 29.5 34 35 35.1 | 35.4 | 35.8
R1019 Mixed-Use 24.6 | 24.7 | 25.6 | 30.1 | 34.6 | 35.5 | 35.7 | 35.9 | 36.3
R1069 Residential 26.1 | 26.3 | 27.2 | 31.6 | 36.1 | 37.1 | 37.2 | 37.5 | 37.9
R1070 Residential 244 | 245 | 254 | 29.9 | 34.3 | 35.3 | 35.5 | 35.7 | 36.1
R1071 Mixed-Use 26.8 | 26.9 | 27.9 | 32.3 | 36.8 | 37.7 | 37.9 | 38.2 | 38.6
R1072 Residential 26.4 | 26.5 | 27.5 | 31.9 | 364 | 37.3 | 37.5 | 37.8 | 38.2
R1073 Mixed-Use 26.2 | 26.3 | 27.2 | 31.6 | 36.1 | 37.1 | 37.2 | 37.5 | 37.9
R1074 Residential 26.2 | 26.3 | 27.2 | 31.6 | 36.1 | 37.1 | 37.2 | 37.5 | 37.9
R1075 Residential 24.8 | 249 | 25.9 | 30.3 | 34.8 | 35.7 | 35.9 | 36.2 | 36.6
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