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1 GATE AND WALL REPAIRS T PHOTOS 1-22

The general repair of fallen walls will be by raising stones back onto wall.

Gateways and cattle pass gaps to be repaired as follows.
See Figure 1 and Photographs of Gateways and Gaps 1-22
Fit 3.6m gate in gateway position, missing gate (1)

Fit 3.6m gate in gateway position, missing gate (2)
Repair fallen wall, no gate required [1]

Repair existing roadside gate {1}

Fit 2.4m gate in existing gap, missing gate (3)

Fit 2.4m gate in existing gap, missing gate (4)

Fit 2.4m gate in existing gap, missing gate (5)

Repair wall, no gate required [2]
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Replace existing timber gate with 2.4m gate. Replace Gate [1] <1>.
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. Repair existing roadside gate {2}
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. Repair existing roadside gate {3}
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. Replace existing timber gate with 2.4m gate <2>
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. Maintain existing cattle pass, no gate required [3]
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. Fit 2.4m gate in existing gap, missing gate (6)
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. Replace old galvanised gate with 2.4m gate <3>
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. Fit 2.4m gate in existing gap, missing gate (7)
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. Repair existing roadside gate {4}
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. Replace existing entrance gate with 3.6m gate <4>
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. Replace existing 3.6m gate <5>
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. Replace existing 3.6m gate <6>
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. Fit 2.4m gate, repair post and wire fence missing gate (8)
22. Repair existing entrance gate {5}

There are 22 gateway / gaps.

1 3 gaps no gates required [ ]

1 8 necessary cattle pass gaps which do not presently have gates in position (missing gates)

will have gates and posts supplied and fitted ( )

9 5 existing gates will be repaired { }

9 6 existing broken or poorly hung gates will be replaced < >
In total 14 gates will require to be purchased and fitted to replace missing or broken gates to
allow appropriate control of the grazing of the lands.
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Fig. 17 Gate Positions and Wall Repairs
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Photo 17 Gate location 1 between purchasedlandsand or i gi nal ownersd | and
Fit 3.6m galvanised gate, hung from galvanised posts, in line of former wall. Remove pipe and road
bollards and replace with gate.

Repair stone wall and make good the wall to left hand gate post.

Fit right hand post as close to house garden wall as wall foundation will allow. Missing Gate (1)

Photo 2 - Gate | ocation 2 between purchased | ands and o
Existing open access way.
Fit 3.6m galvanised gate hung from galvanised posts in line of former wall.
Repair stone wall and make good the wall to left and right hand gate posts Missing Gate (2)
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Repair stone walls by returning fallen stones to wall. No gate required (1). Close gap [1]

Photo 4 -

Existing 3.6m galvanised gate and galvanised gate posts, cut back briars, repair gate spud at base
of left hand post. Gate repair {1}
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Photo 5 - Gate location 3. Fit 2.4m galvanised gate and posts, in cattle pass gap, repair wall and make good

the wall to the gate posts Missing Gate (3).

Gate location 4. Fit 2.m galvanised gate and posts, in cattle pass gap, repair and make good the
wall to the gate posts. Missing Gate (4).
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Photo 7 i Fit 2.4m galvansed ate andposts, in cattle pass gap, repair and make oodthe wall to the gate
posts. Missing Gate (5)

Photo 81 Repair wall, gate not required. Gap not needed for cattle access. No gate required [2].
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Photo 9 - Replace existing timber gate with a 2.4m galvanised gate and posts, repair wall and remove old
timber gate. Replace Gate <1>

Photo 10 -  Existing gate, cut back briars, maintain gate. Repair Gate {2}
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Photo 11 - Replace gate closing post, repair walls. Repair Gate {3}

Photo 12 -  Replace existing timber gate with a 2.4m galvanised gate and posts, repair walls and remove old

gates. Replace Gate <2>
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Photo 14 -  Fit 2.4m galvanised gate and posts in existing gap, repair walls. Gate missing (6)
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Photo 15-  Replace old galvanised gate with a 2.4m gate with galvanised posts, repair wall, remove old gate.

Replace Gate <3>

Photo 16 -  Fit 2.4m gate with galvanised posts in existing gap, repair wall. Missing Gate (7)
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Photo 17 -

Fit new closing post, repair walls, remove trough / litter. Repair Gate {4}

B

Photo 18 -

Main access to Mweeloon lands, replace existing gates, fit 3.6m galvanised gate and posts, make
good to gate posts with timber rail as adjacent. Replace Gate <4>
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Photo 19 - Replace old 3.6m gate and gate posts with 3.6m galvanised gate and posts. Replace Gate <5>

Photo 20 - Replace 3.6m gate and gate posts, repair walls. Replace Gate <6>
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Photo 21 -  Fit 2.4m gate and galvanised posts. Repair post and wire fence. Missing Gate (8)

. Gate Rpair {5} '

Photo 22 -  Repair existing gate
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2 PHOTOS OF EXISTING SEA DEFENCE WALL, AT NORTH WEST OF
LURGAN ISLAND, MWEELOON. PHOTOS 23-25

23: Extent of existing sea defence wall A-B at northwest of Lurgan, Mweeloon.
24: Existing sea defence wall looking east north, from A towards B.

25: Existing sea defence wall looking towards B from mid-way between A and B.
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Photo 23- Extt of Existing Sea Defence Wall A-B at N ost slad, Mweeloon.
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Photo 25 - Existing Sea Defence Wall looking towards B from mid-way between A and B
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