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DETAIL B - PROPOSED CYCLETRACK

CAPPING LAYER: SEE TABLE 1 FOR MINIMUM
THICKNESS OF CLASS OF GRANULAR MATERIAL.

SUB BASE: 150mm TYPE B CL.804 TO
TII-SPW-00800

BINDER: 60mm AC20 DENSE BIN 40/60 DES  TO
TII-CC-SPW-00900 CL. 3.1.4

SURFACE: 35mm PMSMA 10 65/105-60 DES TO
TII-CC-SPW-00900 CL.5.1.1
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DETAIL E

HRA BUILD-UP FOR LONGITUDINAL JOINT

CAPPING LAYER: SEE TABLE 1 FOR MINIMUM
THICKNESS OF CLASS OF GRANULAR MATERIAL.

SUB BASE: 300mm TYPE B CL.804 TO
TII-SPW-00800

BINDER: 60mm AC20 DENSE BIN 40/60 DES
TO TII-CC-SPW-00900 CL. 3.1.4

SURFACE: 40mm HRA 35/14 F SURF 40/60 DES
TO TII-CC-SPW-00900 CL. 4.1.2

BASE: 250mm AC 32 DENSE BIN 40/60
TO TII-CC-SPW-00900 CL. 3.1.1

PERMEABLE GEOTEXTILE: TERRAM 1000 OR

SIMILAR APPROVED.

DETAIL F

PROPOSED FOOTPATH

SUB-BASE: 100mm CLAUSE 808 TO TII-CC-SPW-00800

BASE: 100mm CONCRETE CLASS C8/10 (GEN 1)
IN ACCORDANCE WITH EN 206-1

LAYING COARSE: 30mm IN ACCORDANCE WITH
TABLE 3 OF BS7533-4

BLOCK PAVING
AS PER LANDSCAPE ARCHITECT SPECIFICATION

SUB-GRADE: SUITABLE BACKFILL MATERIAL
PERMEABLE GEOTEXTILE: TERRAM 1000 OR

SIMILAR APPROVED.

CBR SUBGRADE

(%)

<2.5 2.5 3 4 5-15 >15

THICKNESS OF

CAPPING LAYER

(mm)

SPECIALIST

GEOTECHNICAL

ADVISE REQUIRED

600 350 300 250 150

TABLE 1: CAPPING LAYER DEPTH

THE MINIMUM REQUIRED THICKNESS OF NON-FROST

SUSCEPTIBLE CAPPING MATERIAL IS SHOWN HEREUNDER:

CBR TESTS SHALL BE CARRIED OUT AT A RATE OF  ONE TEST

PER 100 METERS OF ROAD OR WHERE THE SOIL TYPE CHANGES

DETAIL G

ROAD OVERLAY

EXISTING PAVEMENT: SURFACE PLANNING FOR
DEPTH OF 100mm AND PROVIDE OVERLAY AS
SPECIFIED FOR SURFACE AND BINDER COURSE

BINDER: 60mm AC20 DENSE BIN 40/60 DES
TO TII-CC-SPW-00900 CL. 3.1.4

SURFACE: 40mm HRA 35/14 F SURF 40/60 DES
TO TII-CC-SPW-00900 CL. 4.1.2

TACK COAT TO BE C40B 4 AS PER
TABLE 15 IN CC-SPW-00900

PLANNING DRAWING.
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