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900mm LONG H20 REINFORCEMENT BAR DRIVEN TO REFUSAL (700mm MAX.)
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100mm REFLECTIVE TAPE

25mm Ø PLASTIC

CONDUIT SLEEVE

5000 mm MINIMUM RUNING WIDTH (PROPOSED SITE ROAD)

250mm SHOULDER MINIMUM250mm SHOULDER MINIMUM

TYPICAL SNOW POLE DETAIL
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150mm CLAUSE 804 TYPE B MATERIAL LAID AND COMPACTED IN ACCORDANCE WITH

CLAUSE 802 AND TABLE 8/6

220mm CLASS 6F1 CAPPING MATERIALCOMPACTED IN LAYERS

SINGLE LAYER OF NAUE SECUGRID 30/30 Q1 GEOGRID MATERIAL (LAP LENGTH =300mm)

SINGLE LAYER OF NAUE COMBIGRID 30/30 Q1 GEOGRID / GEOTEXTILE MATERIAL

PLACED ON UNDISTURBED GROUND (LAP LENGTH = 900mm)

330mm CLASS 6F1 CAPPING MATERIAL COMPACTED IN LAYERS

TRANSITION MATERIAL TO MATCH FLOATING ROAD BEARING STRATA

TRANSITION BETWEEN FLOATING AND FOUNDED ROAD

SCALE 1:50
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NAUE COMBIGRID 30/30 Q1

NAUE SECUGRID 30/30 Q GEOGRID
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