
Yellow marker warning tape. Must be
full width of trench ESBN approved
material only.

Excavated topsoil

Red cable protection strips, ESBN approved
material only.

Backfill with compacted excavated material in
layers of 150mm to avoid residual
consolidation and to improve thermal
properties.
(Cl. 804/808 compacted in accordance with
Cl. 802 to be used as backfill material when
nearest point of trench is within one meter of
paved edge of a national/regional road.)

Ducts laid in CBM4 (CL 1039), full tests required.
Compacted to CL. 1035 OF TII specification for
roadworks (15n/mm² after 7 days)

6 No. 110mm outer diameter HDPE ducts. ESBN
approved material only

12mm dia. pull rope in all ducts

15N/mm² CBM4 Lean-Mix Concrete
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2 No. 110mm outer diameter HDPE Comms  ducts.
ESBN approved material only. Comms ducts to be
placed to the side of trench closest to the road
centre.

Yellow marker warning tape. Must be
full width of trench ESBN approved
material only.

Excavated topsoil

Red cable protection strip, ESBN approved
material only.

Backfill with compacted excavated material in
layers of 150mm to avoid residual
consolidation and to improve thermal
properties.
(Cl. 804/808 compacted in accordance with
Cl. 802 to be used as backfill material when
nearest point of trench is within one meter of
paved edge of a national/regional road.)

Ducts laid in CBM4 (CL 1039), full tests required.
Compacted to CL. 1035 OF TII specification for
roadworks (15n/mm² after 7 days)

6 No. 110mm outer diameter HDPE ducts. ESBN
approved material only

12mm dia. pull rope in all ducts

15N/mm² CBM4 Lean-Mix Concrete

1 No. 110mm outer diameter HDPE Comms  ducts.
ESBN approved material only. Comms duct to be
placed to the side of trench closest to the road
centre.

COMPACTION LAYER 1

COMPACTION LAYER 2

COMPACTION LAYER 3
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Typical Section Through Off Road Sections Typical Elevation Through Off Road Sections

SCALE 1:10 SCALE 1:10

Note:
· This design is subject to ESB approval and should be used

for planning purposes only.
· This drawing is to be read in conjunction with relevant

drawings, specifications and reports.
· Dimensions are in millimeters, unless noted otherwise.
· Drawings are not to be scaled use figured dimensions only.

ALL REINSTATEMENT WORKS ARE TO BE IN ACCORDANCE WITH
LANDOWNERS OR MEATH CO.CO. REQUIREMENTS

Reinstatement details based on Guidelines for Managing Openings in Public Roads - SD14

38kV DOUBLE CIRCUIT DETAILS


	Sheets and Views
	TLI-05731-GC-DR-P-206_Ducting through Off Road


