
Pre Cast kerb 125mm high

100mm lean mix blinding

Sub-base Cl.804 -

150mm

Surfacing course -

Cl5.1.1 AC 10 SMA,

PMB 65-105 - 35mm

Existing ground

Grassed verge 150mm topsoil

on 300mm of acceptable subsoil

to existing subsoil level. Existing

subsoil level varies as per cross

section.

2

1

Geotextile to be laid at formation level

Capping - 600mm

Class 6F1 based

on CBR testing of

subsoil

Base course Cl. 3.1.1 AC 32

Dense Base (40/60 des) -

110mm

Telecommunications Cable

Heavy duty Pre Cast extruded concrete Kerb

100mm In situ 30/10 Concrete Footpath (Grade C25/30)

(Thickened to 150 at Vehicular access with A393 mesh)

150 Granular Base to Clause 804

As per cross sections

Finished Road Level

300mm

Concrete kerb to Specification Cl. 1103

with 100mm concrete blinding

Excavate Existing Road Edge to Formation Level 

100mm Lean Mix Concrete Blinding, ST2

with 25mm bullnose

Level for Kerb Blinding

350mm min

100mm

125mm standard or 25mm at entrances or 6mm at pedestrian crossings
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NOT CERTIFIED FOR CONSTRUCTION

N.T.SPre-Cast Concrete Kerb Detail

Pavement Detail

NOTES:
All dimensions in metres.
Do not scale from drawing.
 For any discrepancies found please consult
with design office.
This drawing should be read in conjunction
with all contract drawings, documents and
specifications.

Geotextile design based on Terram product
specification T700 or similar approved.

Notes:
1: Footpaths to have

steel float finish with
textured Brush finish.
Steel float finish to
joints and edges.

2: Double building felt
joints in concrete paths
to be at intervals not
exceeding 3m. as per
Specification.
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