
P.C. CONCRETE GULLY DETAIL

GULLY CONNECTION TO S.W. SEWER ACROSS ROADWAY

TYPICAL KERB DETAIL
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TYPICAL NEW SERVICES MANHOLE

DETAIL - DUCTILE IRON COVER

TYPICAL TRENCH REINSTATEMENT

MINIMUM MANHOLE DIAMETERS

DIAMETER OF LARGEST PIPE IN

MANHOLE (mm)

INTERNAL DIAMETER OF

MANHOLE (mm)

ROCKER PIPE LENGTH

PIPE DIAMETER (mm) ROCKER PIPE LENGTH (mm)

FINISHED GROUND LEVEL

Flow Flow

MANHOLE DETAIL

>3m & <6m GROUND TO SOFFIT DEPTH

TYPICAL MANHOLE DETAIL

<3m GROUND TO SOFFIT DEPTH

(NOTE: ON MANHOLES <1.5mØ, REDUCING

SLAB NOT TO BE USED & PCC RINGS TO

CONTINUE UP TO COVER SLAB)

LESS THAN 375

375 TO 450

500 TO 750 1500
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1000
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TYPICAL LAND DRAIN DETAIL
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NSBE010, NSBE020 KLARGESTER SEPARATOR

TYPICAL DRAIN REPLACEMENT

STD. PIPE

Ø

NSBE040 KLARGESTER SEPARATOR

TYPICAL DRAINAGE

CHANNEL DETAIL

TYPICAL DRAINAGE CHANNEL

SILT BOX DETAIL

INDICATIVE INFILTRATION
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