
Existing hedgerows to
be bolstered - Type 1    

HEDGEROW TYPE 1

Advanced nursery stock
(standard trees / to fill gaps where 

needed)

Typical section of proposed type 1 hedgerow (at implementation)

HEDGEROW TYPE 2 600mm x 600mm 

Typical section of proposed type 2 hedgerow (at implementation)

The function of the proposed mitigation planting is pri-
marily for screening, but it will also enhance the ecological 
corridors that are already present within the adjacent 
hedgerows. 

Mitigation screen planting shall consist of a mixture of 
native hedgerow species that are prevalent in the immedi-
ate area. Planting to consist of feathered whips (of various 
sizes) in staggered rows at a spacing of 600mm. 

'Under-planting' to consist of a single row of whips to the 
development side of existing tree lines and hedgerows.

'Inter-planting' to consist of whips at 600mm centres to fill 
gaps in existing tree lines and hedgerows. 

New sections of hedgerow to consist of a double stag-
gered row of whips at 600mm spacing.

All native species will be planted as whips, with the prima-
ry and secondary structure species to be of a minimum 
height of 80-100cm and the other shrubs species to be of 
a minimum height of 40-60cm.

Proposed mitigation screen planting to be planted as per 
diagram LMP Figure 1.1 + 1.2 and maintained at a height 
of 3-4m.            

Species mix to be finalised in conjunction with the project 
ecologist.

All species will be from certified native stock and prefera-
bly from an approved supplier of the Green, Low-Carbon, 
Agri-Environment Scheme (GLAS).


