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CIRCULATION CARRIAGEWAY CYCLE LANE PROPOSED
FOOTPATH

2.0m
6500

6.0m

GRASS 

1.0m

 MARGIN

2.0m

150mm topsoil seeded in accordance with the provisions
of specification  Appendix 6 /8

Footpath Type 2 to RCD/1100/5 including
150mm sub-base to clause 804

Imported Class 6F1 and 6F2
(If fill required to raise levels)

125mm high in situ conc.kerb to RCD 1100/2

600mm material capping layer.
Class 6F1 and 6F2 laid on geotextile
to specification appendix 6/5

CYCLE LANEPROPOSED
FOOTPATH

2.0m

GRASS 

1.0m

 MARGIN

2.0m

125mm high Kerb

150mm material to CL. 804

Carraigeway Section 
 (with Grass Margin & 125mm high kerb)

100

150mm topsoil

to RCD 1100/1
50mm high Kerb

200mm material to CL. 804

150mm concrete footpath
with expansion joints @ 3-4.0m c/c.

min. 200mm material to CL. 404

50mm HRA 30/14F surf 40/60 

500 500

100

180mm AC 32 dense base 40/60 rec ON

404 CAPPING LAYER (Depth depending on CBR)
ON GEOTEXTILE WHERE REQUIRED

55mm AC 32 dense binder 40/60 rec +
45mm SMA IND 40/60 FIBRES +
CARRAIGEWAY CONSTRUCTION

150mm 804 BASE ON

1000

LUMINAIRES:

OUTREACH (FROM MOUNTING AXIS TO
PHOTOMETRIC CENTER)  =  400mm

FOR SPECIFICATION DETAILS SEE ACCOMPANYING  
DRAWINGS PREPARED BY 'REXEL'. 

(NOTE: LOCATIONS OF ALL LAMP STANDARDS
TO REAR OF FOOTPATHS)

Overall Length 8.680M
Overall Width 2.180M
Overall Body Height 3.452M
Min Body Ground Clearance 0.337M
Max Track Width 2.121M
Lock-to-lock time 6.00s
Kerb to Kerb Turning Radius 7.910M

DB32 Fire Appliance

1.2m

Taper
Kerbs

Dropped
Kerbs

Taper
Kerbs

Footpath Rear Edge

Tactile
Paving
Surface

Footpath

Standard
Kerbs

Standard
Kerbs

upstand not greater than
6mm from road channel

8%
(1:12)
gradient

Dropped Kerbs to be painted
white to aid partially sighted people

2.0m

TYPICAL LAYOUT OF DISHED KERB DETAIL WITH USE OF TACTILE PAVING SURFACES
FOR PEDESTRIAN ROAD JUNCTIONS THROUGHOUT DEVELOPMENT SCHEME.

1.2m

Buff Blister Tactile Paving

CIRCULATION CARRIAGEWAY
6500

5.5m

GRASS 
 MARGIN

150mm topsoil seeded in
accordance with the provisions
of specification  Appendix 6 /8

125mm high in situ conc.kerb
to RCD 1100/2600mm material capping layer.

Class 6F1 and 6F2 laid on
geotextile to specification
appendix 6/5

PROPOSED
FOOTPATH

2.0m

125mm high Kerb

150mm material to CL. 804

Homezone Section 
 (with footpath & 125mm high kerb)

to RCD 1100/1

200mm material to CL. 804

150mm concrete footpath
with expansion joints @
3-4.0m c/c.

min. 200mm material to CL. 404

500 500

180mm AC 32 dense base 40/60 rec ON

404 CAPPING LAYER (Depth depending on CBR)
ON GEOTEXTILE WHERE REQUIRED

55mm AC 32 dense binder 40/60 rec +
45mm Coloured SMA IND 40/60 FIBRES +

CARRAIGEWAY CONSTRUCTION

150mm 804 BASE ON

Proposed Light Standard - See
Accompanying Drawing & Report by
Rexel for Luna Calculations

Site Outlined in Red

Land in Applicant's Ownership
Outlined in Blue

Link Street - 6.0m

Local Street - 5.5m

Home Zone - 5.5m

Cycle Lane

Revision
Date

GENERAL NOTES:

The Developer/Contractor/Builder is to ensure that
the building under construction/alteration is to
comply where applicable with the 2010 Building
Regulations in respect of all trades involved in the
construction of this development.

The Developer/Contractor/Builder should notify
BCA of any intended deviations from these plans
prior to commencement of development.

All Site Development works to be carried out in
accordance with
"Recommendations for Site Development Works for
Housing Areas" Dept. of Environment.

Contractors must verify all dimensions at the job
before commencing any work.  No working
dimensions to be scaled.  This drawing is for the
purpose of planning only.  Dimensions to blockwork
only.
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SHD SUBMISSION
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Westar Investments Ltd.

Residential SHD Development
at Clane, Co. Kildare

Road Details & Swept Path Analysis
Fire Truck Swept Path
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DISHED KERB DETAILS
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