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 TYPICAL SECTION THROUGH STORMTECH CHAMBER

S.I.C. WITH SILT TRAP

KLARGASTER CLASS 1 BYPASS 

SEPERATOR WITH COALESCER NSBE030 FOR TANK 1 and NSBE050 FOR TANK 2 

ATTENUATION TANK : 

"MICROSTRAIN STORMTECH" TANK 1:- MC3500 WITH A VOLUME OF 809m3

P.C. MANHOLE CHAMBER

WITH HYDROBRAKE

FLOW CONTROL DEVICE

TANK 1:- 9.3 l/sec 

MINIMUM 1.0M

"MICROSTRAIN STORMTECH" TANK 2:- MC3500 WITH A VOLUME OF 881m3

TANK 2:- 20.21 l/sec 

NOTES:
OBLIQUE
SADDLE/JUNCTION

GULLY TRAP -  REFER
GULLY DETAIL

CONNECTION, WHERE DEPTH
TO CROWN OF SEWER IS
LESS THAN 2 METRES.

SEWER AND GULLY TRAP ON
OPPOSITE SIDES OF THE
ROAD.

150mm DIA. A.C. OR CONC.
S.W. DRAIN

TYPE 1

S.W. SEWER

150mm CONC. BED AND SURROUND

45° DEGREE SLOW BEND

ROAD GULLY CONNECTIONS TO S.W. SEWER ACROSS ROADWAY
90° DEGREE  SLOW BEND

45° DEGREE SLOW BEND

NOTES:
CONNECTION, WHERE DEPTH
TO CROWN OF SEWER IS
GREATER THAN 2 METRES.

SEWER AND GULLY TRAP ON
OPPOSITE SIDES OF THE ROAD.

TYPE 2

S.W. SEWER

>2m

90° DEGREE  SLOW BEND

45° DEGREE SLOW BEND

NOTES:
CONNECTION, WHERE DEPTH
TO CROWN OF SEWER IS
GREATER THAN 2 METRES.

SEWER AND GULLY TRAP ON
SAME SIDE OF ROAD

ROAD GULLY CONNECTIONS
TYPE 3

GULLY TRAP

GULLY TRAP -  REFER
GULLY DETAIL

S.W. SEWER

 TYPICAL DETAIL OF
     GREEN ROOF
       (scale 1:20)

INSPECTION PORT
BY DESIGN ENGINEER

STORMTECH ENDCAP

COVER ENTIRE ROW WITH
AASHTO M288 CLASS 2 NON-WOVEN
GEOTEXTILE OR EQUAL

AASHTO M288 CLASS 1 WOVEN GEOTEXTILE OR EQUAL,
BETWEEN FOUNDATION STONE AND CHAMBERS
LAID IN ACCORDANCE WITH MANUFACTURERS INSTRUCTIONS

SILT-TRAP
IN

MANHOLE

SUMP DEPTH
BY DESIGN
ENGINEER
min. 1.0m

 TYPICAL SECTION THROUGH DISTRIBUTION CHAMBER

HYDROBRAKE
FLOW CONTROL DEVICE

ECCENTRIC
HEADER

STORMTECH CHAMBERS

MANHOLE WITH
OVERFLOW WEIR

STORMTECH
ISOLATOR ROW

STORMTECH
PREFABRICATED

END CAPS

PLACE MINIMUM 12.5' OF AASHTO M288
CLASS 1 WOVEN GEOTEXTILE OVER

BEDDING STONE FOR SCOUR PROTECTION
AT ALL CHAMBER INLET ROWS
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 TYPICAL DISTRIBUTION DETAIL THROUGH STORMTECH CHAMBER

DRAIN BED 

HEADWALL DETAIL AT OUTFALL
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 TYPICAL SECTION THROUGH PERMEABLE PAVING

 DETAIL OF RECTANGULAR
PRECAST GULLY (scale 1:20)
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400 x 300 GULLY GRATING
AND FRAME.

150 DIA. OUTLETS ( UNLESS
SPECIFIED OTHERWISE )

MORTAR BEDDING RAISED
BY ENGINEERING BRICK
WHERE REQUIRED
MAXIMUM 3 COURSES.

CONCRETE SURROUND
GRADE C 20/20

150

150300150

400

150

LOCKABLE GULLY
GRATING & FRAME.

CONCRETE SURROUND TO
FRAME.
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PLAN 

350

HEADWALL DETAIL

Revision
Date

GENERAL NOTES:

The Developer/Contractor/Builder is to ensure that
the building under construction/alteration is to
comply where applicable with the 2010 Building
Regulations in respect of all trades involved in the
construction of this development.

The Developer/Contractor/Builder should notify
BCA of any intended deviations from these plans
prior to commencement of development.

All Site Development works to be carried out in
accordance with
"Recommendations for Site Development Works for
Housing Areas" Dept. of Environment.

Contractors must verify all dimensions at the job
before commencing any work.  No working
dimensions to be scaled.  This drawing is for the
purpose of planning only.  Dimensions to blockwork
only.
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SIZING OF KLARGESTER PETROL INTERCEPTOR
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