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ALL WASTEWATER INSTALLATIONS TO COMPLY WITH IRISH WATER CONNECTION AND DEVELOPER SERVICES

WASTE WATER INFRASTUCTURE STANDARD DETAILS 

Revision
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GENERAL NOTES:

The Developer/Contractor/Builder is to ensure that
the building under construction/alteration is to
comply where applicable with the 2010 Building
Regulations in respect of all trades involved in the
construction of this development.

The Developer/Contractor/Builder should notify
BCA of any intended deviations from these plans
prior to commencement of development.

All Site Development works to be carried out in
accordance with
"Recommendations for Site Development Works for
Housing Areas" Dept. of Environment.

Contractors must verify all dimensions at the job
before commencing any work.  No working
dimensions to be scaled.  This drawing is for the
purpose of planning only.  Dimensions to blockwork
only.
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NOTES:

1.   ALL HOUSE CONNECTIONS IN ACCORDANCE WITH DRG. NO. STD-WW-03

2.   SEPERATION  DISTANCES IN ACCORDANCE WITH DRG. NO. STD-WW-05

3.   TRENCH BACKFILLING IN ACCORDANCE WITH DRG. NO. STD-WW-07

4.   MANHOLES CONSTRUCTED  IN ACCORDANCE WITH DRG. NO. STD-WW-09 OR 10

5.   BACKDROP MANHOLES IN ACCORDANCE WITH DRG. NO. STD-WW-12

6.   ALL PIPES TO BE uPVC PIPES AND FITTINGS AND COMPLY WITH THE 
PROVISIONS OF IS EN 1401 2009/2012.  PIPES TO BE APPLICATION AREA 
CODE "UD", STIFFNESS CLASS 8kN/m2.  PROVISION FR JETTING SHALL BE
BASED ON THE WRc SEWER JETTING CODE OF PRACTICE, JUNE 1997.
PIPES TO BE CAPABLE OF RESISTING A MAXIMUM JETTING PUMP 
PRESSURE 2,600psi (180 BAR) WITHOUT DAMAGE.

7.   PUSH IN RUBBER RING JOINTS SHALL BE PLACED IN ACCORDANCE WITH 
      MANUFACTURER'S  INSTRUCTIONS FOR THE PIPE MATERIAL.  

ALL WORKS TO COMPLY WITH IRISHWATER CONNECTION AND DEVELOPER SERVICES 
WASTEWATER INFRASTRUCTURE STANDARD DETAILS

AutoCAD SHX Text
PIPE

AutoCAD SHX Text
MARKER TO BE 400MM WIDE BLUE POLYETHELENE IN ACCORDANCE WITH EN 12163.  PLASTIC PIPES SHALL HAVE WARNING TAPE INCORPORATING A REINFORCED BANK  BRACING WIRE.  SERVICE PIPES SHALL HAVE 200MM WIDE MESH TAPE.  MARKER TAPE TO BE LAID ON TOP OF PIPE BEDDING LAYER.

AutoCAD SHX Text
SELECTED EXCAVATED MATERIAL MAY BE USED IN GREEN FIELD AREAS ABOVE GRANULAR PIPE SURROUND MATERIAL SUBJECT TO THE APPROVAL OF IRISH WATER.

AutoCAD SHX Text
DEPTH OF REINSTATED TOPSOIL TO MATCH EXISTING

AutoCAD SHX Text
PIPE BEDDING SHALL COMPLY WITH WIS 4-08-02 AND IGN 4-08-01 GRANULAR MATERIAL SHALL BE 14mm TO 5mm GRADED AGGREGATE OR 10mm SINGLE SIZED AGGREGATE TO IS EN 13242.

AutoCAD SHX Text
THE MINIMUM DEPTH OF COVER FROM THE FINISHED SURFACE TO THE CROWN OF GRAVITY PIPES WITHOUT PROTECTION SHALL BE AS FOLLOWS: A) GARDENS AND PATHWAY WITHOUT ANY GARDENS AND PATHWAY WITHOUT ANY POSSIBILITY OF VEHICULAR ACCESS- DEPTH NOT LESS THAN 0.5m (THIS WOULD NORMALLY RELATE TO DRAINS IN PRIVATE PROPERTY, SHALLOW PIPES OF THIS NATURE RE UNDESIRABLE AND SHOULD BE INSTALLED IN ACCORDANCE WITH THE BUILDING REGULATIONS). B) DRIVEWAYS, PARKING AREAS AND YARDS DRIVEWAYS, PARKING AREAS AND YARDS WITH HEIGHT RESTRICTIONS TO PREVENT ENTRY OF VEHICLES WITH A GROSS VEHICLE WEIGHT IN EXCESS OF 7.5 TONNES -DEPTH NOT LESS THAN 0.75M. C) DRIVEWAYS, PARKING AREAS AND DRIVEWAYS, PARKING AREAS AND NARROW STREETS WITH LIMITED ACCESS FOR VEHICLES WITH A GROSS WEIGHT IN EXCESS OF 7.5 TONNES-DEPTH NOT LESS THAN 0.9M D) DEPT OF SEWERS IN GATED DEPT OF SEWERS IN GATED ESTATESSHALL BE SIMILAR TO OUTLINED ABOVE. E) AGRICULTURAL LAND AND PUBLIC OPEN AGRICULTURAL LAND AND PUBLIC OPEN SPACE -DEPTH NOT LESS THAN 0.9M F) OTHER HIGHWAYS AND PARKING AREAS OTHER HIGHWAYS AND PARKING AREAS WITH UNRESTRICTED ACCESS TO VEHICLES WITH A GROSS VEHICLE WEIGHT IN EXCESS OF 7.5 TONNES - DEPTH NOT LESS THAN 1.2M.

AutoCAD SHX Text
PIPE

AutoCAD SHX Text
CLAUSE 808 MATERIAL IN ACCORDANCE WITH NATIONAL ROADS AUTHORITY SPECIFICATION FOR ROAD WORKS IS TO BE USED AS BACKFILL WHERE THE SEWER MAIN IS LOCATED IN ROADS, FOOTPATHS OR WHERE THE NEAREST PART OF THE TRENCH IS WITHIN 1.0M OF THE PAVED EDGE OF THE ROADWAY.

AutoCAD SHX Text
PIPE BEDDING SHALL COMPLY WITH WIS 4-08-02 AND IGN 4-08-01 GRANULAR MATERIAL SHALL BE 14mm TO 5mm GRADED AGGREGATE OR 10mm SINGLE SIZED AGGREGATE TO IS EN 13242. CONCRETE  BED HAUNCH & SURROUND WHERE REQUIREDSHALL BE TO I.W. STD-WW-08

AutoCAD SHX Text
NON DEGRADABLE MARKER TAPESHOULD BE INSTALLED AT TOP OF PIPE BEDDING LAYER. IN THE CASE OF NON-METAL PIPE MATERIAL, THE MARKER TAPESHOULD INCORPORATE A TRACE WIRE WHICH IS LINKED TO FITTINGS AND TERMINATED AT THE WASTE WATER PUMPING STATION AND THE DISCHARGE MANHOLE.

AutoCAD SHX Text
NOTES: 1. IF TRENCH BOTTOM CONTAINS ROCK, THEN A MINIMUM IF TRENCH BOTTOM CONTAINS ROCK, THEN A MINIMUM OF A 300mm PIPE BEDDING SHALL BE USED.

AutoCAD SHX Text
PIPE DIAMETER      TRENCH WIDTH   "A" (mm)          "B" (mm)    100              500    150              600    225              675    300              750

AutoCAD SHX Text
TYPICAL TRENCH DETAILS (scale 1:20)

AutoCAD SHX Text
BEDDING DETAILS ACROSS ROADS & FOOTPATHS

AutoCAD SHX Text
BEDDING DETAILS ACROSS OPEN SPACE

AutoCAD SHX Text
brian connolly associates

AutoCAD SHX Text
bca

AutoCAD SHX Text
CONCRETE HAUNCH DETAILS (scale 1:25)

AutoCAD SHX Text
TYPICAL MANHOLE DETAILS (scale 1:25)

AutoCAD SHX Text
TYPICAL BACKDROP MANHOLE

AutoCAD SHX Text
DETAILS (scale 1:25)

AutoCAD SHX Text
TYPICAL HOUSE INSPECTION CHAMBER

AutoCAD SHX Text
DETAILS (scale 1:25)

AutoCAD SHX Text
TYPICAL SEWER/SERVICE PIPE CONNECTION

AutoCAD SHX Text
(scale 1:10)
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