
Scale 1:50Plan Of Transformer Plinth and Bund

A

Indicates Span Of

150mm Thk

Slatted Precast

Concrete Units Over

Indicates Span Of

150mm Thk

Slatted Precast

Concrete Units Over

Indicates Span Of

150mm Thk

Slatted Precast

Concrete Units Over

B B

C C

Drainage

Sump

Drainage

Sump

A

10000

1
5
5
0
0

125 3025 125225 3000 125 1253025 225

3150 215 2820 215 3150

4
2
5
0

7
4
5
0

3
3
5
0

10000

1500

2
8
0
0

2
0
0
0

1525

1737

1
5
3
2

3
8
0

150

3
8
0

150

2
0
0

150

150

2
0
0

555
820

275 275

450

1
2
5
5

3
5
0

350

1500

6
2
0

1
8
7
5

6
0
0

825

10825

1
3
6
2
5

1775

4
0
0

2
2
0

1375

8
0
0

4
0
0

D
D

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

75mm Thk Concrete Blinding

Scale 1:30Section A-A

7450

8
2

0

4250

5
0

2
5

0

15500

3
5

0

4250

8
2

0

225

1
4
2
0

5
0

2
5

0

3
5

0

3350

3350

6
2
0

6
2
0

1
4
7

0

75mm Thk Concrete Blinding

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

Scale 1:30Section C-C

4500

125

8
2

0

3150225

1
4

2
0

5
0

2
5

0125

10000

3
5
0

125

3025

125

8
2

0

1651 225

1
4

2
0

5
0

2
5

0 125

3
5
0

125

1525

6
2
0

6
2

0

1
4
7

0

75mm Thk Concrete Blinding

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

25x25 Chamfer

Compound Finished

Stone Level

100mm of clean broken stone on

150mm Thk. precast slatted concrete slabs

Scale 1:30Section B-B

3000

125

8
2

0

3150225

1
4

2
0

5
0

2
5

0125

10000

3
5

0

125

3025

125

8
2

0

3150 225

1
4

2
0

5
0

2
5

0 125

3
5

0

125

3025

6
2

0

6
2

0

1
4

7
0

25x25 Chamfer

Drainage

Sump

40x40mm rebates to top of wall

for IPP GRP covers to

finish flush with top of wall

75mm Thk Concrete Blinding

Drainage

Sump

150mm Ø duct

 from bund

75mm Thk Concrete Blinding

5
5
0

150mm Ø uPVC pipe

with fall at 1/100 to

compound drainage

100mm Ø Stainless

Steel Pipe

Leanmix Concrete

Compound Finished

Stone Level

Compound Finished

Stone Level

Scale 1:30Section D-D

225600225

1
4
2
0

600 225

5
0

6
2
0

2
0
0
 
i
n
v
e
r
t

3
5
0

1
4
7
0

Drawn By:

          J.B.                                  C.M.P.                                    S.C.

Checked By: Confirmed By:

Date:

Revision No.
Drawing No.

Scale:

Drawing Title:

Job Title:

Client:

Prepared By:

A1 - AS SHOWN
03/12/2020

Rev 00DRU001SS_PAG_GA-0.07

Figure 18: Typical Transformer Bund &

Plinth Details
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