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STAGE 3 - PLANNING
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NOTES
1. All joints to be fully welded (were required) and dressed down
to smooth finish.

2.All steel sections to be bead blasted on completion of
fabrication.

3.All metalwork to be mild steel and hot dip galvanised to BS EN
ISO 1461: 2009 prior to coating.

4.All holes and brackets/ ferrulles for horizonatal bars and wires
to be pre-drilled prior to galvanising.

5.Metal work to be fully painted: then 2no undercoats and 2no.
top coats, colour to be satin black.

6.Where both field and single gate are positioned side by side,
both gates should close and latch on central post.

7.Any fabrication drawings are to be based on site
measurements.

8. Gates to be lockable in a open and closed position

Key:

1. 75mm x 75mm x 3mm x 1750mm S.H.S. end post with top cap & finial and 250mm x
250mm x 6mm thick base plate. Hinging post to have 2nr hinge spigots and latch post to be
slotted to receive sliding latch.
2. 1080mm x 2400mm pre-fabricated field gate with 40mm x 8mm frame, solid 16mm dia
toprail and 4nr 25mm x 6mm flat bar rails.
3. Sliding latch (Pre drilled to accept pad lock)
4. Drop bolt (Pre drilled to accept pad lock)
5. 1200mm high metal estates fence, refer to detail.
6. Mass concrete foundation.

Rear Elevation _ Single leaf gate
 Scale 1:20 @A3

Rear Elevation _ Double leaf gate
Scale 1:20 @A3
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