
SURFACE COURSE

BINDER COURSE

SUB-BASE

NOTES:

1. EDGES OF EXISTING CARRIAGE WAY TO BE CUT BACK BY 0.5m

WITH A ROTARY SAW TO FORM A VERTICAL FACE AND PRIMED

IN ACCORDANCE WITH CLAUSE 10.

2. WHERE THE ROAD BASE IS TO BE LAID IN TWO LAYERS. THE

UPPER LAYER OF ROAD BASE SHOULD BE STEPPED INTO THE

EXISTING PAVEMENT BY 500mm MIN. WITH THE BINDER AND

SURFACE COURSE TO BE EACH STEPPED IN A FURTHER 500mm

MIN. RESPECTIVELY.
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CONSTRUCTION AND EXISTING ROAD

RCD/700/3

NTS

SURFACE COURSE

BINDER COURSE

SUB-BASE

NOTES:

1. EDGES OF EXISTING CARRIAGEWAY TO BE CUT BACK BY

500mm WITH A ROTARY SAW TO FORM A VERTICAL FACE AND

PRIMED IN ACCORDANCE WITH CLAUSE 10.

2. WHERE THE ROAD BASE IS TO BE LAID IN TWO LAYERS. THE

UPPER LAYER OF ROAD BASE SHOULD BE STEPPED INTO THE

EXISTING PAVEMENT BY 300mm MIN. WITH THE BINDER COURSE

TO BE STEPPED IN  A FURTHER 300mm MIN. AND SURFACE

COURSE TO BE  STEPPED IN A FURTHER 400mm MIN.

3. CUTBACK AND BENCHING IN SHALL BE INCREASED AS

NECESSARY UNTIL SOUND CLEAN MATERIAL IS ENCOUNTERED.
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Construction Detail

Footpath Type B

SURFACE COURSE: 100 mm concrete

to clause 1106 with grade C40

Proposed Concrete

Footpath Construction

SUBBASE: 150mm granular material

Type B to Clause 804 of the NRA

Specification for Road Works

Acceptable material to appendix 6/1

PUBLIC ROAD RESERVATION

THIRD PARTY

LANDS

6.00m
1.80m

NEW ROAD

EXISTING  GROUND PROFILE ROAD

CUT

EXISTING SLOP TO BE
MAINTAINED

THIRD PARTY BOUNDARY LINE
(No. 31)

GUARDRAIL TO TII PUBLICATION
NO. CC-SCD-00401

CONCRETE MIX ST5 FOUNDATION
450x450x600 DEEP

NEW FOOTPATH

SECTION 1

NTS

KELLAND HOMES LTD.
DURKAN ESTATES LTD.

GENERAL NOTES
1. DO NOT SCALE THIS DRAWING. WORK ONLY TO

FIGURED DIMENSIONS.

2. FOR ALL RELEVANT NOTES, REFER TO
STRUCTURAL AND CIVIL ENGINEERING
PERFORMANCE SPECIFICATION.

3. ANY DISCREPANCIES ARE TO BE REPORTED TO
PINNACLE CONSULTING ENGINEERS IMMEDIATELY.

4. THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL OTHER RELEVANT ENGINEERS,
ARCHITECTS AND SUB-CONTRACTORS DRAWINGS
AND DETAILS.
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LANDS AT BOHERBOY ROAD,
SAGGART
-

BOHERBOY ROAD
CONSTRUCTION DETAILS & 
SECTIONS
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