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900x300Dp STRIP FOOTING WITH

ONE LAYER OF A393 BOTTOM MESH

50mm MIN. ST3 BLINDING (DEPTH VARIES)
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150mm FLOOR SLAB WITH ONE LAYER

OF A142 TOP MESH ON INSULATION

TO ARCH SPECIFICATION.

HARDCORE TO SR 21 - ANNEX E

T3 BLINDING 50mm

T2 PERMEABLE 225mm

T1 STRUCTURAL DEPTH AS REQUIRED

465mm SOLID RISING WALLS

TYPICAL THROUGHOUT

EXTERNAL FINISHES TO

ARCHITECTS DETAILS
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INSULATED THERMO

BLOCK TO BASE OF WALL
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FILL MATERIAL COMPLIANT

WITH TII SPECIFICATION

(min. 150mm below DPC)

GRD LEVEL

DPC, VENTILATION AND CAVITY TRAY

(where applicable) TO ARCH DETAILS

VENT HOLES TO BE KEPT CLEAR,

VENTILATION TO ARCHITECTS DETAILS

PRECAST GROUND BEAM AND

PILED SUBSTRUCTURE SYSTEM

CAVITY WALL CONSTRUCTION WITH

215mm 7.5N INNER LEAF, 150mm

CAVITY TO ARCHITECTS DETAIL

AND 100mm BRICK OUTER LEAF

CAVITY WALL CONSTRUCTION WITH

215mm 7.5N INNER LEAF, 150mm

CAVITY TO ARCHITECTS DETAIL

AND 100mm BRICK OUTER LEAF

2
5
0

75mm NON STRUCTURAL SCREED ON

INSULATION AND RADON, ALL TO

ARCHITECTS DETAILS ON 200Dp REINFORCED

RAFT SLAB ON 50mm T3 BLINDING ON 200mm

T2 GAS PERMEABLE STONE ON 150mm TO

500mm T1 GRANULAR MATERIAL. ALL

COMPACTED IN LAYERS NOT EXCEEDING

150mm AND COMPLIANT WITH SR21 ANNEX E.

BLOCK OF MAXIMUM 0.19 W/mK

DRY THERMAL CONDUCTIVITY

FINISHES AND MEMBRANES

TO ARCHITECTS DETAILS

+75.920m

PROPOSED FFL

+68.893m
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL

OTHER RELEVANT ARCHITECTURAL AND ENGINEERING

DRAWINGS, ANY DISCREPANCIES, ERRORS OR OMISSIONS

TO BE BROUGHT TO THE ATTENTION OF THE DESIGNER.

2. ALL DIMENSIONS TO BE CHECKED BY THE CONTRACTOR

ON SITE PRIOR TO COMMENCEMENT OF WORKS.

3. AECOM LIMITED TO BE INFORMED BY THE CONTRACTOR

OF ANY DISCREPANCIES PRIOR TO THE COMMENCEMENT

OF WORKS ON SITE.

4. DIMENSIONS OF ALL BOUNDARIES AND ADJOINING ROADS

TO BE CHECKED ON SITE PRIOR TO COMMENCEMENT OF

WORKS.
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SHEET TITLE

STRUCTURAL FOUNDATION 

SECTIONS SHEET 1 OF 2

STRUCTURAL DESIGN IS SCHEME STAGE

ONLY. DETAILED DESIGN MAY REQUIRE

MODIFICATION TO DRAWN INFORMATION

AND STRUCTURAL MEMBERS. FOUNDATION

WIDTHS AND DESIGN MAY VARY

DEPENDING ON GROUND CONDITIONS

ENCOUNTERED DURING CONSTRUCTION.
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