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FLOOR SLAB

25mm 'FLEXCELL'
COMPRESSIBLE
FILLER BOARD.
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PIPE BED &  SURROUND UNDER BUILDING
(CONCRETE BED AND SURROUND)
SCALE 1:20

TRENCH WIDTH

MIN ST4 CONCRETE
BED & SURROUND

1000 GAUGE POLYTHENE
SHEETING TO COVER PIPE

TRENCH WIDTHS AND DIMENSIONS
FOR FOUL AND SURFACE WATER DRAINS
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CONCRETE FILL
TRENCH TO THIS LEVEL
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WHERE A IS LESS THAN 1m CONCRETE
FILL TRENCH TO THIS LEVEL
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CONCRETE SURROUND TO PIPE RUNS NEAR
BUILDINGS
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CONCRETE SURROUND TO PIPE RUNS NEAR
BUILDINGS
NTS
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TYPICAL BIO-SWALE DETAIL
SCALE 1:25
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Swale Base Level Varies

250

PIPE FROM ROAD GULLY
TO DISCHARGE TO SWALE

FORMATION SURFACE TO BE TRIMMED &
NO PROTRUDING ROCK, CLAY OR MATTER
GREATER THAN 20MM Ø IN SIZE TO
REMAIN

200MM THICK SELECTED EXCAVATED
MATERIALS WITH NO STONES OR
LUMPS GREATER THEN 40MM IN SIZE

TYPICAL PRECAST CONCRETE
GULLY. REFER TO DRAWING NO.
192229-PUNCH-XX-XX-DR-C-0503

100mm THICK TOPSOIL
SUBSTRATE

GEOTEXTILE TO CL 609 OF THE TII
SPECIFICATION FOR ROAD WORKS

Ø225

TYPE B FILTER MATERIAL TO MCDRW
CLAUSE 505

2950

PLANTING TO LANDSCAPE
ARCHITECT'S DETAILS

NOTES:

1. ALL DIMENSIONS IN MILLIMETERS UNLESS NOTED
OTHERWISE.

2. DO NOT SCALE FROM THIS DRAWING, USE
FIGURED DIMENSIONS ONLY.

3. ALL STEELWORK TO BE HOT DIPPED GALVANISED
AFTER FABRICATION TO B.S. 729, TO A MINIMUM
DENSITY OF 720 g/m.sq.

4. REFER TO DRAWING
192229-PUNCH-XX-XX-DR-C-0101 TO 0104 FOR
PROPOSED DRAINAGE LAYOUT
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TYPICAL OUTLET HEADWALL - SECTION
SCALE 1:50

WATER LEVEL

STUB WALL WITH ADJUSTABLE
HEIGHT WEIR PLATE

TYPICAL OUTLET HEADWALL - PLAN
SCALE 1:50

300mm THK RC WING WALL
WITH A393 MESH EACH FACE

350mm THK. BASE A393 MESH
REINFORCEMENT TOP & BOTTOM

OUTLET GRILL

TYPICAL OUTLET HEADWALL - FRONT ELEVATION
SCALE 1:50

STUB WALL WITH ADJUSTABLE
HEIGHT WEIR PLATE

HANDRAIL AND SCREENING
TO BE IN ACCORDANCE
WITH LANDSCAPE /
ARCHITECTURAL DETAIL
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SIDE ENTRY GULLY DETAIL
SCALE 1:20

ROAD EDGE TO BE
DISHED LOCALLY
AT GULLY

800 X 800MM SIDE ENTRY
GULLY WITH 610MM
GRATED OPENINGS

TYPICAL DETAIL AT INTERFACE BETWEEN
PERMEABLE PAVING AND SOFT LANDSCAPING
AT DISCHARGE POINT
SCALE 1:20

REFER TO TYPICAL DETAIL
THROUGH PERMEABLE PAVING
FOR BUILD UP DETAILS

OUTLET PIPE

300MM DEEP FIN DRAINGEOMEMBRANE TO BE
SEALED AROUND PIPE
USING TOP HAT SEAL
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