
Detail 02 Plan of laying pattern for 300x200x60mm Fusion Silver Granite Paving to Podium Slab.
Scale 1:20

Note

Jointing to Engineers detail

- 300x200x60 Fusion Silver Granite Paving Slab or equal and approved on
- 35-40mm permeable blinding screed on
- 90-140mm compacted permeable DOE class 808 hardcore
  to Engineer's specification. (If required) on
- Terram layer and Filter fleece on
- De-25mm drainage board on
- Paralon waterproof membrane on
- Concrete podium slab

- 300x200x60 Fusion Silver Granite Paving Slab or equal and approved on
- 35-40mm permeable blinding screed on
- 90-140mm compacted permeable DOE class 808 hardcore
  to Engineer's specification. (If required) on
- Terram layer and Filter fleece on
- De-25mm drainage board on
- Paralon waterproof membrane on
- Concrete podium slab
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Detail 03 Section A: Gravel Edge & Mounded Planting Area
Scale 1:20

Refer to Architect's & Engineer's drawings for
details

Min. 150mm depth selected pea gravel laid on  Filter
fleece on clause 804.

Tobermore Country Kerb (Colour: Natural) or equal and
approved laid raised to planted area edge

Galvanized steel frame placed on
filter fleece on insulation board
Refer to 17-003-LD-21-CS: D03

Enrich Topsoil
or equal and approved
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40mm thick sanded and pressure treated with tanaith E (Or

similar)

western red cedar. Fitted to 3 Nr. 150x3mm metal frame @

484mm c/c.

Metal frame bolted to suitable concrete base or country kerb at

regular intervals (max 1.5m distance)

Section AA Typical front elevation Side elevation

150x3mm metal frame @ 484mm c/c.

Metal frame bolted to suitable concrete base or country

kerb

Western red cedar fitted to metal frame with galvanised

counter sunk screws.
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Plan Length as shown

Detail 05 Bespoke Seating
Scale 1:20
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Detail 04 Section: Planter, Path & Seating
Scale 1:20

- s21 modular tree planter by OMOS
   or equal and approved
- 900mm high on
- compacted DOE class 808 hardcore
  to Engineer's specification.  on
- Terram layer and Filter fleece on
- De-25mm drainage board on
- Paralon waterproof membrane on
- Concrete podium slab

Bespoke timber cladded seat
Refer to Detail 5

Aluminium edge to gravel strips:
'AluExcel 120mm Rigid'

Proposed turf grass areas:
25mm top dressing silica sand raked into
175mm sandy loam topsoilEnrich Topsoil

or equal and approved

300x200x60 Fusion Silver Granite Paving Slab or equal
and approved on 35-40mm permeable blinding screed
on 90-140mm compacted permeable DOE class 808
hardcore
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General Notes

Drawing Name

Detail 01 Civic square area – Omos S21 Raised Planters (Aluminium and powder coated) with timber seating

AutoCAD SHX Text
FGL


	Sheets and Views
	LD-04-PP


