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NOTES

6.  Sizes of proprietary items shall be checked with manufacturer.

2.  Work to figured dimensions only. Do not scale drawing.
1.  Copyright Reserved 2003

5.  Proprietary items shall be fixed in strict accordance with manufacturers instructions.

7.  The contractor shall be responsible for the coordination of structure, finishes and services.

4.  Where appropriate, for details of r.c. structure, or mechanical and electrical details, see Engineers drawings
3.  The contractor is responsible for checking all levels and dimensions on site and shall refer all discrepancies to the Architect
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Contractors Construction Compound
Area colored yellow to be cordoned  with post and
wire fencing to provide secure construction
compound.  Existing topsoil to be removed and and
stored on site for re-instatement. Lay Geotextile
membrane with 200mm depth of 75mm down broken
stone with 50mm of clause 804 material. Hardcore
shall be removed and topsoil reinstate and re-sown
upon completion of the works.

1:500
Site Layout - Contractors Compound
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01

Construction Access Point 1
Existing entrance to Dawn Meats
site to be used for construction
access for pipeline from where a
new temporary access road shall
be constructed to the contractors
construction compound.

Vehicular access point from Dawn
Meats Ireland entrance roadway to
temporary construction access
roadway for contractors compound.

Construction (temporary) access
roadway fenced off with 'Harris'
type fencing

Existing topsoil along route of temporary
roadway to be removed and and stored on site
for re-instatement. Lay Geotextile membrane
with 200mm depth of 75mm down broken stone
with 50mm of clause 804 material. Hardcore
shall be removed and topsoil reinstate and
re-sown upon completion of the works.
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