
Boundary type 3
1.8m high timber fence with concrete posts

Concrete H post Round top pressure
treated timber panel
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Concrete post
2300x100x100mm

Capping piece,
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Boundary type 4
2m high plaster rendered block wall with brick finish piers

Precast concrete
coping
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Boundary type 5
1.2m high railing fence
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Mild steel post
1200x40mm

Mild steel post
1200x12mm

Mild steel rail
3600x16mm
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Boundary type 6
1.2m high railing fence with hedge
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*Double row planting of Carpinus betulus 'Hornbeam'
or similar approved look at Boundary type 7 detail
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Hedge planting
1.0-1.2m tall

2700

Mild steel post
1200x40mm

Mild steel post
1200x12mm

Mild steel rail
3600x16mm

45
0

Topsoil

NOTE: Screen hedge to be planted as per planting schedule. Plants shall be 1m
tall, and be shall conform to BS 3936 - Part 1: Nursery stock specification for trees
and shrubs. Planting strip to be 700mm wide x 450mm deep with cultivated and
evenly incorporated organic manure 100mm layer over area of strip, fertiliser 35g.
50mm depth bark mulch dressing on completion of planting.

1000

40
0

350

NOTE: All hedges shall be planted at a density of 3 plants per linear metre in a single row.
Where indicated, hedges shall be planted at a density of 6 plants per linear metre in a double
staggered row, with 3 plants per linear metre in each row and 400mm between rows.
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Boundary type 7
Double row b/r 1 meter tall 300mm ctrs
Carpinus betulus 'Hornbeam'
or similar approved

Boundary type 9
1.2m high picket timber fencing
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Foundation to
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Reinforced steel
post

Galvanized line wire
to tie wood post

Wooden picket
1200x50x25mm
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Boundary type 8
2.0m high Paladin green mesh

Paladin panel
2000x3025mm

GL

Foundation to
Engineers Specification

3000

20
00

Twilfix
2000x60x60mm

intermediate post

Black plastic
top cap
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Boundary type 10
1.8m high galvanized steel fence
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Galvanized &
Powder-coated panel

of steel verticals

300x50x50mm box
section

Boundary type 11
0.5m high stone wall
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Boundary type 12
Shrubs planting between houses
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Boundary type 13
2.0m high front boundary railing
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Boundary type 14
1.2m high galvanized steel fencing
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Foundation to
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150
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Galvanized &
power-coated solid

round bar railing 20mm
dia infill at 150mm ctrs

Pointed brick piers
*brick size

215x102.5x65mm
sit on10mm mortar

bed
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Boundary type 15
2.0m high feature entrance wall
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B A R N H I L L     G A R D E N     V I L L A G E

Limestone Rubble Feature
Element from reclaimed stone

found on site
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100mm recess in limestone wall
with plaster rendered finish

Boundary type 1
1.2m timber post and railing fence
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Foundation to
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100x100x 1200mm Pressure
Treated Wooden Post
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25
0 12

00

100x40mm Pressure
Treated Rail

Boundary type 2
2.0m high solid wooden fence as noise screening

GL

Foundation to
Engineers Specification
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100x100x1800mm
timber posts,  1.5m cntrs

30x50x1800mm timber
railings

25mm Gap between
railings on alternate

sides
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Boundary Treatment Details

Boundary Treatment Details

BOUNDARY TREATMENT  REFERENCE IMAGES

Boundary type 3. Timber fence with concrete posts Boundary type 4. Plaster rendered block wall with

brick finis piers

Boundary type 5. Estate railing Boundary type 6. Estate railing with hedge planting Boundary type 7. Double row hedge planting Boundary type 9. Picket timber fencingBoundary type 8. Paladin green mesh

Boundary type 10. Galvanized steel fence Boundary type 11. Feature stone wall Boundary type 17. Existing rear boundary wall to dwellingsBoundary type 12. Shrubs planting between houses Boundary type 13. Font boundary railing Boundary type 17. Existing rear boundary wall to dwellingsBoundary type 16. Existing hedgeBoundary type 14. Playground fencing Boundary type 15. Feature entrance wall

Boundary type 1. Timber post and railing fence Boundary type 2. Solid wooden fence
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