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250mm THICK PRECAST
CONCRETE ATTENUATION TANK
55m(L) x 22m(W) x 1.2m(D)

SUITABLE WATER PROOFING
TO ENSURE TANK IS FULLY SEALED

250mm THICK PRECAST
CONCRETE ATTENUATION TANK

55m(L) x 22(W) x 1.2m(D)

PLAN OF TYPICAL CONCRETE ATTENUATION TANK
(INTERNAL SUPPORTS OMITTED FOR CLARITY)
SCALE 1:200

SECTION THRO' CONCRETE ATTENUATION TANK
SCALE 1:200

SUMP MANHOLE S2.02
CL: 64.575m

SUMP MANHOLE S2.02
CL: 64.500m

MH IL: 62.458m TANK IL: 62.472m

TYP. SECTION THROUGH DRY SWALE TAKING
DRAINAGE FROM HARDSTANDING AREA
SCALE 1:25

VARIES - 1900 MIN.
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VARIES
500 MIN.

500

FLUSH KERB

500mm GRASS FILTER
STRIP @ 1:40

200mm THICK TOP LAYER OF 10mm PEA
GRAVEL DOWN TO TOP OF GEOTEXTILE.

LIGHTWEIGHT FREE DRAINING SANDY SOIL  FILTER MEDIUM TO LANDSCAPE
ARCHITECT'S DETAILS (MIN. 750mm) MIN. 90% SAND, MAX.  5% CLAY & MAX. 5% ORGANIC
MATTER. SAND MEDIUM TO COARSE (0.2mm-2.0mm). PERMEABILITY OF THE FILTER
MEDIUM 100mm-300mm PER HOUR. FILTER MEDIUM TO MEET FAWB (2008) GUIDELINES.

150Ø PERFORATED PIPE WITH NON-WOVEN
PERMEABLE GEOTEXTILE WRAP

10mm PEA GRAVEL BED

NON-WOVEN GEOTEXTILE TO BE IN
ACCORDANCE WITH THE SPECIFICATION

NOTED ON THIS DRAWING.

200mm 'ROOT ZONE' TOP SOIL.
GRASS COVER 75mm-150mm LONG.

ROAD

MAX SLOPE 1:4 MAX SLOPE 1:4

LEVEL VARIES - REFER TO PLAN
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20
0 

M
IN

.

FINISHED LEVEL

PERMEABLE PAVING
TO ARCHITECTS DETAILS

50mm THICK 2-6mm CLEAN
STONE TO BS EN 132142

GEOTEXTILE LAYER

100mm THICK UPPER SUB-BASE
5-20mm STONE TO BS EN 13242

MIN. 250mm THICK LOWER SUB-BASE
10-63mm STONE TO BS EN 13242

SUB GRADE CBR MIN. 5%

GEOTEXTILE LAYER

PERMEABLE PAVING BUILD-UP DETAIL
SCALE 1:20

100mm OUTGOING PIPE
@ 1:150 WITH 150mm
CONCRETE SURROUND

INSPECTION
WELL

C.I. COVER PER SPECIFICATION
ACCESS
COVER

MANHOLE CAN ALSO
BE PRECAST CIRCULAR

INSPECTION
WELL

SW MANHOLE

60
0 

M
IN

PERFORATED PVC 150Ømm DISTRIBUTION PIPE WITH
VENT AT END BLANKED OFF AT SURFACE LEVEL

POROUS DISTRIBUTOR PIPE

SOAKAWAY

DRAINAGE CELL UNITS
WITH 95% VOIDS

FILTRATION GEOTEXTILE
MEMBRANE

DEPTH
BELOW
INVERT

SECTION THROUGH TRENCH SOAKAWAY
SCALE 1:25

PLAN OF TRENCH SOAKAWAY
SCALE 1:25

225mm IN-SITU CONC.
BASE ON 

TYP. SECTION THROUGH WET SWALE TAKING
DRAINAGE FROM HARDSTANDING AREA
SCALE 1:25

VARIES
500 MIN.

LEVEL VARIES - REFER TO PLAN

VARIES - 1900 MIN. 500

500mm GRASS FILTER
STRIP @ 1:40
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. MAX SLOPE 1:4 MAX SLOPE 1:4

200mm 'ROOT ZONE' TOP SOIL.
GRASS COVER 75mm-150mm LONG.

20
0

TYP. SECTION THROUGH DRY SWALE TAKING
DRAINAGE FROM ROAD GULLY
SCALE 1:25

VARIES
500 MIN.

LEVEL VARIES - REFER TO PLAN

MAX SLOPE 1:4

MAX SLOPE 1:4
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200mm 'ROOT ZONE' TOP SOIL.
GRASS COVER 75mm-150mm LONG.

STONE FILL AT GULLY DISCHARGE

NON-WOVEN GEOTEXTILE

VARIES - 1100 MIN.

3600 MIN.

500
500mm GRASS FILTER
STRIP @ 1:40

ROAD

FALL

Ø150 OUTLET @ 1:150 FALL
ENCASED IN 150mm OF CONCRETE
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50mm BROKEN STONE
TO SURROUND PIPE
OUTLET.

200mm TOP LAYER OF PEA GRAVEL
OVER TERRAM GEOTEXTILE
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INFORMATION BEAUPARK UTILITIES LIMITED

PROPOSED WASTE PROCESSING FACILITY AT
BALLYMOUNT, DUBLIN 24.

TYPICAL ATTENUATION TANK &  SuDS DRAINAGE 
SYSTEM DETAILS
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50mm LEAN MIX  CONCRETE BLINDING
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