
12
5m

m

10
50

m
m

50
0m

m
(IN

LE
T 

IN
VE

R
T)

ø 600mm

CONCRETE COVER SLAB
CAST BY CLIENT
(TO SUIT SITE CONDITIONS)

'L'

10
00

m
m

55
0m

m
(O

U
TL

ET
 IN

VE
R

T)

CONCRETE BASE
SLAB CAST BY CLIENT
(TO SUIT SITE CONDITIONS)

760mm

225mm (Min.) CONCRETE SURROUND
AROUND  TANK BODY FOR UNITS UP TO
1.0m INLET INVERT.

Ø 1214mm

ALARM PROBE TUBE
SEE NOTES

Ø110mm PVCu
VENT PIPE

If depth of cover<1.2mIf depth of cover>1.2m

ROAD/FOOTPATH
SURFACE

FORMATION LEVEL

BEDDING MATERIAL CLASS
C16\20 CONCRETE MIN 150MM C30/37 CONCRETE

SURROUND. SURROUND TO PIPE
WITH EXPANSION JOINTS AT ALL
PIPE JOINTS FROMED WITH
18MM THICK FILLER BOARD

150MM OR 1/4 PIPE Ø
WHICHEVER IS LARGER

ROAD/FOOTPATH
SURFACE

FORMATION LEVEL

WELL COMPACTED BACKFILL
OF CLAUSE 804 IN LAYERS OF
150mm IN ACCORDANCE WITH
TII SPECIFICATIONS FOR ROAD WORKS
SERIES 600

150150150 150150150

150

150

WELL COMPACTED BACKFILL
OF CLAUSE 804 IN LAYERS OF
150mm IN ACCORDANCE WITH
TII SPECIFICATIONS FOR ROAD WORKS
SERIES 600

variesvaries

www.bnm.ie

Checked by

Dwg. No.

"Copyright and ownership of this drawing is vested in Bord na Móna Powergen Limited,
whose prior written consent is required for its use, reproduction or for publication to any
third party. All rights reserved by the law of copyright and by international copyright
conventions are reserved to Bord na Móna Powergen Limited and may be protected by
court proceedings for damages and/or injunctions and costs."

Drawing Title

Date

Client

Drawn byScale (A1)

Email: info@bnm.ie

Project

Approved by

Main St, Newbridge, Co. Kildare

Phone 045 439000

Rev. DESCRIPTION DATE

C  Copyright Bord na Móna Powergen Limited

FOR APPROVAL

AS BUILT

FOR CONSTRUCTION

TENDER

Status

PLANNING X

******
** ****

******
******

20/11/23ISSUED FOR PLANNING00

JMcD

BNM-DPS-E-2006

DERRYGREENAGH POWER

BORD NA MÓNA POWERGEN LIMITED

AS SHOWN JMcD

Sh No. 1 of 2

TYPICAL DRAINAGE 
DETAILS

20/11/23 PC

Notes:

1.

2.

3.

MEASUREMENTS SHOWN ARE IN MM, UNLESS INDICATED 
OTHERWISE

DRAWING FOR PLANNING PURPOSES ONLY

WHERE DRAWINGS ARE NOT TO SCALE FIGURED DIMENSIONS 
ARE TO BE USED ONLY

TYPICAL PRECAST RING MANHOLE SCALE 1:10 TYPICAL FOUL WATER HOLDING TANK SCALE 1:20

FULL RETENTION SEPARATORS SCALE 1:25 ROAD & PATH PIPE BEDDING DETAILS  N.T.S

AutoCAD SHX Text
RC foul water holding tank to have a level sensor with telecoms warning alarm system connected to control building SCADA system.

AutoCAD SHX Text
D400 MANHOLE COVER FOR ALL MANHOLES IN TRAFFIC ZONES



VA
RI

ES

GL

15
0

15
0

15
0

150 150 150

bed & surround material to be
gravel or crushed   stone
graded evenly  between the
limits of 10mm & 15mm

150mmØ Upvc pipe

Well compacted backfill
of clause 804 in layers of
150mm in accordance with
tii specifications for road works
series 600

]

www.bnm.ie

Checked by

Dwg. No.

"Copyright and ownership of this drawing is vested in Bord na Móna Powergen Limited,
whose prior written consent is required for its use, reproduction or for publication to any
third party. All rights reserved by the law of copyright and by international copyright
conventions are reserved to Bord na Móna Powergen Limited and may be protected by
court proceedings for damages and/or injunctions and costs."

Drawing Title

Date

Client

Drawn byScale (A1)

Email: info@bnm.ie

Project

Approved by

Main St, Newbridge, Co. Kildare

Phone 045 439000

Rev. DESCRIPTION DATE

C  Copyright Bord na Móna Powergen Limited

FOR APPROVAL

AS BUILT

FOR CONSTRUCTION

TENDER

Status

PLANNING X

******
** ****

******
******

20/11/23ISSUED FOR PLANNING00

JMcD

BNM-DPS-E-2006

DERRYGREENAGH POWER

BORD NA MÓNA POWERGEN LIMITED

AS SHOWN JMcD

Sh No. 2 of 2

TYPICAL DRAINAGE 
DETAILS

20/11/23 PC

Notes:

1. MEASUREMENTS SHOWN ARE IN MM, UNLESS INDICATED
OTHERWISE

2. DRAWING FOR PLANNING PURPOSES ONLY

3. DRAWINGS ARE NOT TO BE SCALED. USE FIGURED DIMENSIONS
ONLY

TYPICAL RAINWATER DOWNPIPE DETAIL  SCALE 1:10 TYPICAL ROAD GULLY DETAIL SCALE N.T.S

TYPICAL SECTION THROUGH FOUL/SURFACE WATER SEWER   SCALE 1:10 TYPICAL SOAKAWAY DETAIL  SCALE N.T.S

AutoCAD SHX Text
CHAMBER

AutoCAD SHX Text
PRECAST CONCRETE

AutoCAD SHX Text
BED & SURROUND

AutoCAD SHX Text
TRAPPED GULLY

AutoCAD SHX Text
C16/20 CONCRETE  

AutoCAD SHX Text
RECTANGULAR

AutoCAD SHX Text
AS REQUIRED

AutoCAD SHX Text
STOPPER

AutoCAD SHX Text
BRICKWORK

AutoCAD SHX Text
SPECIFICATIONS

AutoCAD SHX Text
HEAVY DUTY ROAD GULLEY 

AutoCAD SHX Text
GRATING TO TII

AutoCAD SHX Text
ROAD GULLY COVER &

AutoCAD SHX Text
FRAME TO BS 497

AutoCAD SHX Text
Plan

AutoCAD SHX Text
Elevation

AutoCAD SHX Text
D400

AutoCAD SHX Text
WAVIN ACCESS JUNCTION (WAJ 160) WITH 300 x 300 PVC COVER OR SIMILAR APPROVED

AutoCAD SHX Text
150  uPVC @ 1:100 fall

AutoCAD SHX Text
ACCESS COVER

AutoCAD SHX Text
INSPECTION WELL

AutoCAD SHX Text
GEOTEXTILE MEMBRANE  AROUND SIDES AND TOP  OF GRANULAR FILL

AutoCAD SHX Text
SIZE TBC AT DETAILED DESIGN STAGE

AutoCAD SHX Text
*	ALTERNATIVELY USE ALTERNATIVELY USE PROPRIATE PLASTIC CELL SOAKAWAY DEPENDING ON SOIL FILTRATION RATE. SIZE TBC AT DETAILED DESIGN STAGE


	Sheets and Views
	Drainage_Details-Layout1
	Drainage_Details-Layout2


