
WARNING TAPE

TRENCH REINSTATEMENT AS PER
AGREEMENT WITH EIRGRID / ESB
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TYPICAL 110KV CABLE TRENCH DETAIL
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A = 3No. 160mm OUTER DIA HDPE
SDR = 21 DUCTS LAID IN CBGM B (CL 822), FULL
TESTS REQUIRED. COMPACTED TO CL.813.10
AND TABLE 8/4 OF N.R.A. SPECIFICATION FOR
ROADWORKS (15N/mm² AFTER 7 DAYS)

12mm DIAMETER PULL
ROPES IN ALL DUCTS

100 YELLOW MARKER WARNING
TAPE: 500mm WIDE
ESB CODE: 2955092

2 X 400mm RED CABLE MARKER
STRIP x 2.5mm THICK
ESB CODE: 2955103

B = 2No. 125mm OUTER DIA HDPE
COMMS DUCTS COMPLETE WITH 12mm
DIAMETER PULL ROPES SDR = 17.6

UGM A (CL804/CL808) MATERIAL COMPACTED
AND BACKFILLED IN 150mm LAYERS (USE
CEMENT BOUND MATERIAL LEAN-MIX CONCRETE
(CBGM B) FOR ALL ROAD CROSSINGS)

2 X 400mm RED CABLE MARKER
STRIP x 2.5mm THICK
ESB CODE: 2955103

C = 1No. 125mm OUTER DIA HDPE ECC
DUCTS COMPLETE WITH 12mm
DIAMETER PULL ROPES SDR = 17.6
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