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PROPOSED 25mmØ WATERMAIN

PROPOSED GRID FACILITY BOUNDARY

THIS DRAWING

KEYPLAN

PROPOSED FILTER TRENCH W/ PERFORATED PIPE
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PROPOSED FOUL SEWER
PROPOSED STORMWATER CARRIER DRAIN

PROPOSED FOUL SEWER MANHOLE

PROPOSED STORMWATER MANHOLE

WATER METER

SLUICE VALVE

BYPASS OIL SEPARATOR - PREMIER TECH AQUA
OR SIMILAR APPROVED

AIR VALVE

PROPOSED STORMWATER INSPECTION CHAMBER

NOTES:

1.REFER TO  DRAWING SERIES 28124000_ARP_SO_XX_DR_PL_1100 TO 28124000_ARP_SO_XX_DR_PL_1164 FOR ONSHORE
CABLE ROUTE DRAWINGS.

2.REFER TO  DRAWING 281240-ARP-ONS-GF-DR-PL-1001 & 281240-ARP-ONS-GF-DR-PL-1002 FOR GENERAL LAYOUT PLAN.

3.REFER TO  DRAWING 281240-ARP-ONS-GF-DR-CT-3000 FOR TYPICAL DRAINAGE DETAILS.

4.REFER TO DRAWING 281240-ARP-ONS-GF-DR-CT-3001 FOR FENCE AND GATE DETAILS
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PROPOSED DEVELOPMENT BOUNDARY

PROPOSED V-DRAIN
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