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VP15
TURBINE ENVELOPE RANGE
Maximum Tip Height, Minimum Hub Height, Maximum Rotor Diameter
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    Proposed Photomontage with Cumulative at 90° - Maximum Tip Height, Minimum Hub Height, Maximum Rotor Diameter

0° Included Horizontal  Angle  (90°)    45°    90° 

    Matching Wireline

View Direction (Degrees) 

Proposed Lackareagh Wind Farm
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Maximum Tip Height – 180 metres
Minimum Hub Height – 102.5 metres
Maximum Rotor Diameter – 155 metres

Proposed Tip Height – 180 metres
Proposed Hub Height – 105 metres
Proposed Rotor Diameter – 150 metres

RECEIVED: 29/08/2024



0°  Included Horizontal  Angle  (53.5°)    26.5°    53.5° 
0°  Included Vertical  Angle  (18.2°) 
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View Direction (Degrees) 

    Proposed Photomontage with Cumulative at 53.5° - Maximum Tip Height, Minimum Hub Height, Maximum Rotor Diameter

RECEIVED: 29/08/2024



0°  Included Vertical  Angle  (18.2°) 
9.1° 

18.2°

   Matching Wireline

View Direction (Degrees) 

Proposed Lackareagh Wind Farm

10°                                 20°         30°         40°        50°        60°        70°        80°        90°       100°       110°       120°       130°      140°       150°      160°      170°      180°     190°      200°      210°     220°     230°     240°    250°    260°   270°    280°   290°    300°   310°   320°   330° 340° 350°   0° 10° 20° 30° 40° 50° 60° 70° 80° 90° 100° 110° 120° 130° 140° 150° 160° 170° 180° 190° 200° 210° 220°                                                             230° 240° 250° 260° 270° 280° 290° 300° 310° 320° 330° 340° 350° 0°

Maximum Tip Height – 180 metres
Minimum Hub Height – 102.5 metres
Maximum Rotor Diameter – 155 metres

Proposed Tip Height – 180 metres
Proposed Hub Height – 105 metres
Proposed Rotor Diameter – 150 metres
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VP15
TURBINE ENVELOPE RANGE
Minimum Tip Height, Maximum Hub Height, Minimum Rotor Diameter
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    Proposed Photomontage with Cumulative at 90° - Minimum Tip Height, Maximum Hub Height, Minimum Rotor Diameter

0° Included Horizontal  Angle  (90°)    45°    90° 

    Matching Wireline

View Direction (Degrees) 
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Minimum Tip Height – 179.5 metres
Maximum Hub Height – 105 metres
Minimum Rotor Diameter – 149 metres

Proposed Tip Height – 180 metres
Proposed Hub Height – 105 metres
Proposed Rotor Diameter – 150 metres
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   Proposed Photomontage with Cumulative at 53.5°  - Minimum Tip Height, Maximum Hub Height, Minimum Rotor Diameter
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Minimum Tip Height – 179.5 metres
Maximum Hub Height – 105 metres
Minimum Rotor Diameter – 149 metres

Proposed Tip Height – 180 metres
Proposed Hub Height – 105 metres
Proposed Rotor Diameter – 150 metres
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