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1.  INTRODUCTION 
 
 
1.1 General Introduction and Purpose 
 
This document is the Construction and Environmental Management Plan (CEMP) for the proposed Barnadivane 
Wind Farm and Substation and has been prepared by Fehily Timoney and Company (FT) on behalf of Barna 
Wind Energy (B.W.E.) Ltd. and Arran Windfarm Ltd. 
 
The CEMP will be updated prior to construction to take account of any relevant conditions attached to the grant 
of permission and will be implemented for the duration of the construction phase of the project. The CEMP will 
be a live document and will be subject to ongoing review through regular environmental auditing and site 
inspections and updated as required. For the avoidance of doubt, all measures stipulated in this CEMP will be 
implemented in full.  
 
The CEMP sets out the key construction and environmental management issues associated with the Proposed 
Project and will be developed further at the post-planning and construction stages by the client and on the 
appointment of the main contractor to the project.  
 
The CEMP should be read in conjunction with the EIAR. In the case of any ambiguity or contradiction between 
this CEMP and the EIAR, the EIAR shall take precedence. The CEMP should be read in conjunction with the CEMP 
for other elements of the project including the Alternative Grid Connection Route (AGCR) CEMP which has been 
prepared in support of the consented route pursuant to planning ref. Cork County Council Ref. 15/730 & An 
Bord Pleanála Ref. PL04.246353.  
 
The document is divided into six sections: 
 
Section 1: Introduction provides an overview of the existing site and the Proposed Project  
 
Section 2: Existing Site Environmental Conditions provides details of the main existing geotechnical, 

hydrological, ecological and archaeological conditions onsite. These conditions are to be 
considered by the contractor in the construction and operation and decommissioning of the 
Proposed Project. 

 
Section 3: Overview of Construction Works, this section provides an overview of the construction works 

proposed, including drainage and sediment controls to be installed. 
 
Section 4: Environmental Management Plan (EMP), this section outlines the main requirements of the 

EMP and outlines operational controls for the protection of the environment including spoil 
management, habitat and species, site drainage control, archaeology, construction traffic, site 
reinstatement and decommissioning, waste management. 

 
Section 5: Safety & Health Management Plan, this section defines the work practices, procedures and 

management responsibilities relating to the management of safety and health during the 
design, construction and operation of the Project. 

 
Section 6: Emergency Response Plan contains predetermined guidelines and procedures to ensure the 

safety, health and welfare of everybody involved in the project and to protect the environment 
during the construction phase of the Project. 
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1.2 The Applicant 
 
The applicant for the Proposed Project is Barna Wind Energy (B.W.E) Ltd. & Arran Windfarm Ltd. 
 
 
 
1.3 The Project 
 
The Proposed Project is comprised of the following key elements:  
 

• Proposed 6 no. turbine windfarm also referred to in this document as ‘the Proposed Wind Farm’ or ‘the 
Site’; 

• Proposed 110kV substation within the site of the Proposed Wind Farm, also referred to as ‘the Proposed 
Substation’; 

• Enabling works for the Turbine Delivery Route, also referred to in this report as ‘Enabling TDR Works’; 

• Potential alternative grid connection, also referred to in this report as the ‘the AGCR’. 
 

 
A detailed description of the Proposed Project is contained in Chapter 2 of the EIAR. A detailed description of 
the proposed construction works is outlined in Section 3.  
 
An overview of the Proposed Project is shown in Figure 1-1. Figures 1-2 to 1-5 illustrate the general layout of 
the Proposed Wind Farm site, alternative grid connection route (AGCR), Turbine Delivery Route (TDR) and 
proposed BEMP measures associated with the project. 
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2.  EXISTING SITE ENVIRONMENT 
 
 
2.1 Proposed Wind Farm Site 
 
The Proposed Wind Farm is located in the townlands of Lackareagh, Garranereagh and Barnadivane (Kneeves), 
near Teerelton, Co. Cork.  
 
There is a good network of local roads accessing the Proposed Wind Farm. The nearest national route, the N22, 
is the main arterial route for traffic commuting between Cork and Killarney and is located approximately 5km 
to the north at its closest. The nearest regional route, the R585 between Cork and Bantry, passes 1km to the 
south of the site. The R585 connects to the N22 at Crookstown, 5km to the east of the Proposed Wind Farm. 
 
Existing land use in the area surrounding the site is predominately agricultural, with some forestry nearby, 
particularly adjacent to the proposed road improvement works at the junction of the R585 and L6088 (subject 
to separate planning application).  
 
The Site is currently used for agricultural grazing. The field boundaries are defined both by the hedgerows and 
by sod and stone banks. The land to the south of the Proposed Wind Farm, at the location of the permitted road 
improvement works (junction of L6088 and R585, subject to separate planning application CCC 146803) is in 
Coillte lands, adjacent to existing forestry. 
 
There are a number of occupied dwellings within 1.5km of the site, with the closest being approximately 267m 
from the nearest turbine. This dwelling is occupied by a project stakeholder.  
 
The landform reflects the underlying geology of the region which is dominated by east-west anticlines and 
synclines.  The anticlines form the hills with sandstone dominated bedrock and the synclines form the main 
river valleys (Lee, Bride and Bandon Rivers) which are underlain by limestone. 
 
The Site is predominantly underlain by Glacial Till deposits derived from sandstone and siltstone. Frequent areas 
of ‘bedrock outcrop or subcrop’ are also mapped throughout the site. Isolated albeit relatively large (up to 12 
hectares) deposits of Blanket Peat can be found along the western and southern margins of the site. 
 
In general, site slopes can be categorised as gentle to moderate generally sloping down the south. However, 
slope gradients increase along the northern and north-eastern margins of the Proposed Wind Farm Site where 
they become steep to extremely steep sloping down towards the north and northwest. Slope angles range from 
2 to 10 degrees with a mean value of 6 degrees. Elevations range from 180m AOD in the south to 270m AOD in 
the north.  
 
From a review of the GSI Landslide Susceptibility database, the Proposed Wind Farm Site and proposed 
infrastructure locations are generally located within areas of ‘Low’ to ‘Moderately Low’ susceptibility. 
 
Turbine locations T5 and T6 and portions of the access road linking the two turbines are located within an area 
of ‘Moderately High’ susceptibility. Field observations at both turbine locations indicate gentle to moderate 
slopes (6o slope angle) with no evidence of historic slope instability. In addition, desktop review of available 
aerial photography did not identify evidence of slope instability. It is therefore considered that the risk of 
landslide at turbine locations T5 and T6 is considered to be negligible and that the GSI Landslide Susceptibility 
Classification rating at these locations does not accurately reflect actual ground conditions encountered on site. 
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An isolated area of ‘High’ landslide susceptibility is located to the north of the Proposed Wind Farm Site and 
relates to steepened topography; however, there is no infrastructure proposed here.  
 
No evidence of slope instability was observed at the Proposed Wind Farm Site and there are no historical 
records of landslide activity within 1km of the Proposed Wind Farm Site on the GSI database. 
 
Based on the GSI aquifer vulnerability mapping and findings from the site walkovers, overburden deposits are 
generally <3m deep across the majority of the Proposed Wind Farm Site. 
 
The study area is located within Hydrometric Area No. 19 (HA 19) (Lee, Cork Harbour and Youghal Bay) of the 
Irish River Network System and is situated in the South Western River Basin District (SWRBD). The site is located 
within two waterbody catchments. 
 
The average annual rainfall in period 1981-2010 in the area near the wind farm site recorded at Cork Airport is 
1227.9mm. 
 
The Proposed Wind Farm Site and AGCR is situated within two sub-catchments as defined by the Water 
Framework Directive (WFD). These waterbodies are known as: 
 

• Lee (Cork)_SC_050  
• Lee (Cork)_SC_030 

 
 
The national flood hazard mapping website, www.floodmaps.ie, does not indicate any record of flooding within 
2.5 km of the site in either the tributaries or the main channel of the River Bride or the River Cummer.  The 
nearest flood incident recorded by the OPW is at Teereeven, Poulanargid where the Area Engineer noted in the 
minutes of a meeting on 21 April 2005 that recurring road flooding occurs from the Cummer River (Flood ID 
5173).  This incident occurred just over 2.5 km to the north of the site boundary. 
 
OPW flood data and existing hydrological features recorded within the site area shown on Figure 2-1 and Figure 
2-2. 
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The Site does not lie within any Natura 2000 sites.  There are three Natura 2000 sites (two cSACs and one SPA) 
within a 10 km radius. The Gearagh cSAC (site code 000108) and the Gearagh SPA (004109) lie over 6.5 km to 
the north.  The Bandon River cSAC (002171) lies over 9.5 km southwest of the Proposed Wind Farm site.  
 
The Study Area is largely dominated by improved agricultural grassland (GA1) which is predominantly used for 
cattle grazing and silage cutting. Pockets of wet grassland (GS4) are found on the wetter or poorly draining 
areas. There are also numerous hedgerows (WL1) present within the Study Area. Patches of scrub (WS1) are 
also found, with gorse dominating.  Pockets of conifer plantation (WD4) with mature and semi-mature sitka 
spruce (Picea sitchensis) are located within the Study Area. This habitat type is largely comprised of single rows 
of sitka spruce trees (WL2) along farm tracks. Some sections of native hedgerows have grown into treelines, 
typically dominated by willows, with elder (Sambucus nigra), hawthorn, bramble and gorse. 
 
Minor watercourses (eroding/upland river (FW1)) occur within the site. Other habitats present were buildings 
and artificial surfaces (BL3) and drainage ditches (FW4). 
 
No habitats listed on Annex 1 of the EU Habitats Directive were recorded within the Study Area.  Similarly, no 
botanical species on the Flora Protection Order 2022 or on the ‘Ireland Red List No. 10: Vascular Plants’ (Wyse 
et al., 2016) were recorded during field surveys. 
 
Both wet grassland and scrub are of ‘Local Importance (Higher Value)’ according to the NRA guidelines (2009), 
and they provide cover for birds, mammals and other wildlife. Hedgerows are considered to be of ‘Local 
Importance (Higher Value)’, and they provide ecological corridors for wildlife between habitats in the 
surrounding landscape. Improved agricultural grassland, conifer plantations and the other habitats mentioned 
above are artificial habitats, and are considered to be of ‘Local Importance (Lower Value)’. Further details are 
outlined in Chapter 5 of the EIAR. 
 
Himalayan knotweed Persicaria wallichii, a Third Schedule medium impact invasive alien plant species, was 
recorded along the edge of the unnamed local road within the site at the north-eastern boundary near the 
entrance to farm buildings. Cherry laurel Prunus laurocerasus and Sycamore Acer pseudoplatanus were also 
recorded at this location. 
 
Sitka spruce Picea sitchensis is present in treelines along farm tracks and field boundaries near T1 and T3 as well 
as small blocks of conifer plantation near T1. 
 
Fuchsia magellanica and New Zealand holly Olearia macrodonta are also present in the hedgerow adjacent to 
T3. The location of these invasive species can be seen in Figure 5-9 of Chapter 5, see Figure 2-3 for snapshot of 
map. 
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Figure 2-3: Invasive Species Map from Chapter 5 of the EIAR 

 
 
Two hundred and ninety-two (292) recorded monuments are located within 5km of the nearest proposed 
turbine. They are listed in Table 12.3 of Chapter 12 and are presented according to the distance of each 
monument to the nearest proposed turbine. Over 58% of the monuments are located in excess of 3km from 
the nearest proposed turbine and in this regard the immediate setting of these monuments will not be impacted 
by the Proposed Development. Over 20% of the monuments are located between 2 and 3km from the nearest 
proposed turbine, while over 17% of monuments are between 1 and 2km from the nearest proposed turbine. 
Just over 3% (10) monuments are located less than 1km from the nearest proposed turbine. The nearest 
monuments CO095-001---- and CO083-078---- ringforts are situated 225m and 251m from turbine 6 and 2, 
respectively. The next nearest monument, Enclosure CO094-036---- , is situated c. 347m to the south-west of 
T6. The monuments are described in further detail in Chapter 12 and are shown on Figure 2-4 below.  
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Figure 2-4:  SMRs in the vicinity of the Proposed Development. 

 
A detailed description of the existing site environment can be found in Chapter 2 of the EIAR.  
 
The layout of the Proposed Wind Farm site is shown on Figure 1-2. 
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2.2  Proposed Substation  
 
The Proposed Substation sits within the same study area as the Proposed Wind Farm, together considered 'The 
Proposed Development', and therefore is the subject of the same existing environment. 
 
The Proposed Substation will be sited underneath the existing 110kv overhead line within an agricultural field, 
allowing for a loop-in loop-out connection to the existing grid network. 
 
 
 
2.3 Alternative Grid Connection Route 
 
A consented 38kV grid connection cable route between the permitted and constructed Carrigarierk Wind Farm 
and Proposed Development will be developed as an alternative should the proposed looped-in connection via 
the proposed onsite 110kV substation currently under consideration by An Bord Pleanála (PL04.308208) be 
refused consent and/or unviable at the time of development. In the event that the AGCR is developed, the 
proposed 110kv loop-in substation will not be developed.  
 
The majority of the AGCR is located within the public road corridor.  
 
Further details of the alternative grid connection route can be found in Section 3.1.  
 
 
 
2.4  Turbine Delivery Route 
 
Large components associated with the wind farm construction will be transported to the Site via the identified 
TDR. The point of arrival for the wind farm plant will be Cork Harbour. The TDR includes the following routes: 
 

• Turn off the N22 national secondary road at Inchirahilly; 
• R585 through Crookstown and Béal na Bláth; 
• R585 / L6008 junction at Bengour West; 
• Local road network through Lackereagh; 
• Access junction and route through the Site.  

 
 
The TDR is shown in Figure 1-3.  
 
In some cases, accommodation works are required along the turbine delivery route such as hedge or tree 
cutting, relocation of powerlines/poles, lampposts, signage and local road widening. All accommodation works 
will be carried out in advance of the turbine deliveries in agreement with the landowner and local authority and 
subject to a road opening license as required.  
 
A grant of permission by Cork County Council was received for road improvement works at the junction of the 
R585 and L6088 (CCC PL Ref. 14/6803) (enabling TDR works) to facilitate the delivery of turbine components to 
the site.  
 
Further information on the proposed TDR and transport routes to the Proposed Wind Farm site can be found 
in Chapter 11 of the EIAR.  
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3.  OVERVIEW OF CONSTRUCTION WORKS 
 
 
3.1 Description of the Proposed Project 
 
As outlined in Section 1.3, the Proposed Project is comprised of the following key elements:  
 

• Proposed 6 no. turbine windfarm also referred to in this document as ‘the Proposed Wind Farm’ or ‘the 
Site’; 

• Proposed 110kV substation within the site of the Proposed Wind Farm, also referred to as ‘the Proposed 
Substation’; 

• Enabling works for the Turbine Delivery Route, also referred to in this report as ‘Enabling TDR Works’; 

• Potential alternative grid connection, also referred to in this report as the ‘the AGCR’. 
 
 
A detailed description of each element of The Project is contained hereunder. Section 2 of Chapter 2 of the 
EIAR.  
 
 
3.1.1 Proposed Wind Farm 
 
The Proposed Wind Farm site layout is shown in Figure 1-2 and consists of the following: 
 

• Erection of 6 no. wind turbines with a blade tip height of 131m, a hub height of 72.5m and a rotor 
diameter range of 117m; 

• Construction of turbine foundations and crane pad hardstanding areas;  

• Construction of new site tracks and associated drainage infrastructure; 

• Upgrading of existing tracks and associated drainage infrastructure; 

• Construction of new access junction and improvement to the public road;  

• All associated drainage and sediment control; 

• 1 no. Temporary construction site compound and associated ancillary infrastructure including parking; 

• Installation of underground medium voltage (20/33kV) and communication cabling between the 
proposed turbines and the proposed on-site substation and associated ancillary works; 

• Erection of 1 no. permanent meteorological mast with a height of 90m above ground level and 
associated access track; 

• 1 no. borrow pit; 

• All associated site development works. 
 
 
Further details can be found in Chapter 2 of the EIAR.  
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3.1.2 Proposed Substation 
 
The Proposed Substation location is shown on Figure 1-2 and consists of the following: 
 

• Construction of 1 no. permanent onsite 110kV electrical substation to ESBN specifications including: 
o Control Building with welfare facilities; 
o Electrical infrastructure; 

o Parking; 
o Wastewater holding tank; 
o Rainwater harvesting; 
o Security fencing; 
o All associated infrastructure, services and site works. 

 
 
The Proposed 110kV Substation sits within the same study area as the Proposed Wind Farm and will be sited 
underneath the existing 110kv overhead line within an agricultural field, allowing for a loop-in loop-out 
connection to the existing grid network. 
 
Electricity generated from wind turbines shall be collected at medium voltage (20/33 kV) by an internal circuit 
of buried cables which will follow on-site access tracks. Underground cables from each of the turbines will 
connect to a new permanent onsite electricity substation within the Proposed Wind Farm site. The location of 
the Proposed Substation is shown in Figure 1-2. The Proposed Substation will provide a connection point 
between the wind farm and the proposed grid connection point on the existing 110kV Macroom to Dunmanway 
overhead line through a looped-in connection The Proposed Substation will be situated beneath this line. No 
overhead lines or underground cables will therefore be required outside of the Proposed Wind Farm site, to 
connect this wind farm to the national grid, if this arrangement is progressed.  
 
 
3.1.3 Alternative Grid Connection Route 
 
The Alternative Grid Connection Route (AGCR) will consist of 38kV buried cable infrastructure in accordance 
with ESB Networks (ESBN) specifications.  
 
The AGCR travels from the L8514-0 within the Proposed Wind Farm Site and follows the public road network 
for approximately 16.4km to location 523,095E 562,474N (ITM) before joining an existing forestry road in the 
townland of Gortatanavally (523,095E 562,474N). The cable route follows this forestry road for 240m and 
traverses approximately 280m of coniferous forestry to location 522,709E 562,203N (ITM). From here the cable 
route will be lain following a southwestern direction and connect into the Carrigarierk Wind Farm site 
infrastructure. The Carrigarierk Wind Farm will connect to the Carrickdangan 110kV substation, which in turn 
will connect to the Dunmanway ESB substation (CCC reference: 17/431; ABP reference: 301563-18).  
 
This AGCR between the Proposed Wind Farm and connection point at Carrigarierk Wind Farm measures 
approximately 17.1 kilometres, and passes through the following townlands: Garranareagh, Barnadivane 
(Kneeves), Barnadivane, Reanacaheragh, Lisnacuddy, Teerelton, Deshure, Cooldorragha, Carrigboy, 
Coolaclevane, Dromleigh, Teeranassig, Clonmoyle, Gorteenadrolane, Haremont, Johnstown, Carrigdangan, 
Gortatanavally. This CEMP should be read in conjunction with the CEMP for the AGCR which has been prepared 
in support of the consented route pursuant to planning ref. Cork County Council Ref. 15/730 & An Bord Pleanála 
Ref. PL04.246353.  
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3.1.4 Turbine Delivery Route  
 
The proposed Turbine Delivery Route (TDR) is presented in Figure 1-3.  
 
Large components associated with the wind farm construction will be transported to the Site via the identified 
TDR. The point of arrival for the wind farm plant will be Cork Harbour. The TDR includes the following routes: 
 

• Turn off the N22 national secondary road at Castlemore; 

• R585 through Crookstown and Bealnablath;  

• R585 / L6008 junction at Gortadinnaghboght; 

• Local road network through Lackereagh; 

• Access junction and route through the Site.  
 
 
Enabling works associated with the TDR include consented temporary accommodation works to facilitate the 
delivery of turbine components (consented under CCC PL Ref. 14/6803). 
 
Key elements of the temporary accommodation works for the delivery of turbines are summarised in Table 3-1 
below. The general location of accommodation works are shown in Figure 3-1. The location and nature of 
proposed temporary accommodation works are summarised in Table 3.1 are described in further detail in 
Chapter 11. 
 
 
Table 3-1: TDR Temporary Accommodation Works  
 

Location Location Summary Description of Proposed Temporary Accommodation 
Works 

3 
Left turn at R585 / 
R590 junction at 
Crookstown 

The temporary removal of existing street furniture and service 
cables. The possible temporary alteration of the footpath on the 
northern side of the R585. The temporary removal of all parking, 
including the area adjacent to the public house on the west side of 
the R585. 

5 Series of bends in the 
R585 Some minor trimming of foliage will be required. 

7 R585 / L6008 junction 
at Gortadinnaghboght  

Enabling TDR works required to accommodate the turbine vehicles 
was granted at this location by Cork County Council as part of PL Ref. 
14/6803. It is proposed that these vehicles will cut the corner 
through existing Coillte lands  

9 Left turn off the L6008 
at Lackereagh. 

The existing geometry at this location will not accommodate the 
wind turbine design vehicles. It is proposed that these vehicles will 
cut the south west corner of the junction at a location within the 
development red line boundary. 

10  Access into site at 
Lackareagh  

The proposed access into the site involves the construction of a new 
access route heading in a western direction, while the existing road 
heads south. STOP junction markings and a stop sign will be 
implemented at the junction in accordance with Figure 7.35 of the 
Traffic Signs Manual.    
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Figure 3-1:  Turbine delivery route assessment location plan 
 
 
 
3.2 Construction Period 
 
The construction of the project in its entirety is expected to take between 12 - 18 months. The proposed 
construction programme upon which assessments in the EIAR have been based is presented in Figure 3-2 below. 
 

Activity 
Month 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 

Mobilisation and site setup X                                   

Site clearance X X                                 

Internal access tracks X X X X X X                         

Turbine hard standings     X X X X X x                     

Turbine foundations       X X X X X x                   

TDR accommodation works               x                     

Turbine Installation                   x x x             

Onsite substation     X X X X X X X X x x x x         

Grid connection cable works             x x x x x x x x x       

Private electrical network                       X X x x x x   
Landscaping, reinstatement, 
demobilisation                               x x x 

 

Figure 3-2: Proposed Construction Programme 
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3.3 Overview of the Construction Sequence  
 
The construction of a wind farm project is a major infrastructural project.  The construction of this project will 
involve many inter-related, inter-dependent and overlapping elements of a complex nature.  
 
The following section outlines the construction methodology for the proposed project. Upon mobilisation for 
the construction of the development, peat excavation (where required), upgrading of existing site tracks, felling 
and the provision of new site tracks will precede all other activities. Drainage infrastructure will be constructed 
in parallel with the track construction. This will be followed by the construction of the turbine foundations and 
the provision of the hardstanding areas. In parallel with these works the on-site electrical works; sub-station 
and internal cable network are constructed. The proposed grid connection cable route works will commence 
following the completion of the proposed on-site wind farm works. 
 
 
3.3.1 Overview of the Construction Methodology 
 
Method statements are presented below for the key elements of the construction process. The contractor for 
the main construction works will, following appointment, take ownership, expand upon and generally develop 
these method statements appropriately for the construction stage. 
 
The proposed construction methodology is summarised under the following headings: 
 

• Site Entrances 
• Temporary Site Compounds 
• Concrete Washout and Wheel Washing 
• New Site Access Tracks 
• Upgrade of Existing Internal Access Tracks 
• Internal Wind Farm Cabling Works 
• Drainage and Watercourse Crossings 
• Borrow Pit Construction 
• Turbine Hardstands 
• Turbine Foundations 
• Turbine Erection 
• Substation Compound 
• Electrical Works 

 
 
3.3.1.1 Site Entrances 
 
The site access point has been selected with consideration for safety of public road users and construction staff 
and to ensure it can be constructed to comply with the requirements of both Cork County Council and TII design 
requirements for direct accesses.  
 
Site entrance designs and minimum visibility splays shall be provided for the construction and operation of the 
Proposed Wind Farm in accordance with the requirements of the local roads authority. Visibility splays are 
shown in planning application drawings.  
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The site entrance will be constructed using the same methodology as the construction of the wind farm tracks 
as described in section 3.3.1.4. 
 
The site is accessed by the local road Amharcóir Bóithre Poiblí (L6007) road and is situated approximately 500m 
west of the local L6008 Road at its eastern boundary, 1.5kms north of the R585 Regional Road at its southern 
boundary and approximately 7 km west of Crookstown and the N22 National Road. The location of the access 
point is shown in Figure 3-3.  
 
Access Point: The proposed access into the site is shown in Figure 11.24 of Chapter 11 and involves the 
construction of a new access route heading in a western direction, while the existing road heads south.  STOP 
junction markings and a stop sign will be implemented at the junction in accordance with Figure 7.35 of the 
Traffic Signs Manual.   The swept path requirements of the design vehicles are shown for the blade and tower 
transporters in Figures 11.25 and 11.26 of Chapter 11 respectively.   
 

 
 

Figure 3-3: Access into Site at Lackareagh from the L-6007 
 
 
3.3.1.2 Temporary Site Compounds 
 
During the construction phase, it will be necessary to provide temporary facilities for construction personnel.  
The location of the proposed temporary site compound is shown on Figure 1-2 close to the proposed turbine, 
T3. 
 
Temporary compounds shall be aggregate hard standings surrounded by security fencing, located as shown on 
the accompanying drawings.  On completion of the construction phase, the temporary compounds will be 
dismantled, the hardstanding will be left in situ and covered over with soil which will be allowed to revegetate 
naturally. Part of the southern compound will be kept as a carpark for the recreation trail. 
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Facilities to be provided in the temporary site compounds will include the following: 
 

• site offices, of Portacabin type construction • employee parking 

• portaloos • bunded fuel storage 

• bottled water for potable supply • contractor lock-up facility 

• a water tanker to supply water used for other purposes • diesel generator 

• canteen facilities • waste management areas 

• storage areas  

 
The temporary compound is shown on planning drawing P21-143-0100-0002 and will typically be constructed 
as follows: 
 

• The area to be used as compounds will be marked out at the corners using ranging rods or timber posts; 

• All drainage measures prescribed in the detailed drainage design for the Proposed Development will be 
implemented around the works area; 

• The compounds will be established using a similar technique as the construction of the new access 
tracks as discussed in Section 3.3.1.4 below; 

• Where required, a layer of geogrid will be installed and compacted layers of well graded granular 
material will be spread and lightly compacted to provide a hard area for site offices and storage 
containers; 

• Areas within the compound will be constructed as site roads and used as vehicle hardstandings during 
deliveries and for parking; 

• A bunded containment area will be provided within the compound for the storage of lubricants, oils 
and site generators etc.; 

• If necessary, the compound will be fenced and secured with locked gates, although fencing would only 
be utilised where significant risk of danger to third parties or vandalism is envisaged;  

• Upon completion of the Proposed Development the compound will be decommissioned by backfilling 
the area with the material arising during excavation, landscaping with overburden material as required;  

• During the construction phase, a self-contained port-a-loo with an integrated waste holding tank will 
be used on site for toilet facilities. This will be maintained by the service contractor as required and will 
be removed from the site on completion of the construction phase; and 

• The water supply to the site will be from a temporary water storage tank which will be filled using a 
mobile water tank which will source water locally as required. 

 
 
3.3.1.3 Concrete Washout Area and Wheel Washing 
 
No concrete wash out is permitted on the site. During construction concrete and wet concrete will be kept out 
of all watercourses and drains.  Concrete washout of chutes only will be permitted onsite and designated lined 
area greater than 50m from a stream. The permitted locations on site for concrete washout  of chutes shall be 
at turbine hard standings and the site compound. 
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A wheel wash will be provided at each of the site entrances draining to silt traps to avoid any silt laden run-off 
flowing on to the public road and entering roadside drains. An additional water tank will be provided at each 
wheel wash. These units will be self-contained, with waste removed from site by a licensed waste disposal 
company. Additional silt fencing will be kept on site in case of an emergency break out of silt laden run-off. 
 
 
3.3.1.4 New Site Access Tracks 
 
Drainage runs and associated settlement ponds will be installed.  All site tracks have been designed taking 
account of the loadings required by the turbine manufacturer and will consist of a compacted stone structure. 
Material for the sub-base and base course of the road may be sourced from the borrow pit within the site. The 
Spoil Management Plan (see Appendix 6.1) estimates that 9,696m3 of usable rock can be excavated from the 
borrow pit. Additional crushed rock for construction will be imported from local, authorised quarries. Imported 
crushed rock will be required for material such as 6F2 (capping), 6N1 (Fill to structures) and 6N2 (fill below 
structures). Some material for road construction may be imported or transported from one section of the site 
to another. All delivery truck movements between sites and from external sources will follow predefined haul 
routes as agreed with local authorities. A potential licensed quarry that would minimise the impact on the road 
network for the transportation of concrete and stone is the Kilmichael Quarry located approximately 5km to 
the west of the site. 
 
Approximately 2.4km of new site access tracks are proposed at the development site.  All access tracks will be 
a minimum of 6m wide along straight sections but wider at bends as required.  All tracks on the site will be 
constructed using the traditional road construction method from suitable load bearing strata. This system will 
consist of either one or two layers of stone depending on the load bearing capacity of base layer. Where the 
underlying layer is mineral subsoil, two layers of stone are used; a stone capping layer and running layer. In 
areas where the load bearing layer is rock, the capping layer is omitted, and the running layer is installed directly 
onto the rock surface. 
 
Track construction details are as follows: 
 

• Establish alignment of the new site tracks from the construction drawings and mark out the centrelines 
with ranging rods or timber posts. 

• The access tracks will be of single-track design with a minimum width of 6m. There will be some local 
widening on the bends, junctions and around Turbine Foundations for the safe passage of large vehicles. 
All bends have been designed to suit the requirements of the delivery vehicles. 

• All machinery shall work within designated construction areas indicated on the contract drawings.  

• All access for construction vehicles within the site shall follow the proposed internal access tracks as 
shown in Figure 1-2. 

• Topsoil/subsoil will be stripped back to required levels. All material will be bunded and stored 
separately. Appendix 6.1 contains a Spoil Management Plan which details the storage and movement 
of materials on site. 

• The soil will be excavated down to a suitable formation layer of either firm subsoil or rock. 

• The formation will be prepared to receive the geotextile membrane. 

• Well-graded granular fill will be spread and compacted in layers to provide a homogeneous running 
surface. The thickness of layers and amount of compaction required will be decided by the Site Manager 
based on the characteristics of the material and the compaction plant to be used. 

• Batters will have a slope of between 1:1 and 1:2 (depending on depth and type of material) and will be 
left as cut to re-vegetate naturally with local species. 
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3.3.1.5 Upgrade of Existing Internal Access Tracks 
 
It is proposed to upgrade approximately 1.4 km of existing agricultural tracks. All access tracks will be widened 
to 6m wide along straight sections and wider at bends as required.  The tracks will be finished with a well graded 
aggregate. The drainage system will be installed adjacent to the internal access tracks.  
 
The upgrade of existing internal access tracks shall be carried out as follows: 
 

• Establish extent of the widened site tracks from the construction drawings and mark out the finished 
centrelines with ranging rods or timber posts. 

• Existing track drainage will be maintained and upgraded where necessary. Existing drainage channels 
within the footprint of the widened portion of access track shall be re-aligned or replaced in parallel 
with the track construction.  

• The existing track shall be scraped to ensure suitable baring stratum for new track construction above.  
Soft spots and particularly damaged sections of existing track shall be removed and replaced with 
suitable fill material in accordance with the design.  

• Subbase associated with the new widened section of access track shall be ‘benched’ into the existing 
track construction in accordance with the design.  

• Geotextile membrane shall be placed on the surface of the existing track and new formation. 
 
 
The remaining outline construction methodology shall follow the same steps as for new access tracks above.  
 
Refer to 0300 series planning drawings for typical track dimensions. 
 
 
3.3.1.6 Wind Farm Electrical Cabling Works – Internal 
 
This section provides details on the outline construction methodology associated with the construction of 
internal private network electrical and communications cabling between the proposed wind turbines and 
proposed onsite substation. The specification for cable trenches will vary slightly depending on cable voltage, 
location and existing land use.  
 
All electrical and fibre-optic cabling on site between the wind turbines and the substation building will be buried 
in trenches approximately 0.6m wide by 1m deep located within or directly adjacent to the internal tracks.  
 
Some cables will be buried directly and some will be ducted. Direct buried cables will be used in non-load 
bearing areas and ducts will be used in load bearing areas. 
 
For direct buried cables, the following outline methodology shall apply: 
 

• All environmental mitigation measures will be implemented locally in advance of the works, in 
accordance with environmental management plan outlined in Section 4 of this CEMP.  

• The line of the cable trench will run beside the site access tracks until it exits to the public road.  

• The ground will be excavated using a mechanical digger. The top layer of soil will be removed and placed 
to one side. It will be used for landscaping the top of the backfilled cable trench following the laying of 
the cables. The remaining subsoil, excavated to the required depth, will be placed separately and used 
as backfill for the trench.  
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• Safe ladder access/egress to trenches will be provided into the trench. 

• The cables will be laid directly onto a bed of suitable material, free from sharp stones and debris*.  

• A suitable material will be placed over the top of the cables to protect them during backfilling*.  

• Warning tape, marker board and plates will be installed by hand in accordance with the trench design 
and ESBN specifications and the engineer’s design.  

• On completion, the ground will be reinstated, and marker posts will be positioned at agreed centres to 
the side of the trench highlighting the presence of cables below. 

• Trenches will vary in width depending on the number and size of cables in the circuit. Where there is 
more than one set of cables they will be separated as per cable manufacturers, electrical designers and 
ESB/EirGrid requirements. 
 
 

Where ducting is required within the wind farm site (i.e. for areas where cables will be laid under access tracks 
or other loaded surfaces), suitable ducting will be required to protect the cables. In this scenario, tasks marked 
by an asterisk (*) in the above methodology will be replaced by the following steps: 
 

• Ducts will be placed into the trench manually, having been delivered to roadside embankment/verge 
by tractor and pipe trailer and then offloaded by hand. 

• Approved bedding material will be used to surround the ducts. It will be delivered straight from a 
concrete truck or by skid steer along the route. 

• Approved fill material will be compacted above and below the power cable ducting as per the engineer’s 
design.  

• Exposed duct ends will be capped. 

• A 12mm Draw rope will be blown through the ducting at later date. 

• Small jointing pit will be located along the route of the trench which will be left open until jointing takes 
place. A protective handrail/ barrier will be placed around each pit for health and safety reasons. 

• Once the cables are joined and sealed the jointing container will be removed and the cables at the joint-
bay locations will be back-filled in the same manner as the rest of the cable trench. 

• The cables will connect the turbines to the substation. Ducts will be cast into each turbine foundation 
to provide access for the cables Likewise, at the substation, ducts will be cast through the building 
foundation to provide access for the cables. 

• There are no existing buried services expected within the site however the appointed contractor will be 
responsible for carrying out pre-construction surveys ahead of construction. 

• Prior to commencement of the works, records of services such as watermains, sewers, gas mains and 
other power cables will be obtained from the relevant service providers. Cable detection tools, ground 
penetrating radar and slit trenches will be used, as appropriate, to find the exact locations of existing 
services. The final locations of the cable trenches will be selected to minimise conflicts with other 
services.   

• Trenches where ducts are laid will be back filled every evening. During excavation works signage will be 
erected at each location warning of the dangers. 
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3.3.1.7 Wind Farm Electrical Cabling Works – Public Road 
 
This section provides details on the outline construction methodology associated with the construction of 
internal private network electrical and communications cabling between the proposed wind turbines and 
proposed onsite substation which are located within the public road corridor.  
 
The proposed cable route is shown on Figure 1-4 and described in Section 2.3. 
 

• All existing underground services shall be confirmed on site prior to the commencement of construction 
works. 

• Traffic management measures will be implemented in accordance with those included in a Traffic 
Management Plan which will be prepared and agreed with the Local Authority. A TMP is included in this 
CEMP, in section 4. 

• The excavated trench will be approximately 600 mm in width and approximately 1,200 mm deep both 
within the public road network and within private lands. 

• The base of the excavated trench will be lined with sand bedding to be imported to site from a local 
licensed supplier. The 110mm diameter HDPE cable ducting will be placed into the prepared trench, 
inspected and backfilled. 

• Excavated material will be temporarily stockpiled onsite for re-use during reinstatement. Stockpiles 

will be restricted to less than 2m in height. Stockpiles will be located a minimum of 50m from surface 
water features and all stockpiling locations will be subject to approval by the Site Manager 

and Project Ecological Clerk of Works (ECoW).  

• Excavated material shall be employed to backfill the trench where appropriate and any surplus material 
will be transported off site and disposed of at a fully authorised soil recovery site. 

• Any earthen (sod) banks to be excavated will be carefully opened with the surface sods being stored 
separately and maintained for use during reinstatement. 

• The excavated trench will be dewatered if required, from a sump installed within the low section of the 
opened trench. Where dewatering is required, dirty water will be fully and appropriately attenuated, 
through silt bags, before being appropriately discharged to vegetation or surface water drainage 
feature. 

• No more than a 100m section of trench will be opened at any one time. The second 100 metres will 
only be excavated once the majority of reinstatement has been completed on the first. 

• The excavation, installation and reinstatement process will take on average of 1 no. day to complete a 
100m section. 

• Where required, grass will be reinstated by either seeding or by replacing with grass turves. 

• Where the cable is being installed in a roadway, temporary reinstatement may be provided to allow 
larger sections of road to be permanently reinstated together. 

• Following the installation of ducting, cabling pulling shall take place at a later date.   
 
 
Typical trench details are shown on 0300 Series planning application drawings and in Figure 3-4 below.  
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Figure 3-4: Typical 38kV Underground Duct Installation 
 
 
Installation of Joint Bays and Link Box Chambers 
 

• Joints Bays are to be provided along the UGC routes to facilitate the jointing of cables. 38kV Joint Bays 
are approximately 2 m x 4.5 m x 1.5 m pre-cast concrete structures installed below the finished ground 
level.  

• Setting out and location of services will be carried out in the same manner as for trench excavations.  

• Traffic management to be set up as per the construction stage traffic management plan, a TMP is 
included in Section 4 of this CEMP. 

• A tracked excavator will be used for the excavation of the joint bay pits in accordance with detailed 
design drawings.  

• A Tractor/dump trailer and/or tipper truck shall be used to remove excavated spoil from the work area. 
Spoil shall be removed to a licensed waste facility. 

• A watchman will be used to assist machine operators while reversing or when their visibility is 
restricted. 

• Where joint bays are located, the excavation shall be adequately protected with fencing with signage 
erected, warning of deep excavation. 

• Safe ladder access/egress to excavation shall be in place. The ladder will  be footed at the base and tied 
at the top. 

• Base materials will be placed by the excavator from a truck and placed in the base of the excavation. 
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• Precast chamber sections will arrive on site via articulated lorries accompanied by a crane truck. The 
crane truck will load each unit separately from the articulated truck.  

• The precast units will be transported to site and a flatbed trailer, and a truck mounted crane will lift the 
section into position.  

• A lift plan /DJSP will be required for all Joint Bay installations. 

• When the joint bays are in place, the sections will be back filled using approved fill material. The road 
surface will be reinstated using cold tar/surface dressing. 

• Unauthorised access will be monitored and prevented. 
 
 
Typical details for Joint Bays and Link Box Chambers are shown on 0300 Series planning application drawings 
and Figures 3-5 and 3-6 below.  
 

 
Figure 3-5: Typical Section through Joint Bay and Link Box 

 
 

 
Figure 3-6: Typical Joint Bay and Link Box Plan Details 
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3.3.1.8 Alternative Grid Connection Route Cabling Works  
 
The construction of the Alternative Grid Connection Route (AGCR) shall be carried out in accordance with 
Section 2.3.2 of the CEMP for Carrigarierk Wind Farm contained in Appendix 2.  
 
 
3.3.1.9 Drainage and Watercourse Crossings 
 
A surface water management plan has been prepared. It can be found in Appendix 7.3 of the EIAR. it contains 
methodology for drainage, water quality management and silt control. The measures contained within the plan 
will be applied when constructing the watercourse crossings. 
 
No new stream crossings required as a result of the wind farm development.  
 
Drainage design and details can be found on the 0100  and 0501 series planning application drawings. 
 
 
3.3.1.10 Borrow Pit Construction  
 
A rock outcrop was identified within the southern part of the site, close to Turbine 6 and this area has been 
selected for a proposed borrow pit location.  The exposed rock is considered suitable for the excavation of 
material for the construction of the wind farm access tracks and hardstanding areas.  The presence of shallow 
rock and thin soil cover contributes to the suitability of this location.  The location of the proposed borrow pit 
is shown on Figure 1-2.  
 
The borrow pit will be developed as follows: 
 

• All environmental mitigation measures will be implemented locally in advance of the works, in 
accordance with the environmental management plan outlined in Section 4 of this CEMP.  

• The access tracks will be prepared to the borrow pit locations in line with the methodology described 
in Section 3.3.1.4 

• The extent of the works areas shall be accurately delineated using stakes and rope to prevent works 
being carried out outside the agreed areas.   

• Stock proof fencing shall be installed around the borrow pit in advance of any works taking place.   

• A bespoke method statement shall be drawn up by the contractor for the main construction works 
shortly before the works take place.   

• After drainage and temporary dewatering infrastructure has been put in place, the main excavation 
works will commence by stripping the topsoil material.   

• Topsoil will be stockpiled to be used for reinstatement of the borrow pit and used for local landscaping 
of the wind farm site.   

• Excavation works will be carried out by the following means at the borrow pit: 
o Conventional excavators (using buckets) to excavate and load dumper trucks. 
o Rippers mounted on conventional excavators to ‘rip’ the rock where appropriate. 
o Rock breakers (where required) 

• Excavated material will be processed by mechanical crusher and screened as necessary.  

• Excavated rock will be loaded onto dumper trucks and transported to the required area for tipping and 
placement e.g. when building the access tracks. 
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• When the borrow pit have been exploited, they shall be closed and reinstated using surplus mineral soil 
or rock excavated from elsewhere on the site as described in accordance with an approved project 
reinstatement plan.   

• The borrow pit, once reinstated, shall be covered with topsoil and allowed to re-vegetate naturally. 
However, appropriate measures will be taken if it is found that natural re-vegetation is too slow or if 
the area is being taken over by inappropriate species.  

• Noise, dust and site drainage mitigation measures shall be implemented as described in the 
environmental management plan in Section 4 of this CEMP. 

 
 
To monitor groundwater during the construction phase groundwater monitoring wells will be installed between 
areas of deeper excavations and sensitive groundwater receptors. The wells will be used to monitoring 
groundwater levels and quality to assess any potential impacts during the construction works. 
 
The borrow pit is shown on planning drawing P21-143-0100-0003 
 
 
3.3.1.11 Turbine Hardstands 
 
A turbine hardstanding area will be constructed at the base of each turbine to provide a solid area for the main 
installation crane that will be used to erect the turbine and for the assembly of the turbine. This area will 
accommodate a main crane and an assist crane during the assembly of the turbine, as well as during occasional 
maintenance during the operation of the Proposed Wind Farm. The area of the hardstanding provided is 
deemed suitable for the assembly of a turbine with the proposed dimensions. The hardstanding areas will 
measure approximately 45m x 35m on plan, with blade fingers and tailing pad area. 
 
The stone required for the construction of the turbine hardstanding areas will be sourced from the onsite 
borrow pit and/or licenced quarry in the vicinity of the wind farm site. One potential quarry that would minimise 
the impact on the road network for the transportation of concrete and stone is the Kilmichael Quarry located 
approximately 5km to the west of the site. This is discussed further in Chapter 11 - Traffic and Transportation 
of the EIAR.  
 
Hard standing formation will consist of a minimum 500mm hardcore on geo-textile membrane. The 
construction methodology for newly constructed hardstandings will be the same as that for new site access 
tracks described in Section 3.3.1.4.  
 
Hard standing drainage shall be installed in accordance with the drainage layout shown in planning application 
0100-Series drawings and in line with the Surface Water Management Plan.  
 
Surplus topsoil will be placed along the side of the hard standing and dressed to blend in with surrounding 
landscaping.  Surplus excavated subsoil will be used for reinstatement throughout the wind farm site.  
 
 
3.3.1.12 Turbine Foundations 
 
The wind turbine foundations will be constructed using standard reinforced concrete construction techniques 
and will be designed as standard shallow foundations. 
 
Turbine foundations will be designed to Eurocode Standards. Foundation loads will be provided by the wind 
turbine supplier, and factors of safety will be applied to these in accordance with European design regulations. 
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The turbine will be anchored to the foundation as per the turbine manufacturer’s guidelines which will be 
incorporated in the civil foundation design.   
 
The base of the foundations are excavated to competent bearing strata. Based on site investigations carried out 
to date, it is expected that turbines for the Proposed Wind Farm will have foundation depths of 3m and a base 
diameter of 22m.   
 
Excavated soil will be placed in the temporary storage areas adjacent to the turbines in accordance with the 
Spoil Management Plan contained within Chapter 6 in Appendix 6.1 of the EIAR. Proposed spoil deposition areas 
are identified in the Spoil Management Plan.  
 
Formwork and reinforcement are placed, and the concrete poured.  Once the concrete is set the earthing 
system is put in place and the foundation is backfilled with suitable material. 
 
The turbine foundations will be constructed as follows: 
 
 
Standard Excavated Reinforced Concrete Base: 
 

a) The extent of the excavation will be marked out and will include an allowance for trimming the sides of 
the excavation to provide a safe working area and slope batter. 

b) The excavated material will be stored at agreed locations close to the base. Topsoil and subsoil 
stockpiles will be formed, and the side compacted to prevent silt run off during heavy rain or air bourn 
dust during dry periods. The subsoil material will be used as backfill and the topsoil will be used for 
landscaping around the finished turbine post construction. 

c) No material will be removed from site and storage areas will be stripped of vegetation prior to 
stockpiling in line with best working practises. 

d) Around the perimeter of the foundation formation a shallow drain will be formed to catch ground water 
entering the excavation. The drain will direct the water to a sump if required where it will be pumped 
out to a settlement pond away from the excavation. 

e) A layer of concrete blinding will be laid approximately 75mm thick directly on top of the newly exposed 
formation, tamped and finished with a screed board to leave a flat level surface. If required, geogrid 
and soil replacement will be laid according to the foundation design, followed by placement of the 
concrete blinding layer. 

f) If soil replacement is required, the aggregate used must be tested and approved by the project 
geotechnical engineer.  

g) High tensile steel reinforcement will be fixed in accordance with the designer’s drawings & schedules. 
The foundation anchorage system will be installed, levelled and secured to the blinding using steel box 
section stools. 

h) Ductwork will be installed as required, and formwork erected around the steel cage and propped from 
the backside as required. 

i) The foundation anchorage system will be checked both for level and line prior to the concrete being 
installed in the base.  

j) Concrete will be placed using a concrete pump and compacted using vibrating pokers to the levels and 
profile indicated on the construction drawings. 

k) Upon completion of the concreting works the foundation base will be covered from the elements that 
could cause hydration cracking and/or delay setting in any way. 

l) Steel shutters will be used to pour the upper plinth section. 
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m) The foundation will be backfilled with a cohesive material, where possible using the material arising 
during the excavation and landscaped using the top-soil set-aside during the excavation. The suitability 
of backfill material is to be approved by the project geotechnical engineer.  

n) A gravel footpath will be formed from the access track to the turbine door and around the turbine for 
maintenance. 

 
 
3.3.1.13 Turbine Erection 
 
Once the turbine components arrive on site they will be placed on the hardstand and lay down areas prior to 
assembly.  The towers will be delivered in sections and each blade will be delivered in a separate delivery.  Once 
there is a suitable weather window the turbine will be assembled.  
 
It is anticipated that each turbine will take approximately 3 to 4 days to erect (depending on the weather), 
requiring two cranes.  Finally, the turbines will be commissioned and tested.   
 
It is expected that the entire construction phase, including civil, electrical and grid works, and turbine assembly 
will take between approximately 12 – 18 months. 
 
 
3.3.1.14 Substation Compound 
 
The compound surrounding the substation will measure approximately 163m x 106m as shown in 0101-Series 
planning application drawings. This will provide a connection point between the wind farm and the proposed 
grid connection point to the existing 110kV Macroom to Dunmanway overhead line. 
 
The building’s main function is to provide housing for switchgear, control equipment and monitoring equipment 
necessary for the proper functioning of the substation and wind farm. The building will be constructed by the 
following methodology: 
 

• The area of the control buildings and compound will be marked out using ranging rods or wooden posts 
and the vegetable soil stripped and removed to the nearby storage area for later use in landscaping. No 
material will be removed from site and storage areas will be stripped of vegetation prior to stockpiling 
in line with best working practises. 

• Drainage runs and associated settlement ponds will be installed. 

• The dimensions of the Building and Compound area will be set to meet the requirements of EirGrid and 
the necessary equipment to safely and efficiently operate the wind farm. 

• The foundations will be excavated down to the level indicated by the designer and concreted. 

• The blockwork walls will be built up from the footings to DPC level and the floor slab constructed, having 
first located any ducts or trenches required by the follow on mechanical and electrical contractors. 

• The blockwork will then be raised to wall plate level and the gables & internal partition walls formed. 
Scaffold will be erected around the outside of the building for this operation. 

• The concrete roof slabs will be lifted into position using an adequately sized mobile crane. 

• The wooden roof trusses will then be lifted into position using a telescopic load all or mobile crane 
depending on site conditions. The roof trusses will then be felted, battened, tiled and sealed against 
the weather. 
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The remainder of the substation compound will be brought up to the agreed formation and approved stone 
imported and graded to the correct level as per the detail design and constructed using the same methodology 
as the construction of the wind farm tracks as described in section 3.3.1.4. 
 
Equipment plinths will be marked out, excavated and constructed using in-situ reinforced concrete or pre-cast 
concrete. Provision will be made in each plinth for earth connection. 
 
Following the construction of the equipment plinths an earth mat will be installed throughout the compound. 
This will be connected to each plinth and the buildings as per the electrical earth protection design.   
 
 
3.3.1.15 Electrical Works 
 
Substation Fit Out and Switchgear Installation 
 
The substations will have a domestic electrical system including lights, sockets, fire alarm and intruder alarm. 
The high voltage switchgear for the wind farm is installed through the following method.  
 

• The switchboard units are delivered to site on a truck and unloaded using a forklift, front end loader 
or HIAB crane.  

• Suitable task specific RAMS and lifting plans will be in place prior to the commencement of all works.  

• The switchgear will be unloaded on to a concrete plinth directly outside the substation building.  

• The units will be moved inside the substation building using a hand driven forklift and positioned over 
the internal trench supports, prepared previously.  

• The switchgear is then secured as per manufacturer’s instructions, typically by bolting directly to steel 
support bars over the trench.  

• The building is fitted out with small light and power and ancillary wind farm control equipment such 
as SCADA computer, remote telemetry units, metering etc.  

• All equipment and fittings are then connected, wired tested and commissioned in accordance with the 
Electrical Contractor’s commissioning plan.  

 
 
Transformers  
 

• The turbine transformers will be placed directly onto the turbine foundation upon delivery to site, prior 
to the installation of the turbine towers.  

• The transformers will be of the sealed type and will be inspected for any damage prior to offloading. It 
is likely that the units will be installed using a small mobile all-terrain crane and will be tested, 
commissioned and energised by suitably trained and authorised persons.  

• The accessible sections of the transformer will be protected within an enclosure which shall be locked 
at all times and displaying appropriate warning signs.  

• Transformers and ancillary plinth-mounted equipment required in the substation compound will be 
delivered to site and unloaded directly in place by HIAB crane or similar.  

• Suitable task specific RAMS and lifting plans will be in place prior to the commencement of all works. 
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3.4 Construction Working Hours 
 
The hours of construction activity will be limited to avoid unsociable hours where possible. Construction 
operations shall generally be restricted to between 07:00 - 19:00 hours Monday to Friday and 07:00 - 13:00 
hours on Saturdays.  
 
It should be noted that it will be necessary to commence turbine base concrete pours earlier due to time 
constraints incurred by the concrete curing process. Foundation pours will likely extend beyond normal working 
hours also. Turbine component deliveries will be caried out at night. Consultation will be carried out with the 
local community in advance of out of hours working.  Additional emergency works may also be required outside 
of normal working hours as quoted above which will be notified to the planning authority. Work on Sundays or 
public holidays will only be conducted in exceptional circumstances and subject to prior consultation and 
notification insofar as possible with the local community. 
 
With respect to the delivery of abnormal loads associated with turbine components, it is now common practice 
that deliveries of the abnormally sized loads are made during night time hours when impacts to the existing 
traffic is significantly reduced.  Abnormal loads will require an abnormal load permit prior to delivery and will 
be delivered mostly at night time as agreed with local authority and An Garda Siochána. More details on the 
management of loads associated with the construction of the project can be found in the Traffic Management 
Plan in Section 4.3.8.  
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4.  ENVIRONMENTAL MANAGEMENT PLAN 
 
 
4.1 Introduction 
 
This plan should be read in conjunction with the EIAR and in conjunction with the CEMP for other elements of 
the project including the Alternative Grid Route CEMP which has been prepared in support of the consented 
route pursuant to planning ref. Cork County Council Ref. 15/730 & An Bord Pleanála Ref. PL04.246353.. 
 
This Environmental Management Plan (EMP) defines the work practices, environmental management 
procedures and management responsibilities relating to the construction of the proposed Barnadivane Wind 
Farm and Substation. 
 
This EMP describes how the Contractor for the main construction works will implement a site Environmental 
Management System (EMS) on this project to meet the specified contractual, regulatory and statutory 
requirements and identified mitigation measures. This plan will be further developed and expanded following 
the grant of planning permission and appointment of the Contractor for the main construction works. Please 
note that some items in this plan can only be finalised with appropriate input from the Contractor who will carry 
out the main construction works and once the planning conditions are known. It is the Contractor’s 
responsibility to implement an effective environmental management system to ensure that environmental 
requirements for the construction of this project are met. 
 
All site personnel will be required to be familiar with the environmental management plan’s requirements as 
related to their role on site.  The plan describes the project organisation, sets out the environmental procedures 
that will be adopted on site and outlines the key performance indicators for the site. 
 

• The EMP is a controlled document and will be reviewed and revised as necessary.   

• A copy of the EMP will be located on the site H&S notice board.  

• All employees, suppliers and contractors whose work activities cause/could cause impacts on the 
environment will be made aware of the EMP and its contents. 

 
 
This section includes the mitigation measures to be employed by the contractor and client during each phase 
of the Proposed Project as per the EIAR and NIS.  
 
 
 
4.2 Project Obligations 
 
In the construction of the proposed Barnadivane Wind Farm there are a number of environmental management 
obligations on the developer and the contractor.  As well as statutory obligations, there are several specific 
obligations set out in the EIAR and NIS. The final CEMP which will be produced by the main contractor following 
appointment will incorporate these obligations. The contractor and all of its sub-contractors will be fully aware 
of and in compliance with these environmental obligations. 
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4.2.1 EIA/NIS Obligations 
 
The EIAR and NIS identified mitigation measures that will be put in place to mitigate the potential environmental 
impacts arising from construction of the project. Measures identified in the EIAR and NIS are detailed in this 
CEMP. The CEMP should be read in conjunction with the EIAR and NIS. In the case of any ambiguity or 
contradiction between this CEMP and the EIAR and NIS, the EIAR and NIS shall take precedence. 
 
 
4.2.2 Planning Permission Obligations 
 
All planning conditions associated with the project’s planning permission shall be adhered to. All pre-
commencement planning conditions shall be discharged fully by the project owner prior to site start.  
 
 
4.2.3 Other Obligations 
 
The developer and/or contractor for the main construction works will liaise directly with the County Council 
and An Garda Síochána in relation to securing any necessary permits to allow the works to take place including 
for example (non-exhaustive list): 
 

1. Commencement notice 

2. Special Permits in relation to oversized vehicles on public roads.  

3. Temporary Road Closures (if required) 

4. Road Opening Licence. 
 
 
The developer will also liaise closely with the local residents, especially homeowners and landowners along the 
local access routes in relation to works and all reasonable steps will be taken to minimise the impact of the 
development on such persons. A traffic management plan is included in section 4.3.8.  
 
 
 
4.3 Environmental Management Programme 
 
4.3.1  Dust Management Plan 
 
This Dust Management Plan (DMP) outlines the sources of dust during the works, identifies measures to 
minimise dust during the works and the complaints procedure for dust.  
 
Construction stage mitigation measures to minimise dust and emissions are as follows: 

 
• Construction vehicles and machinery will be serviced and in good working order;  

• Receptors which receive dusting and soiling  on the haul routes, entering the site; and dwellings directly 
adjacent to the grid connection route  that experience dust soiling, where appropriate, and with the 
agreement of the landowner, will have the facades of their dwelling cleaned if required should soiling 
have taken place; 

• Ensure all vehicles switch off engines when stationary – no idling vehicles; and 

• Exhaust emissions from vehicles operating within the site, including trucks, excavators, diesel 
generators or other plant equipment, will be minimised through regular servicing of machinery. 
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4.3.1.1 Dust generation and control 
 
The proposed works associated with the Proposed Project that have the potential to cause dust include: 
 

• Site clearance activities 

• Soil excavations 

• Movement of dump trucks containing soils/subsoils within the site 

• Stockpiling of soils. 
 
 
The following dust control measures will be put in place during construction and decommissioning works: 
 

• The internal access roads will be constructed prior to the commencement of other major construction 
activities.  These roads will be finished with high quality graded aggregate; 

• A water bowser will be available to spray work areas and haul roads, especially during periods of 
excavations works coinciding with dry periods of weather, in order to suppress dust migration from the 
site; 

• All loads which could cause a dust nuisance will be covered to minimise the potential for fugitive 
emissions during transport; 

• Re-vegetate earthworks and exposed areas/soil stockpiles to stabilise surfaces as soon as practicable;  

• The access and egress of construction vehicles will be controlled to designated locations, along defined 
routes, with all vehicles required to comply with onsite speed limits, which shall be reduced in periods 
of dry, windy weather; 

• Wheel washing facilities will be provided at the two main entrance/exit points of the Proposed Project 
site. 

 
 
Complaints Procedure 
 
At the main site entrance, the contact details for the site will be available so that local residents are encouraged 
to contact the site in the event of an off-site dust impact. 
 
The contractor on site will need to be immediately informed of the incident so that fugitive dust complaints can 
be substantiated.  
 
In all instances, a complaint will be logged by the environmental manager and each complaint will be assigned 
a discrete complaint number in the Environmental Log. 
 
The environmental manager will maintain the complaints register and any complaints received will be 
investigated and the dust suppression methods employed will be reviewed. Suitable remedial action will be 
undertaken as necessary. 
 
 
4.3.2 Noise and Vibration 
 
The predicted noise levels from on-site activity from the Proposed Project is below the noise limits in BS 5228-
1:2009+A1:2014. Nonetheless, several mitigation measures will be employed to minimise any potential impacts 
from the proposed project. 
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The noise impact for construction works traffic will be mitigated by generally restricting movements along 
access routes to the standard working hours and exclude Sundays and public holidays, unless specifically agreed 
otherwise. For example, during turbine erection, an extension to the working day may be required but this 
would be necessary only on a relatively small number of occasions.  It will be ensured that vehicles on local 
roads do not wait outside residential properties with their engines idling during turbine deliveries. Local 
residents and the local authority will be consulted in advance of any activities likely to occur outside of normal 
working hours. 
 
Consultation with the local community is important in minimising the impacts and therefore construction will 
be undertaken in consultation with the local authority as well as the residents being informed of construction 
activities through the Community Liaison Officer.  
 
The construction works on site will be carried out in accordance with the guidance set out in BS 
5228:2009+A1:2014. Proper maintenance of plant will be employed to minimise the noise produced by any site 
operations.  
 
All vehicles and mechanical plant will be fitted with effective exhaust silencers. Machinery that is used 
intermittently will be shut down or throttled back to a minimum during periods when not in use. 
 
The hours of construction activity has been described in section 3.4.  
 
The on-site construction noise levels will be below the relevant noise limit of 65 dB LAeq,1hr for operations 
exceeding one month, and therefore construction noise impacts are not considered to be significant.  
 
 
4.3.3 Biodiversity / Flora and Fauna Management  
 
 
4.3.3.1 Objectives 
 
The primary objectives of biodiversity / flora and fauna management over the construction, operation and 
decommissioning phases of the project are as follows: 
 

• Promote the conservation of habitats on site through the establishment of management and/or 
mitigation; 

• Provide management and mitigation for aquatic habitats and water quality; 

• Provide management and mitigation for avifauna; 

• Provide management and mitigation for bats and terrestrial mammals; 

• Monitor the usage of the wind farm site by birds post construction; 

• Monitor for any collision by birds at the wind farm site post construction; 

• Monitor for any collision by bats at the wind farm site post construction. 
 
 
For mitigation measures associated with the protection of terrestrial ecology please refer to the Schedule of 
Mitigation Measures located in Appendix 1.  
 
In addition to the above mitigation measures from the EIAR, the mitigation measures prescribed in the Natura 
Impact Statement (NIS) and the Invasive Species Management Plan (ISMP) carried out for the project will be 
implemented in full.  
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For mitigation measures associated with the NIS please refer to Appendix 5.6 and for mitigation measures 
associated with the Invasive Species Management Plan (ISMP) please refer to Appendix 5.8. 
 
 
4.3.4 Spoil Management Plan 
 
The Spoil Management Plan can be found in Appendix 6.1. All excavated material will be re-used within the site 
where possible, minimising the need for removal of any materials for off-site disposal. This will minimise the 
amount of construction traffic on local roads. This will in turn lead to the reduction of noise and dust associated 
with construction traffic. 
 
There is one proposed borrow pit within the site that will provide general fill for construction. Where aggregate 
(structural fill) of a suitable quality required for construction cannot be sourced from the onsite borrow pit it 
shall be imported from a licensed quarry.  
 
 
Daily Preparation during the Implementation of the Spoil Management Plan 
 
The Geotechnical Engineer appointed by the contractor should conduct regular meetings with the Construction 
Management Team to discuss the phasing of spoil management as the work progresses.  
 
Particular regard will be taken of daily weather conditions and long-range forecasts. The Geotechnical Engineer 
should have the authority to suspend the works if weather conditions are deemed too extreme for the effective 
protection of earthworks, excavations and slope stability.  
 
 
Construction Stage Mitigation Measures 
 
Earthworks 
 
The project will be constructed in a phased manner within a 12 – 18 month period, as described in Chapter 2, 
to reduce the potential impacts of the project on the Land, Soils and Geology. Phased construction reduces the 
amount of open, exposed excavations at any one time. Given that the works comprises a significant proportion 
of excavation and earthworks, suitably qualified and experienced geotechnical personnel will be required on 
site to supervise the works. 
 
One of the primary mitigation measures employed at the preliminary design stage was the avoidance of 
volumes of excavated overburden deposits to be exported off site. All excavated overburden will be retained 
on-site.  
 
This will include: 
 

• Use of suitable site won material (bedrock) as general fill in the construction of access tracks, hardstands 
and in reinstatement around turbine foundations. 

• Overburden will be re-used on site in the form of landscaping and for reinstatement purposes at the 
proposed borrow pit. 

 
 
Overburden deposits excavated during the course of the works will be temporarily stored in a level area 
adjacent to the construction phase excavations prior to reuse.   
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Some temporary stockpiles (not exceeding 2m in height) of material will be necessary adjacent to the excavation 
areas prior to reinstatement.  No long-term stockpiles of material will remain after construction.  No 
surplus/waste soil or rock will be removed from the proposed project site. Temporary stockpiles should be 
shaped and sealed to prevent the ingress of water from rainfall. 
 
Excavated material will be managed in accordance with the project Spoil Management Plan which forms part 
of the EIAR for the project.  
 
To mitigate against the compaction of soil at the site, prior to the commencement of any earthworks, the work 
corridor will be pegged, and machinery will stay within this corridor so that peatland/soils outside the work 
area are not damaged.  Excavations will then be carried out from access tracks as they are constructed in order 
to reduce the compaction of soft ground.  
 

To mitigate against erosion of the exposed soil or rock, all excavations will be constructed and backfilled as 
quickly as possible.  Excavations will stop during or prior to heavy rainfall events (>10mm/hour).  To mitigate 
against possible contamination of the exposed soils and bedrock, refuelling of machinery and plant will only 
occur at designated refuelling areas.  
 
All temporary cuts/excavations will be carried out such that they are stable or adequately supported.  Gravel 
fill will be used to provide additional support to temporary cuts/excavations where appropriate.  Unstable 
temporary cuts/excavations will not be left unsupported.  Where appropriate and necessary, temporary cuts 
and excavations will be protected against the ingress of water or erosion.  
 
 
Excavations in Peat for Turbine Bases, Hardstandings and Infrastructure Foundations 
 
As described in Chapter 6 and the Spoil Management plan, deposits of Blanket Peat can be found along the 
western and southern margins of the site, however there is no infrastructure located within these areas of 
Blanket Peat. It was also confirmed during a site walkover that there is no Blanket Peat located at or near 
infrastructure locations 
 
Given the absence of peat deposits across the Proposed Wind Farm Site, and in accordance with the guidance  
in the Scottish Executive – Peat Landslide Hazard and Risk Assessments (2017), a peat stability analysis has not  
been carried out. 
 
 
Measures for spills 
 
 

• Fuels, lubricants and hydraulic fluids for equipment used on the construction site will be carefully 
handled to avoid spillage. 

• Any spillage of fuels, lubricants or hydraulic oils will be immediately contained, and the contaminated 
soil removed from the site and properly disposed of to a licenced facility; 

• Waste oils and hydraulic fluids will be collected in leak-proof containers and removed from the site for 
disposal or re-cycling; and 

• Appropriate spill control equipment, such as oil soakage pads, will be kept within the construction area 
and in each item of plant to deal with any accidental spillage. 
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A Surface Water Management Plan (SWMP) can be found in Appendix 7.3 of the EIAR which contains further 
details on requirements for spill management.   
 
 
Slope Stability 
 
With regard to slope stability issues, detailed design and construction phase best practice will be implemented 
as follows:  
 

• The works will be supervised by a suitably qualified and experienced geotechnical engineer or 
engineering geologist, and hydrologist or drainage engineer. 

• Drainage infrastructure will be put in place in advance of excavations. Drains will divert surface water 
and groundwater away from excavations into the existing and proposed surface drainage network. 
Uncontrolled, direct and concentrated discharges of water onto the ground surface will not occur. 

• Loading or stockpiling of materials on the surface of soft ground will not occur. Loading or stockpiling 
on other deposits will not be undertaken without first establishing the adequacy of the ground to 
support loads by an appropriately qualified geotechnical engineer experienced in construction within 
upland conditions. No stockpiling of material shall take place on steep slopes.  

• Turbines located in areas adjacent to peat deposits will incorporate drainage measures such that 
surface water will be drained away from the peat and will not be allowed to collect adjacent to the peat 
mass.   

• An assessment of the stability at proposed infrastructure locations has been carried out as part of the 
EIAR based on worst case conditions. A further assessment will be undertaken at detailed design stage 
by a suitably qualified and experienced geotechnical engineer prior to the commencement of all 
excavations to confirm the findings of this assessment.  

• Blasting of rock will not be permitted. 

• Excavations which could have the potential to undermine the up-slope component of an existing slope 
will be sufficiently supported to resist lateral slippage.  Careful attention will be given to the existing 
drainage. 

• Earthworks will not be commenced when heavy or sustained rainfall is forecast. A rainfall gauge will be 
installed on site to provide a record of rainfall intensity. An inspection of site stability, excavations and 
drainage by the Geotechnical Engineer will be carried out on site regularly.  

• An emergency response plan is included in Section 6 outlining the action plan which would be 
implemented in the unlikely event of a landslide/slope failure. Should a landslide/slope failure occur or 
if signs of instability/ground movement are observed, work will cease immediately.  

 
 
Borrow Pit 
 
One location on site has been identified as potential borrow pit. The peat depth within the development 
footprint of the borrow pit is 0.0m. 
 
Upon removal of the rock and gravel from the borrow pit, it is proposed to reinstate the borrow pit using 
excavated spoil.  The excavated rock and gravel from the borrow pit will be used in the construction of the 
infrastructure elements (turbine bases, roads, etc.) at the wind farm. The contractor excavating the rock will be 
required to develop the borrow pit in a way which will allow the excavated spoil to be placed safely. It is 
proposed to construct cells within the borrow pit for the placement of the excavated spoil.  
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This is to allow for the safe placement and grading of the spoil using dumper trucks and excavators.  The text 
below provides design and construction guidelines for the borrow pit. 
 
The borrow pit shall be constructed as follows: 
 

(1) The rock within the proposed borrow pit footprints will be removed by breaking based on ground 
investigation carried out at the proposed borrow pit.  

(2) It is proposed to construct the borrow pit so that the base of the borrow pit are below the level of 
the adjacent section of access road. As excavation progresses into the back edge of the borrow pit, 
the base of the borrow pit may be raised to suit local conditions. Localised deepening of the borrow 
pit floors may be required depending on extraction operations. 

(3) Depending on the depth and type of rock present in the borrow pit it may be possible to excavate 
the rock from the borrow pit whilst leaving in place upstands/segments of intact rock which will help 
to retain the placed peat and spoil. The upstands/segments of intact rock will essentially act as 
engineered rock buttresses within the borrow pit.  

(4) Slopes within the excavated rock formed around the perimeter of the borrow pit will be formed at 
stable inclinations to suit local in-situ rock conditions. Exposed sections of the rock slopes will be left 
with irregular faces and declivities to promote re-vegetation and provide a naturalistic appearance. 

(5) The stability of the rock faces within the borrow pit will be inspected by an experienced geotechnical 
engineer upon excavation to ensure stability during construction works and in the long term. This 
inspection will allow unfavourable rock conditions to be identified and suitable mitigation measures 
to be applied such as removal of loose rock. 

(6) Where it is not possible to leave upstands/segments of intact rock in place it may be necessary to 
construct rock buttresses founded on in-situ rock within the borrow pit. The rock buttresses should 
be constructed of rock fill from the borrow pit excavation. The founding stratum for each rock 
buttress should be inspected and approved by a competent person. 

(7) It may be necessary to construct the rock buttresses within the borrow pit in stages as infilling of peat 
and spoil behind the buttresses progress. The buttress should be constructed of selected rock fill and 
placed and compacted in suitable layers to form a buttress of sufficient stability to retain the placed 
peat and spoil, as necessary.  

(8) Infilling of the spoil should commence at the back edge of the borrow pit and progress towards the 
borrow pit entrance/rock buttress. The contractor excavating the rock will be required to develop 
the borrow pit in a way which will allow the excavated peat and spoil to be reinstated safely. 

(9) A number of rock buttresses to form cells with the borrow pit may be required to ensure access for 
trucks and excavators can be achieved.  

(10) The rock buttresses should be wide enough to allow construction traffic access for tipping and 
grading during the placement of the excavated peat and spoil. The side slopes of the rock buttress 
should be constructed between 45 to 60 degrees.  

(11) The height of the rock buttresses constructed should be greater than the height of the reinstated 
peat and spoil to prevent any surface peat and spoil run-off. Buttresses up to 5m in height are likely 
to be required. 

(12) The use of temporary access ramps and long reach excavators during the placement of the excavated  
spoil is likely to be required. 

(13) The surface of the placed spoil will be shaped to allow efficient run-off of surface water from the 
placed arisings. 

(14) A layer of geogrid to strengthen the surface of the placed spoil within the borrow pit may be required.  
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(15) An interceptor drain will also be installed upslope of the borrow pit.  This drain will divert any surface 
water away from the borrow pit and hence prevent water from ponding and lodging during 
construction and also when reinstated. 

(16) Control of groundwater within the borrow pit will be required and measures will be determined as 
part of the ground investigation programme. A temporary pump and suitable outfall locations will to 
be required during construction. 

(17) A settlement pond will be required at the lower side/outfall location of the borrow pit. 
(18) Where possible, the acrotelm shall be placed with the vegetation part of the sod facing the right way 

up to encourage growth of plants and vegetation at the surface of the spoil within the borrow pit. 
(19) Supervision by a geotechnical engineer or appropriately competent person is recommended for the 

works. 
(20) All the above mentioned general guidelines and requirements will be confirmed by the designer prior 

to construction. A detailed construction methodology for the borrow pit should be compiled prior to 
construction. 
 

 
4.3.5 Surface Water Management Plan 
 
A Surface Water Management Plan (SWMP) can be found in Appendix 7.3 of the EIAR.  The Surface Water 
Management Plan (SWMP) should be read in conjunction with the EIAR and shall be finalised in accordance 
with this plan following the appointment of the contractor for the main construction works. It contains 
methodology for drainage, water quality management and silt control. The measures contained within the plan 
will be applied when working near water. 
 
 
4.3.6 Archaeological Management Plan 
 
Ten monuments are located less than 1km from the nearest proposed turbine. The nearest monuments CO095-
001---- and CO083-078---- ringforts are situated 225m and 251m from turbine 6 and 2, respectively. The next 
nearest monument, Enclosure CO094-036---- , is situated c. 347m to the south-west of T6. To safeguard these 
monuments and to ensure that any other archaeological impacts are minimised, the following measures will be 
taken prior to and during construction of the Proposed Development. 
 
Firstly, an exclusion zone of 100m should be maintained around the 2 recorded monuments located within close 
proximity to the Proposed Wind Farm Site boundary, for the duration of construction, in order to ensure no 
damage occurs from construction activities. Information regarding the extent of these sites would form part of 
the site induction for all on site personnel. 
 
Archaeological testing under licence by a suitably qualified archaeologist of the turbine bases, hardstands and 
access roads should be undertaken. Should archaeological finds, features or deposits be uncovered during 
testing the DAHG should be consulted as to how best to proceed with the finds (i.e. preservation in situ or 
preservation by record).   
 
Archaeological monitoring of all ground works associated with the construction of the Proposed Development 
should be carried out under licence by a suitably qualified archaeologist. A report on the findings should be 
furnished to the Planning Authority and the DAHG. If archaeological finds, features or deposits are uncovered 
during the course of monitoring all works at this location should be stopped pending a discussion with the 
relevant authorities as to how best to mitigate against impacting on the archaeology, if present. 
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In the event that any sub-surface archaeological features are identified they will be recorded and cordoned off 
while the National Monuments Service are consulted to determine further appropriate mitigation measures, 
which may include preservation in situ (by avoidance) or preservation by record (archaeological excavation). 
 
 
Monitoring of mitigation measures 
 
There are a number of obligatory processes to be undertaken as part of archaeological license applications and 
these will allow for monitoring of the successful implementation of the archaeological mitigation measures. 
These include the submission of method statements detailing the proposed strategy for all site investigations 
that will be submitted for the approval of the National Monuments Service as part of the license application. 
These documents will clearly outline the proposed extent of works and outline the onsite and consultation 
processes to be enacted in the event that any unrecorded archaeological sites or features are identified. A 
report will be compiled on all site investigations to comply with the licensing process which will clearly present 
the results in written, drawn and photographic formats and copies will be submitted to Cork County Council, 
the National Monuments Service, the Planning Authority and the National Museum of Ireland. 
 
 
4.3.7 Waste Management Plan 
 
It will be the objective of the Developer in conjunction with appointed contractor to prevent, reduce, reuse and 
recover as much of the waste generated on site as practicable and to ensure the appropriate transport and 
disposal of residual waste off site. This is in line with the relevant National Waste Management Guidelines and 
the European Waste Management Hierarchy, as enshrined in the Waste Management Act 1996, as amended. 
 
Any waste generated during the development construction phase will be collected, source separated and stored 
in dedicated receptacles at the temporary compound during construction. 
 
 
This Construction Waste Management Plan has been prepared for the proposed Barnadivane Wind Farm in line 
with the ”Best Practice Guidelines on the Preparation of Waste Management Plans for Construction and 
Demolition Projects” (2006) as published by the Department of the Environment, Community and Local 
Government and the Regional Waste Management Plan for the Southern Waste Region 2015-2021. 
 
The Waste Management Plan shall be finalised in accordance with this plan following the appointment of the 
contractor for the main construction works. This plan should be read in conjunction with the EIAR.  
 
 
Assignment of Responsible Personnel 
 
It will be the responsibility of the contractor for the main construction works (when appointed) to nominate a 
suitable site representative such as a Project Manager, Site Manager or Site Engineer as Waste Manager who 
will have overall responsibility for the management of waste. The waste manager will have overall responsibility 
to instruct all site personnel including sub-contractors to comply with on-site requirements. They will ensure 
that at an operational level that each crew foreman is assigned direct responsibility. 
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Waste Generated 

 
It is envisaged that the following categories of waste will be generated during the construction of the project: 
 

• Municipal solid waste (MSW) from the office and canteen  

• Sanitary waste from the temporary site compound 

• Construction and demolition waste 

• Waste oil/hydrocarbons  

• Paper/cardboard 

• Timber 

• Steel. 
 
 
A fully authorised waste management contractor will be appointed prior to construction works commencing. 
This contractor will provide appropriate receptacles for the collection of the various waste streams and will 
ensure the regular emptying/and or collection of these receptacles. 
 
Sanitary waste from the temporary construction compound shall be collected on a regular basis by a licensed 
waste management contractor and exported to a wastewater treatment facility via tanker.  
 
 
Waste Minimisation/Reduction 
 
All efforts will be made by site management to minimise the creation of waste throughout the project.  
 
This will be done by: 
 

• material ordering will be optimised to ensure only the necessary quantities of materials are delivered 
to site. 

• material storage areas will be of a suitable design and construction to adequately protect all sorted 
materials to ensure no unnecessary spoilage of materials occurs which would generate additional 
waste. 

• all plant will be serviced before arriving on site. This will reduce the risk of breakdown and the possible 
generation of waste oil/hydrocarbons on site. 

• all operators will be instructed in measures to cut back on the amount of wastage for trimming of 
materials etc. for example cutting of plywood, built into the amount ordered. 

• educating foremen and others to cut/use materials such as ply wisely for shutters etc. 

• prefabrication of design elements will be used where suitable to eliminate waste generation on site. 

• where materials such as concrete are being ordered, great care will be practiced in the calculation of 
quantities to reduce wastage. 
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Waste Reuse 
 
When possible, materials shall be re used onsite for other suitable purposes e.g. 
 

• re-use of shuttering etc. where it is safe to do so. 

• re-use of rebar cut-offs where suitable.  

• re-use of excavated soil for screening, berms etc. 

• re-use of excavated rock or stone – where possible will be used as suitable fill elsewhere on site for the 
new site tracks, the hardstanding areas and embankments where possible. 

 
 
Waste Recycling & Recovery  
 
In accordance with national waste policy, source separation of recyclable material will take place. Receptacles 
will be clearly labelled, signposted and stored in dedicated areas in the construction compound. 
 
The following sourced segregated materials container will be made available on site the construction 
compound: 
 

• timber 

• ferrous metals 

• aluminium 

• dry mixed recyclables 

• packaging waste 

• food waste. 
 
 
The materials will be transported off-site by a licensed contractor to a proposed recovery centre and these 
materials will be processed through various recovery operations. A list of nearby licensed waste management 
facilities are shown in Table 4-1.  
 
Table 4-1:  Nearby Waste Management Facilities  
 

Facility Type of wasted accepted 

Bandon Civic Amenity Site Plastic, metals, oil, paper, cardboard, glass, 
electrical goods 

Codrum Recycle Centre 
Plastic, metal, oil, paper, cardboard, glass, 
Electrical good 

Munster waste management Domestic, commercial, industrial, agricultural 
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Waste Disposal 
 
Residual waste generated on-site will require disposal. This waste will be deposited in dedicated receptacles 
and collected by the licensed waste management contractor and transported to an appropriate facility. All 
waste movements will be recorded, which records will be held by the waste manager on-site.  
 
 
Contaminated Material  
 
Any contaminated soils will be handled, removed and disposed of in accordance with statutory requirements 
for the handling, transportation and disposal of waste. In particular, the following measures will be 
implemented: 
 

• Contaminated material will be left in-situ and covered, where possible until such time as WAC (Waste 
Acceptance Criteria) testing is undertaken in accordance with recommended standards and in-line with 
the acceptance criteria at a suitably licenced landfill or treatment facility. This will determine firstly the 
nature of the contamination and secondly the materials classification i.e. inert, non-hazardous or 
hazardous. 

• If the material is deemed to be contaminated, consultation will take place with the respective local 
authority and/or EPA on the most appropriate measures. Such materials will be excavated, transported 
by a contractor with a valid waste collection permit and recovered/disposed of at an appropriate 
facility. 

 
 
Waste Management Training 
 
Copies of the project waste management plan will be made available to all relevant personnel on site. All site 
personnel and sub-contractors will be instructed about the objectives of the Waste Management Plan and 
informed of the responsibilities that fall upon them as a consequence of its provisions.  
 
It will be the responsibility of the contractors appointed (Waste Manager) to ensure that all personnel are made 
aware of their responsibilities under the plan via a toolbox talk or otherwise.  
 
 
4.3.8 Traffic Management Plan 
 
This document is the Construction Traffic Management Plan (TMP) for the Proposed Wind Farm, Co. Cork. The 
Construction Traffic Management Plan shall be finalised in accordance with this plan following the appointment 
of the contractor for the main construction works and the turbine supply contract. 
 
Some items in this plan can only be finalised with appropriate input from the contractor who will be appointed 
to carry out and schedule the works. Furthermore, it is appropriate that the Project Supervisor Construction 
Stage (PSCS), when appointed, should have an active role in the preparation/review of the Traffic Management 
Plan.  
 
This plan should be read in conjunction with Chapter 11 of the EIAR.  
 
The contractor is required to prepare the necessary Site-Specific Traffic Management Plans prior to the 
construction works commencing in accordance with Chapter 8 of the Traffic Signs Manual 2019 and subject to 
load permits.  
 

http://www.fehilytimoney.ie/


CLIENT:  Barna Wind Energy (B.W.E.) Ltd. & Arran Windfarm Ltd 
PROJECT NAME:  Barnadivane Wind Farm, Co. Cork - Construction and Environmental Management Plan (CEMP) 
SECTION: 4 – Environmental Management Plan 
 

P21-143 www.fehilytimoney.ie Page 48 of 75 

The contractor will be responsible for the implementation of all agreements between the developer and the 
County Council and local residents with the objective that the transportation needs for the proposed project 
will have a minimal impact on the road network and local communities. 
 
As with any construction development project, the transport of materials onto the site will give rise to increased 
traffic and associated impacts. However due to the very nature of construction these impacts will be temporary.  
 
Construction traffic will require regular access to the site at varying times throughout the construction phase. 
The aim of this TMP is to put in place procedures to manage traffic effectively on site and in the immediate 
vicinity of the Proposed Project, to ensure the continued movement of traffic on the public roads and to 
minimise disturbance during transportation of materials particularly oversize loads. The correct implementation 
of this TMP will ensure that appropriate procedures are in place to minimise any effects on the safety and 
movement of the general public. 
 
Prior to the commencement of construction, the TMP will be reviewed by the main contractor (and any sub-
contractors) and will be updated as necessary.  
 
 
General Traffic Management Measures 
 
General measures that shall be addressed in the TMP shall include: 
 

Traffic Management Co-Ordinator – A dedicated Traffic Management Coordinator will be appointed 
for the duration of the project and this person will be the main point of contact for all matters relating 
to traffic management on the project.  
Roads and Routes: The final TMP will clearly identify roads that will be used to access the project site 
and roads that are not to be used. Turbine component and quarry material deliveries shall use the N22, 
R585 and L6008 at Gortadinnaghboght and the L6007 through Lackereagh. 
One-way Systems: as some of the local roads are relatively narrow, the roads authority may want to 
introduce a system of one-way construction traffic movements during the construction of the 
development. Any such one-way systems will be identified in the construction stage TMP in agreement 
with the roads authority.  
Road Condition Survey: a pre-condition survey will be carried out on all public roads that will be used 
in connection with the development to record the condition of the public roads in advance of 
construction commencing. A post-construction survey will also be carried out after the works are 
completed. The specification and timing of the surveys will be agreed with the roads authority. Joint 
surveys shall be completed if the roads authority requests. Local sections of the TDR will be upgraded 
prior to construction starting. 
Road Reinstatement: All roads will be reinstated expeditiously on completion of the construction 
works. Roads will be reinstated to their pre-works condition or better and to the satisfaction of the 
roads authority.  
Site Inductions: All workers will receive a comprehensive site induction which will include a section on 
traffic management and clear guidance on the routes to be used/not used to access the site.  
24-Hour Emergency Contact: a 24-hour emergency phone number will be maintained for the duration 
of the construction works and the number will be noted on temporary signage at the site entrance for 
the wind farm site. 
Traffic Management Guidance: all necessary temporary traffic management will be planned and 
executed in accordance with best practice, including Chapter 8 of the Traffic Signs Manual published by 
the Department of Transport in 2019. 
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Community Liaison: A project website will be in place for the duration of the project’s construction 
phase which will include regular project programme status updates, contact details, facilities for 
community feedback/observations as well as a complaints procedure. A community liaison will be 
appointed by the contractor in advance of the commencement of the construction phase who will have 
responsibility for consulting with members of the public and act as a first point of contact for the project 
management team. Letter drops will be carried out to notify members of the public living near the 
proposed site to advise them of any particular upcoming traffic related matters e.g. temporary 
lane/road closure or delivery of turbine components.  
Signage: Clear signage relating to the development, both temporary and permanent, will be provided 
for accessing the site. 
Road Sweeping: Appropriate steps will be taken to prevent soil/dirt generated during the works from 
being transported on the public road.  When, if necessary, a road sweeper will be used to maintain the 
public roads in a clean condition during the construction activities of the project. 
Site Entrances: The entrances to the site will be secured when the site is not in use. When necessary, a 
flagman will be used to assist traffic movements at the site entrance or in other areas as required. For 
example, during turbine blade and tower deliveries. 
Abnormal Load Deliveries: Abnormal loads will require an abnormal load permit prior to delivery and 
will be delivered mostly at night time as agreed with local authority and An Garda Siochána. 

 
 
Traffic management measures proposed for the consented 38kV grid connection cable route ‘alternative grid 
connection route (AGCR)’ (CCC reference: 15/730; ABP reference: PL04.246353) are outlined in the CEMP, it 
includes the following:  
 

• A traffic management plan will be set up prior to any works commencing.  

• A road opening license will be obtained where required and any conditions complied with.  

• The road way will be maintained in clean condition at all times. 

• Topsoil will be permanently reinstated where required or Clause 804 stone used to finish the trench on 
grass margins where appropriate to give a more trafficable surface. 

• Where possible joint bays will be located in areas where there is a natural widening/wide grass margin 
on the road in order to accommodate easier construction, cable installation and create less traffic 
congestion. During construction the joint bay locations will be completely fenced off and will be 
incorporated into the traffic management system. 

 
 
Construction Plant and Vehicles 
 
The typical construction plant and vehicles used as part of the construction of a wind farm are as follows (non-
exhaustive):  
 

• Hydraulic Excavators 
• Dump Trucks 
• General construction delivery vehicles (e.g. steel reinforcement bar, electrical components etc.)  
• Concrete trucks and pumps 
• Cranes of various lifting capacities (up to 1000 tonnes) 
• Oversized articulated delivery vehicles (for turbine component transport) 
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• Site Jeeps (off-road 4x4 all purpose vehicles)  
• Private vehicles of those employed on site for the construction phase. 

 
 
It should be noted however that final selection of construction plant and vehicles may vary depending on 
suitability, availability, contractor’s choice, etc. 
 
Plant operators will be responsible for the upkeep and maintenance of construction plant and vehicles, ensuring 
good working order prior to use. Should emergency maintenance need to be carried out on site, this will be 
carried out at a designated area away from sensitive receptors and will ensure that a spill kit is nearby. 
 
 
Construction commencement dates are yet to be confirmed at this stage; these will be made known to the 
Planning Authority by way of formal Commencement Notice.  
 
 
Construction Compound 
 
The location of the construction compound is shown on the site layout, Figure 1-2. 
 
 
Consultation and Notification  
 
An Garda Síochána 
 
The Transport Management Plan shall be finalised following the appointment of the contractor for the main 
construction works.  
 
The contractor will liaise directly with An Garda Síochána in relation to the plan. Any concerns/requirements 
they have will be incorporated into the plan. This may include details in relation to the escorting of oversized 
loads. 
 
The necessary permits (including approved route permits) will be applied for and obtained from An Garda 
Síochána. 
 
 
Cork County Council 
 
The contractor will liaise directly with the County Council in relation to the plan. Any concerns/requirements 
they have will be incorporated into the plan. The contractor will also liaise with Limerick County Council , as 
necessary, along the final turbine delivery route.  
 
The necessary permits (including standard permits) will be applied for and obtained from the relevant local 
authorities. 
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Local Residents 
 
The following measures will be used to communicate the necessary information to the households along the 
local road to be used as a haul road: 
 

• Information signs will be erected in advance of the construction/transportation works. 

• A flyer drop will be carried out to advise households along the local road leading to the site in relation 
to the programme of construction works and especially in relation to oversized load movements.  

• Residents will be consulted with regarding the development of plans for the project. 

• Contact details for a Liaison Officer will be provided so that any concerns can raised, logged and be 
easily channelled to the Developer to be dealt with. 

• A project website will be in place for the duration of the project’s construction phase which will include 
regular project programme status updates, contact details, facilities for community 
feedback/observations as well as a complaints procedure. 

 
 
Complaints will be entered into the site complaints log and the relevant site environmental officer will arrange 
to meet with those affected. The situation will be acted upon immediately and reviewed by the Project 
Manager.  
 
 
Key Personnel and Responsibility 
 
Once prepared and agreed with the local County Council and An Garda Síochána the contractor will implement 
the project specific Traffic Management Plan (TMP).  
 
Please note that some items in this plan can only be finalised with appropriate input from the contractor who 
will carry out and schedule the works. Furthermore, it is appropriate that the Project Supervisor Construction 
Stage (PSCS), when appointed, should have an active role in the preparation/review of the Traffic Management 
Plan. 
 
Typically, the following members of the contractors’ staff will have responsibility for adherence to the TMP as 
follows: 
 
Traffic Management Coordinator The Traffic Management Coordinator will be responsible for 

maintaining regular contact with An Garda Síochána, The local County 
Council, the statutory bodies and the client concerning traffic control, 
interference with services and co-ordination of crossings at roads, 
rivers and railways.  

 
The Transport Officer will contact the relevant bodies in relation to 
develop method statements prior to the work taking place. The 
Transport Officer will be responsible for instructing the Construction 
Manager, Foreman and all other personnel on the information in the 
agreed method statement prior to the work commencing and ensuring 
that the method statement is adhered to.  
 

The Transport Officer will be responsible for ensuring that the Traffic 
Management Plan will be implemented in full. 
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Safety Officer The Safety Officer will be responsible for implementing all safety requirements 
detailed in the Project Safety Plan. Ensure that all operatives receive site safety 
induction prior to commencing work on site.  They will ensure that all plant, 
particularly lifting equipment, on site has the relevant certification and are 
checked regularly by a competent person. The Safety Officer will carry out 
safety audits and checks on a regular basis and amend procedures where 
necessary.  

 
Construction Manager The Construction Manager will be responsible for overall supervision of the 

operations to ensure they are constructed in a safe and efficient manner. He 
will ensure that sufficient resources are available to meet the programme and 
that the necessary information is provided to the appropriate staff.  

 
Foreman The Foreman is responsible for ensuring that the crew carry out the work in 

accordance with the method statement and contract specifications and 
drawings using good working practices in a safe manner. He will supervise 
construction personnel ensuring their competence. He will check all plant and 
equipment on a regular basis ensuring it is maintained and in good working 
order. 

 
 
Wind Turbine Generator Deliveries 
 
The components of 6 no. wind turbines  will be transported by road to the Wind Farm Site for on-site assembly, 
using the access route outlined in Section 3.1.4.  
 
Wind turbine component deliveries, cranes and all large plant associated with turbine installations will use the 
TDR.  
 
The impact of the deliveries on traffic is mitigated by delivering components during off-peak or night-time 
deliveries.  
 
Mitigation measures proposed for the turbine delivery route also include: 
 

Programme of Deliveries: a programme of deliveries will be submitted to the road’s authority in 
advance of deliveries of turbine components to the site. The programme will include details of the dates 
and times of each component delivery along with the route to be taken.  
Turbine component deliveries will be carried out during off-peak times and will be done using a convoy 
and a specialist heavy haulage company. 
Garda Escort: Turbine deliveries will be escorted by An Garda Siochána. This will ensure the impacts of 
the turbine deliveries on the existing road network are minimised.  
Reinstatement: Any area affected by the works to facilitate turbine delivery will be fully reinstated to 
its original condition. 

Consultation: Consultation with the local residents and Cork County Council will be carried out in 
advance to manage turbine component deliveries. 

 
 
The location of temporary accommodation works associated with turbine deliveries are shown in Figure 3-1. 
Swept path analysis drawings showing turbine component manoeuvres can be found in Chapter 11 of the EIAR.  
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It is proposed that deliveries will be made to the site in convoys of 5 vehicles at a time with escorts at the front 
and rear operating a “stop and go” system.   
 
It is proposed that the large turbine components, including the blades, tower sections and nacelles, will be 
transported to the site in one convoy of 3 vehicles per night.  In order to transport the 48 abnormally large 
components to the site it will take 16 convoys spread over 4 nights per week for 4 weeks to complete.  On a 
further 6 days the remaining equipment required during this phase will be delivered to the site using standard 
HGVs.   
 
It is now common practice that deliveries of the abnormally sized loads are made during night time hours when 
impacts to the existing traffic is significantly reduced. 
 
 
Restricted Public Road Use by Construction Traffic 
 
The local authority may impose restrictions on the use of some local roads. These will be agreed in liaison with 
Cork County Council prior to construction, as well as specific signage requirements for construction works. 
 
Some of the existing local roads are narrow, and to this effect, one-way delivery and access route systems may 
be employed to mitigate against unsuitable two-way construction traffic.  
 
Using local roads is unavoidable, however, introducing a one-way system where necessary and restricting 
construction traffic access to a small number of roads will minimise disruption to the local community.  
 
Materials will be delivered to site via the indicative haul routes. 
 
 
Road Closures, Diversions and Safety Measures for Road Crossings 
 
It is envisaged that road closures will be necessary for the carrying out portions of cable trenching within the 
public road. The consent of Cork County Council will be required and the necessary road diversions together 
with the appropriate signage will be put in place. As there is a good network of local roads, it is anticipated that 
there are a number of options available for diverting traffic which will allow flexibility during this process of 
construction and maintain local access at all times during this element of the works. 
 
It is proposed to maintain local access at all times during this element of the works. It is proposed that all access 
points (domestic, business, farm) are considered when finalising the temporary road closures and diversions. 
Diversion signage will also be included. 
 
Safety measures for road users adjacent to deep excavations, such as temporary concrete barriers will be 
detailed for Trenchless Road Crossings in advance of construction and agreed with Cork County Council. 
 
Temporary signage and traffic management for works in rural single carriageway roads in accordance with 
Chapter 8 of the Traffic Signs Manual is shown in Figure 4-1 and Figure 4-2. 
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Figure 4-1: Stop and Go Traffic Control Signage for Single Carriageway Rural Road 

 
 

 
Figure 4-2: Temporary Traffic Signals Control for Works in Single Carriageway Rural Roads 

 
 
Road Cleaning 
 
Public roads shall be kept free of mud, dust, spillages and debris from the construction site, construction plant 
or haulage vehicles. Any necessary measures shall be put in place at the site entry/exit points. 
 
 
Carriageway/ Road Reinstatement 
 
It is anticipated that the proposed haul routes will be capable of accommodating the construction traffic 
associated with the project. In the event that there are concerns around the structural capacity of a road on a 
proposed haul route, a structural survey shall be carried out to determine suitability of the existing roads to 
carry the loading. Where the structural survey indicates that a proposed haul route is not in a suitable condition, 
details of any upgrading works required shall be submitted to Cork County Council for approval. The developer 
shall upgrade the road or junction in advance of haulage operations.  
 
A pre-condition survey of haul routes, consisting of a video survey and photographs shall be carried out and a 
copy submitted to Cork County Council.  
 
Any damage caused to the road shall be repaired to its previous condition, to the satisfaction of Cork County 
Council. Any defects that appear during the haulage period shall be rectified by the project owner. 
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4.4 Environmental Management Team - Structure and Responsibility 
 
A preliminary organisation chart is included in Figure 4-3. Revisions to the project organisation chart shall be 
controlled independently of this plan following the appointment of the Contractor for the main construction 
works. 
 
The Contractor’s Project Manager will be responsible for the delivery of all elements of the Environmental 
Management Plan.  
 
The Contractor’s Project Manager will retain all responsibility for issuing, changing and monitoring the 
Environmental Management Plan throughout.  
 

 
Figure 4-3: Project Management Team Organogram 

 
 
 
4.5 Training, Awareness and Competence 
 
All site personnel will receive environmental awareness information as part of their initial site briefing.  The 
detail of the information should be tailored to the scope of their work on site.   
 
The contractor for the main construction works may decide to conduct the environmental awareness training 
at the same time as Health and Safety Training (often referred to as Site Inductions). 
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This will ensure that personnel are familiar with the environmental aspects and impacts associated with their 
activities, the procedures in place to control these impacts and the consequences of departure from these 
procedures. 
 
The CEMP will be available in the main site compound during the project.  The environmental performance at 
the site is on the agenda of the monthly project management meetings for the project.   
 
Elements of the CEMP will be discussed at these meetings including objectives and targets, the effectiveness of 
environmental procedures etc.  Two-way communication will be encouraged by inviting all personnel to offer 
their comments on environmental performance at the site. 
 
 
 
 

4.6 Environmental Policy 
 
The contractor is responsible for preparing and maintaining an Environmental Policy for the site.  The policy 
should be appropriate to the project, commit to continuous improvement and compliance with legal 
requirements and provide a framework for objectives and targets.  This will be communicated to all site 
personnel and will be available on site notice boards.  
 
 
 
4.7 Register of Environmental Aspects 
 
The contractor is responsible for preparing and maintaining a Register of Environmental Aspects pertaining to 
the site.  This register will identify the environmental aspects associated with activities onsite and determine 
which aspects have or can have a significant impact on the environment.   
 
 
 
4.8 Register of Legislation 
 
The contractor is responsible for preparing and maintaining a register of key environmental legislation 
pertaining to the site. This register will reference all current environmental legislation and will be inspected, 
reviewed and updated regularly to ensure compliance.   
 
 
 
4.9 Objectives and Targets 
 
Objectives and targets are required to be set to ensure that the project can be constructed and operated in full 
accordance with the EIAR, planning conditions and legislative requirements, with minimal impact on the 
environment.  
 
Environmental objectives are the broad goals that the contractor must set in order to improve environmental 
performance. Environmental targets are set performance measurements (key performance indicators or KPI’s) 
that must be met in order to realise a given objective. 
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4.10 Non-Conformance, Corrective and Preventative Action 
 
Non-Conformance Notices will be issued where there is a situation where limits associated with activities on 
the project are exceeded, or there is an internal/external complaint associated with environmental 
performance. 
 
Non-Conformance is the situation where essential components of the EMS are absent or dysfunctional, or 
where there is insufficient control of the activities and processes to the extent that the functionality of the EMS 
is compromised, in terms of the policy, objectives and management programmes.  A Non-Conformance register 
should be controlled by the contractor. 
 
The EMS and all its components must conform to the EMP. In the event of non-conformance with any 
of the above, the following must be undertaken: 
 

• Assess cause of the non-compliance; 

• Develop a plan for correction of the non-compliance; 

• Determine preventive measures and ensure they are effective; 

• Verify the effectiveness of the correction of the non-compliance; 

• Ensure that any procedures affected by the corrective action taken are revised accordingly. 
 
 
Responsibility must be designated for the investigation, correction, mitigation and prevention of non-
conformance. 
 
 
 
4.11 EMS Documentation 
 
The Contractor is required to keep the following documentation in relation to the environmental management 
of the project (as a minimum): 
 

• Construction Environmental Management Plan 
• Register of Environmental Impacts 
• Register of Planning Conditions 
• Monitoring Records 
• Minutes of Meetings 
• Training Records 
• Audit and Review Records. 

 
 
All these documents and records are to be available for inspection in the site office. The documentation shall 
be to date and shall be reviewed on a regular basis with revisions controlled in accordance with the site quality 
plan.  
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4.12 Control of Documents 
 
The Contractor will establish, implement and maintain a procedure to control CEMP documents and records so 
they are clearly identifiable, organised, current, easily located and revised when necessary.   
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5.  SAFETY & HEALTH MANAGEMENT PLAN 
 
 
5.1 Introduction 
 
This Safety and Health Management Plan (SHMP) defines the work practices, procedures and management 
responsibilities relating to the management of health and safety during the design, construction and operation 
of the Barnadivane Wind Farm and Substation and shall be read in conjunction with the Preliminary Safety & 
Health Plan prepared for the project by the Project Supervisor for the Design Process.  The Safety and Health 
Management Plan for the construction stage shall be finalised in accordance with this plan following the 
appointment of the contractor for the main construction works.   
 
This SHMP describes how the contractor for the main construction works will implement a site Safety 
Management System (SMS) on this project to meet the specified contractual, regulatory and statutory 
requirements, environmental impact statement and natura impact statement mitigation measures and 
planning conditions.  It is the contractor’s responsibility to implement an effective SMS to ensure that the 
developer’s safety requirements for the construction of this project are met. 
 
All site personnel will be required to be familiar with the requirements of the safety management plan as related 
to their role on site. The plan describes the project organisation and sets out the health and safety procedures 
that will be adopted on site. 
 

• The SHMP is a controlled document and will be reviewed and revised as necessary. 

• A copy of the SHMP will be located on/near the site H&S notice board. 

• All employees, suppliers and contractors whose work activities cause/could cause impacts on the 
environment will be made aware of the SHMP and its contents. 

 
 
 
5.2 Project Obligations 
 
The construction of the Proposed Wind Farm will impose numerous safety management obligations on the 
developer, designer and contractor.  As well as statutory obligations, there are several specific obligations set 
out in the EIAR and in the planning conditions for the Proposed Wind Farm and Substation. These obligations 
are set out below. The contractor for the main construction works and all its sub-contractors are to ensure that 
they are fully aware of and in compliance with these safety obligations. 
 
 
5.2.1 EIA Obligations 
 
EIAR obligations are described in Section 4.2.1. 
 
 
5.2.2 Planning Permission Obligations 
 
Planning permission obligations will be fully outlined in the Contractor’s CEMP.  
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5.2.3 Statutory Obligations 
 
The Safety, Health and Welfare at Work Act 2005 (as amended) and the Safety, Health and Welfare at Work 
(Construction) Regulations 2013 (as amended) place a responsibility on the Developer as the “Client”, the 
Designer, the Project Supervisors and the Contractor. 
 
The Client must: 
 

• Appoint a competent and adequately resourced Project Supervisor for the Design Phase (PSDP). 

• Appoint a competent and adequately resourced Project Supervisor for the Construction Stage (PSCS). 

• Be satisfied that each designer and contractor appointed has adequate training, knowledge, experience 
and resources for the work to be performed. 

• Co-operate with the project supervisor’s and supply necessary information. 

• Keep and make available the safety file for the completed structure. 

• Provide a copy of the safety and health plan prepared by the PSDP to every person tendering for the 
project. 

• Notify the Authority of the appointment of the PSDP. 
 
 
Designers must: 
 

• Identify any hazards that their design may present during construction and subsequent maintenance. 

• Eliminate the hazards or reduce the risk. 

• Communicate necessary control measures, design assumptions or remaining risks to the PSDP so they 
can be dealt with in the safety and health plan. 

• Co-operate with other designers and the PSDP or PSCP. 

• Take account of any existing safety and health plan or safety file. 

• Comply with directions issued by the PSDP or PSCS. 
 
 
The PSDP must: 
 

• Identify hazards arising from the design or from the technical, organisational, planning or time related 
aspects of the project. 

• Where possible, eliminate the hazards or reduce the risks. 

• Communicate necessary control measure, design assumptions or remaining risks to the PSCS so they 
can be dealt with in the safety and health plan. 

• Ensure that the work of designers is coordinated to ensure safety. 

• Organise co-operation between designers. 

• Prepare a written safety and health plan for any project and deliver it to the client prior to tender. 

• Prepare a safety file for the completed structure and give it to the client. 
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The PSCS must: 
 

• Co-ordinate the identification of hazards, the elimination of the hazards or the reduction of risks during 
construction. 

• Develop the Safety and Health Plan initially prepared by the PSDP before construction commences. 

• Co-ordinate the implementation of the construction regulations by contractors. 

• Organise cooperation between contractors and the provision of information. 

• Co-ordinate the reporting of accidents to the Authority. 

• Notify the Authority before construction commences. 

• Provide information to the site safety representative. 

• Co-ordinate the checking of safe working procedures. 

• Co-ordinate measures to restrict entry on to the site. 

• Co-ordinate the provision and maintenance of welfare facilities. 

• Co-ordinate arrangements to ensure that craft, general construction workers and security workers have 
a Safety Awareness card, e.g. Safe Pass and a Construction Skills card where required. 

• Co-ordinate the appointment of a site safety representative where there are more than 20 persons on 
site. 

• Appoint a safety adviser where there are more than 100 on site. 

• Provide all necessary safety file information to the PSDP. 

• Monitor the compliance of contractors and others and take corrective action where necessary. 

• Notify the Authority and the client of non-compliance with any written directions issued. 
 
 
The Contractor must: 
 

• Co-operate with the PSCS 

• Promptly provide the PSCS with information required for the safety file. 

• Comply with directions of the project supervisors. 

• Report accidents to the Authority and to the PSCS where an employee cannot perform their normal 
work for more than 3 days. 

• Comply with site rules and the safety and health plan and ensure that your employees comply. 

• Identify hazards, eliminate the hazards or reduce risks during construction. 

• Facilitate the site safety representative. 

• Ensure that relevant workers have a safety awareness card and a construction skills card where 
required. 

• Provide workers with site specific induction. 

• Appoint a safety officer where there are more than 20 on site or 30 employed. 

• Consult workers with site specific induction. 

• Monitor compliance and take corrective action. 
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Consequently, at all stages of the project there are statutory requirements for the management of safety, health 
and welfare of all involved in or affected by the development. This CEMP and specifically the SHMP address key 
construction management issues associated with the Proposed Wind Farm. This plan will be developed further 
at the construction stage, on the appointment of the Contractor for the main construction works. 
 
 
5.2.4 The Management of Health and Safety during the Design Process 
 
Fehily Timoney & Company (FT) has been appointed Project Supervisor for the Design Process (to prepare the 
Environmental Impact Assessment Report and planning application for the Proposed Development). FT is 
competent to fulfil this role in accordance with the Safety, Health and Welfare at Work (Construction) 
Regulations, 2013.  Health and safety are a major priority for FT and FT adopts health and safety practices that 
are an inherent part of a safe and sustainable business.  FT’s objective is to provide a safe and healthy work 
environment for all and to meet our duties to clients, contractors and members of the public.  
 
It is FT’s policy to comply fully with all health and safety legislation, in particular the Safety, Health and Welfare 
at Work Act, 2005, Safety, Health and Welfare at Work (General Application) Regulations 2007, and the Safety, 
Health and Welfare at Work (Construction) Regulations 2013. 
 
FT has developed in-house procedures to ensure, so far as is reasonably practicable, that all projects: 
 

• are designed to be capable of being constructed to be safe/ without risk to health;  

• can be operated and maintained safely and without risk to health during use; and  

• comply in all respects, as appropriate, with the relevant statutory enactments and instruments.  
 
 
These procedures include effective risk management procedures involving the identification and evaluation of 
risks and the development of mitigation measures to eliminate (where possible) or reduce those risks during 
the life-cycle of the project.  The FT team is committed to health and safety and shares responsibility for 
managing risk at all stages of a project.   
 
All work by FT is undertaken in a competent and efficient manner taking account of the general principles of 
prevention to safeguard the safety, health and welfare of construction & maintenance workers and other third 
parties. 
 
The FT procedures for the management of safety during the design process are outlined in the in-house 
procedure PP09 “Health and Safety Requirements in Design Projects” and is adhered to on all design projects. 
 
The purpose of this procedure is to define the requirements for the management of health & safety during 
design projects, to ensure compliance with The Safety, Health and Welfare at Work (Construction) Regulations 
2013 (as amended). 
 
The procedure includes standard forms which are used to communicate health and safety considerations within 
the design team and also guidelines which develop the company’s health and safety procedure and outline the 
company’s responsibilities for health and safety during the design process.   
 
The procedure addresses health and safety issues at all stages of a project, from the preliminary design through 
to commissioning and operation.  By establishing a chain of responsibility each party is clear on their role and 
obligations from a health and safety perspective.   
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Risk assessments are carried out, at preliminary and detailed design stages by every discipline involved in the 
design.  Each risk assessment is prepared by the designers and reviewed by the Health and Safety Facilitator for 
the project.   
 
Risk assessments are used to identify hazards and assess risk at all stages during the life of the project including 
the construction & maintenance stages.   
 
A Health and Safety Facilitator for the Design Process (HSF) is appointed on all projects where FT are the Project 
Supervisor for the Design Process (PSDP).   
 
Health & Safety Facilitators are selected from the senior ranks of FT design staff to ensure they have the 
required knowledge, experience and training to carry out the role.   
 
Meetings will be held between the HSF and relevant design personnel to collate all the risk assessments and 
other pertinent information and to discuss any issues relating to health and safety and ensure the 
constructability of the designs.  The minutes of these meetings are circulated to the entire design team 
complete with actions allocated to the designers as appropriate.  At such a meeting a “Construction Risk 
Analysis” form is completed which forms the basis for the Preliminary Safety & Health Plan.  This document 
outlines the particular, significant and residual risks and in addition specific construction methods or sequences 
assumed during the design.  Special requirements for maintenance envisaged at design stage are also included.   
 
A Designers Safety File shall be kept and maintained during the design.  All design criteria adopted, and safety 
& health information required for the Safety File shall be kept in this file which is maintained by the HSF and is 
the pre-cursor to the Safety File.  The information required from the Contractor/ PSCS for inclusion in the Safety 
File is specified at tender stage in the Preliminary Safety and Health Plan.   
 
This information from the PSCS & Contractor(s) and the Designers Safety File is used to compile the Safety File 
in the latter stages of a contract and formally issued to the Client on completion of the contract. 
 
FT promotes a collaborative approach to health and safety on site where the Client, PSDP, Designers, 
Contractors and PSCS co-operate with each other and share information.  Joint site safety audits and/or walk-
downs are carried out as part of this collaboration and safety is monitored and addressed on site on an ongoing 
basis.  The regular safety meetings are held to document this ongoing co-operation, get an over-view of works 
currently in hand onsite and about to commence and share information.   
 
 
5.2.5 The Preliminary Safety and Health Plan 
 
In accordance with the requirements of the Safety, Health & Welfare at Work (Construction) Regulations 2013 
(as amended) a Preliminary Safety & Health Plan will be required as part of the design process.  This plan will 
be further developed by the PSCS on appointment and maintained as a live document during construction and 
commissioning of the development.   
 
The safety and health plan is required to include the following information: 
 

• a general description of the project; 

• details of other work activities taking place on site; 

• works involving particular risks; 

• the timescale for the project and the basis on which the time frame was established; 
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• conclusions drawn by designers and the PSDP having taken into account the General Principles of 
Prevention and any relevant Safety and Health Plan or Safety File; 

• the location of electricity water and sewage connections so as to facilitate early establishment of 
welfare facilities. 

 
 
In accordance with the PSDP’s procedures the Preliminary Safety & Health Plan for the proposed Barnadivane 
Wind Farm and Substation should include the following sections and subsections to ensure the PSCS is aware 
of the health and safety issues at tender stage and enable them to price accordingly: 
 
 
Preamble: 
 
1 General Project Information: 

1.1 Title 
1.2 Description of Project  
1.3 Employer 
1.4 Designers / Other Consultants 
1.5 Project Supervisor Design Process (PSDP) 
1.6 Drawings, Specifications and Other Documents 
1.7 Intended Contract Commencement Date 
1.8 Intended Contract Completion Date 
1.9 Basis for Contract Duration 
1.10 Restrictions on Working Hours 
1.11 Notification of Project 
1.12 Termination of the PSCS Appointment 

 
2 The Existing Environment: 

2.1 Site Location 
2.2 Relevant Adjoining Land Uses 
2.3 Site Restrictions 
2.4 Restrictions on Access 
2.5 Hazardous Area Classification 
2.6 Existing Services 
2.7 Ground Conditions 
2.8 Existing Hazards 
2.9 Liaison with Statutory Bodies 

 
3 Other Work Activities: 

3.1 Other Contracts Which May Affect Work 
3.2 Occupation of Site 
3.3 Building Activities 
3.4 Other Work Activities 
3.5 Emergency Procedures in Place on Site  
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4 Particular and Residual Risks: 
4.1 Works Which Puts Persons at Work at risk 
4.2 Work Which Puts Persons at Risk from Chemical or Biological Substances 
4.3 Work with Ionising Radiation 
4.4 Work near High Voltage Power Lines 
4.5 Work Exposing Persons at Work to the Risk of Drowning 
4.6 Work on Wells, Underground Earthworks and Tunnels 
4.7 Work Carried Out by Divers at Work Having a System of Air Supply 
4.8 Work Carried Out in a Caisson with a Compressed Air Atmosphere 
4.9 Work Involving the Use of Explosives 
4.10 Work Involving the Assembly or Dismantling of Heavy Prefabricated Components 
4.11 Work Involving Hazardous Material 
4.12 Residual Risks 

 
5 Additional Information: 

5.1 Existing Documents 
5.2 Site Possession 
5.3 Site Rules 
5.4 Site Specific Safety Objectives 
5.5 Phasing of Works 
5.6 Permits / Authorisation Required 
5.7 Maintenance 
5.8 Continuing Liaison 
5.9 Specific Recommendations 

 
6 Information Required for Safety File: 

6.1 Information Required for Safety File from PSCS 
 
 
5.2.6 The Management of Health and Safety during the Construction Phase 
 
The selection criteria for the Contractor for the works will be based on the ability to construct the works in a 
manner that will not endanger the safety, health and welfare of any parties and competence to fulfil the role 
of PSCS.   
 
The contract will be awarded on the basis of assessment of the candidates against relevant health and safety 
criteria including experience of similar projects, knowledge of the construction processes involved and training 
of their management and staff who will be involved in carrying out the works.   
 
 
5.2.7 The Construction Stage Safety and Health Plan 
 
In accordance with the requirements of the Safety, Health & Welfare at Work (Construction) Regulations 2013 
(as amended) the preliminary Safety & Health Plan prepared by the PSDP will be further developed by the PSCS 
before the commencement of the construction work and updated on a regular basis during the construction 
phase of the project.  
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The document will include the following sections and subsections to ensure the management of health and 
safety during the construction phase of the project: 
 
1. Description of Project: 

• Project description and programme details 
• Details of client, PSDP and PSCS, designers 
• Main contractor and other consultants 
• Extent and location of existing records and plans 
• Arrangements for communicating with Contractors, PSDP and others as appropriate. 

 
2.  Communication and Management of the Work: 

• Management structure and responsibilities 
• Safety and health goals for the project and arrangements for monitoring and review of safety 

and health performance 
• Arrangements for: 

o regular liaison between parties on site 
o consultation with the workforce 
o the exchange of design information between the Client, Designers, Project Supervisor 

for the Design Process, Project Supervisor Construction Stage and Contractors on site 
o handling design changes during the project 
o the selection and control of contractors 
o the exchange of safety and health information between contractors 
o security, site induction, and on-site training 
o welfare facilities and first aid 
o the production and approval of risk assessments and method statements 
o the reporting and investigation of accidents and other incidents (including near misses) 

• Site rules 
• Fire and emergency procedures 

 
3.  Arrangements for Controlling Significant Site Risks: 

• Safety risks 
o services, including temporary electrical installations 
o preventing falls 
o work with or near fragile materials 
o control of lifting operations 
o dealing with services (water, electricity and gas) 
o the maintenance of plant and equipment 
o poor ground conditions 
o traffic routes and segregation of vehicles and pedestrians 
o storage of hazardous materials 
o dealing with existing unstable structures 
o accommodating adjacent land use 
o other significant safety risks 
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• Health risks: 
o removal of asbestos 
o dealing with contaminated land 
o manual handling 
o use of hazardous substances 
o reducing noise and vibration 
o other significant health risks 

 
 
The construction stage safety and health plan will be maintained on site by the PSCS and will be communicated 
to all relevant parties on an ongoing basis through inductions, site safety meetings and toolbox talks etc. as 
required. 
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6.  EMERGENCY RESPONSE PLAN 
 
 
6.1 Introduction 
 
This chapter of the CEMP presents an Emergency Response Plan for the proposed project.  The Emergency 
Response Plan shall be finalised in accordance with this plan following the appointment of the contractor for 
the main construction works and following detailed design development.   
 
This Emergency Response Plan contains predetermined guidelines and procedures to ensure the safety, health 
and welfare of everybody involved in the project and to protect the environment during the construction phase 
of the Proposed Wind Farm.  This outlines the immediate response to an emergency situation and will be 
developed by the main construction works contractor and PSCS as part of their construction stage Safety and 
Health Plan. 
 
An emergency is any disruptive or harmful event that endangers people, environment, property or assets. 
Emergencies can be small, as in a fire contained by employees using firefighting equipment or large, as in 
damage resulting from a storm. 
 
In the context of the Barnadivane Wind Farm and Substation, examples of Emergency Response Plan emergency 
events are: 
 

• medical emergency 
• explosion 
• overheated equipment 
• chemical and fuel spill 
• fire 
• loss of power 
• vehicle incidents 
• land slippage 

 
 
Example sources of emergency or disaster events are: 
 

• unstable/inappropriate stockpiles on site 
• faulty or incorrect use of equipment 
• falls from height 
• storm/adverse weather 
• power failure 
• fuel spill 
• road failure 
• serious vehicle collisions or overturning 
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6.2 Emergency Response Plan 
 
An emergency response plan deals with the immediate physical effects of a disaster and outlines the initial 
response.   
 
 
6.2.1 Emergency Response Liaison 
 
The contractor/PSCS will designate an individual to serve as the Emergency Response Liaison for this project. 
The emergency response liaison will coordinate the emergency response for the duration of any emergency at 
or nearby the project site.  
 
Cork County Council, An Garda Síochána and the HSE Ambulance Co-ordinator will be provided with the 
construction programme and the onsite contact information from the Emergency Response Liaison prior to 
construction.  
 
The Emergency Response Liaison will be immediately reachable at all times during project construction. The 
Liaison will coordinate with the above agencies to establish emergency procedures for access to and within the 
site in the event of an emergency. 
 
 
6.2.2 Reporting Emergencies 
 
In the event of fire, storm, flood, serious injury or other emergency, contact: 
 

ALL ON SITE EMERGENCIES DIAL 999 
 
 
6.2.3 Designated Responder 
 
A map depicting turbine tower locations with the emergency meeting point will be furnished to Cork County 
Council Fire Department and HSE ambulance co-ordinators.   
 
Upon arrival on the scene, the senior EMS Officer will set up the incident command structure. The Emergency 
Response Liaison and all contractor’s personnel will cooperate with directions of the incident commander and 
assist as directed. 
 
 
The nearest emergency services, ambulance and Accident & Emergency (A&E) facilities are: 
 

Service: Contact Details: 

Accident & Emergency (A&E) Cork University Hospital (021) 4922000 

Ambulance Service Dial 112 or 999 

Fire Services Dial 112 or 999 
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Service: Contact Details: 

Garda Station Crookstown Garda Station 021 7336002 

District HQ: Macroom Garda Station 026 20597 

Divisional HQ: Anglesea Street Garda Station  021 4522000 

 
 
Each member of the contractor’s site team who are First‐Aid and Cardiopulmonary Resuscitation (CPR) trained 
personnel will be identifiable with a hard hat sticker indicating their training. 
 
 
6.2.4 Emergency Alarm 
 
The emergency alarm will be raised on site as soon as an emergency situation is detected, the alarm will be 
identified (contractor to check those that apply): 
 

 Air 
Horn  Radio  Voice  Hand 

Signals  Siren 

 
 
6.2.5 Emergency Reporting 
 
In the event of an emergency the nearest supervisor with radio equipment/mobile phone will be notified.  The 
degree of emergency will be reported to the Emergency Response Liaison who will contact the Emergency 
Services and request the appropriate emergency service. 
 
 
6.2.6 Medical Protocol 
 
In the event of a major medical emergency, the emergency centre (999) will be notified and an ambulance and 
emergency medical team will respond to the scene.  All major medical cases require professional (ambulance) 
transportation.  In the event of a minor medical case, the affected employee can be transported via company 
vehicle in the escort of a foreman or site engineer (with first aid training).  
 
 
6.2.7 Emergency Response 
 
Upon notification, the Emergency Response Liaison will respond to the emergency scene and manage 
emergency operations: 
 
1. Assess hazards and make the area safe – If you cannot enter the area without risking your safety, don’t do 
it, call the Emergency Services immediately and wait for them. If you think you can safely enter the area, look 
around the emergency scene for anything that can be dangerous or hazardous to you, the casualty, or anyone 
else at the scene.  Bystanders can help with making the area safe.  First aid kits will be available on site.  
Operators that have been first aid/CPR/AED trained will be listed on site and easily identifiable by a hard hat 
sticker. 
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2. Take charge of the situation – if you are the first‐aid provider on the scene act fast.  If someone is already in 
charge, briefly introduce yourself and see if that person needs any help.  If there is any chance the casualty 
could have a head or spinal injury, tell them not to move. 
 
3. Get Consent – always identify yourself as a first‐aid provider and offer to help.  Always ask for consent before 
touching a conscious adult casualty. Remember to protect yourself first by wearing gloves and eye protection. 
 
4. Assess Responsiveness – is the casualty conscious or unconscious? Note their response while you are asking 
them for their consent.  If they respond, continue with the primary survey, and if they don’t respond, be aware 
that an unconscious casualty is or has the potential of being a breathing emergency. 
 
5. Call out for help – this will attract bystanders. Help is always useful in an emergency situation.  Someone can 
be called over to phone for medical help. Others can bring blankets if needed, get water, etc. a bystander can 
help with any of the following: 
 

• Make the area safe. 

• Find all the casualties. 

• Find the first aid kit, or any useful medical supplies. 

• Control the crowd. 

• Call for medical help. 

• Help give first aid, under your direction. 

• Gather and protect the casualty’s belongings. 

• Take notes, gather information, be a witness. 

• Reassure the casualty’s relatives. 

• Lead the ambulance attendants to the scene of the emergency. 

• Notify Emergency Services as soon as you can. Either send a bystander or call yourself. 
 
 
In the event of a major medical emergency the Emergency Response Liaison, as the person‐in‐charge of the 
emergency scene, will dispatch someone to the site access point nearest the emergency scene to direct and 
lead arriving outside responders to the emergency scene.  The designated meeting point will be agreed prior to 
the commencement of construction.  Emergency personnel will be met at this meeting point communicated by 
management during the 999 call.  The emergency personnel escort will use the hazard lights on their vehicle, 
so they are easily identified. 
 
 
6.2.8 Escape and Evacuation Procedure 
 
Dependent upon the degree of the emergency and if safe to do so, employees will evacuate to the designated 
assembly area where the designated wardens shall account for all employees and determine if anyone still 
remains within the emergency scene. 
 
Should a wild land fire or peat slippage occur, and the designated assembly area is compromised other 
locations will be designated as secondary assembly areas. 
 
Wind turbines shall be fitted with fire suppression systems and will have emergency escape procedures in 
place for operational staff in the event of fire in a wind turbine.  
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6.2.9 Turbine Tower Rescue Procedure 
 
In the event personnel are trapped or injured in an elevated turbine tower position the following protocol will 
be initiated: 
 

1. The Emergency protocol will be initiated, 
2. Emergency Response Liaison will be notified, 
3. Tower Rescue Team will be activated and respond to the scene, 
4. Outside medical and Rescue Teams will be notified and respond to the scene. 

 
 
Tower Rescue Procedure: 
 

1. Upon learning of an emergency, the on‐scene foreman shall assess the emergency and ascertain its 
degree, location and the extent of any injuries. 

2. Upon confirming that an emergency exists the on‐scene foreman notifies the Emergency Response 
Liaison and the project Office. 

3. Upon notification of the emergency the Emergency Response Liaison shall notify senior project 
supervision and the local emergency centre (999) of the emergency. 

4. The Emergency Response Liaison shall inform the dispatcher of the location, tower number, the degree 
of the emergency and the extent of injuries. 

 
 
6.2.10 Prevention of Illness/Injury Due to Weather/Elements 
 

1. All employees will have access to shelter and heat in the event of inclement weather. 
2. Employees will have access to at least a litre of water at all times. 
3. High wind warnings and weather forecast will be discussed every morning with the crews.  Weather 

conditions and forecast will be monitored regularly by management. 
4. No Employee will work alone. A buddy system will be used so employees can contact a supervisor in 

case of an emergency. 
 
 
6.2.11 Environmental Emergency Procedure 
 
An emergency preparedness and response procedure is required to prevent environmental pollution incidents.  
Emergency Silt Control and Spillage Response Procedures are included in Section 4.3.3 to 4.3.5 of this CEMP. 
 
Suitable spill kits and absorbent material for dealing with oil spills will be maintained on site.  In the event of 
pollution or potential risk of pollution the Local Authority should be informed immediately.   
 
In the case of water pollution in addition to the Local Authority, Inland Fisheries Ireland should also be informed 
immediately.  
 
 
6.2.12 Emergency Response Plan – Haul Routes 
 
Emergency Response Procedure relating to transportation of plant, equipment and materials to site to be 
developed by the main contractor during the construction phase of the wind farm. 

http://www.fehilytimoney.ie/


CLIENT:  Barna Wind Energy (B.W.E.) Ltd. & Arran Windfarm Ltd 
PROJECT NAME:  Barnadivane Wind Farm, Co. Cork - Construction and Environmental Management Plan (CEMP) 
SECTION: 6 – Emergency Response Plan 
 

P21-143 www.fehilytimoney.ie Page 73 of 75 

6.2.13 Emergency Events – Wind Turbines 
 
Each wind turbine, incorporating the tower, blades, gearbox and ancillary equipment in the tower and nacelle 
is a machine under the European Machinery Directive [2006/42/EC]. The duties of designers and manufacturers 
of machinery are set out in the Machinery Directive, which has been transposed into national law by the 2008 
European Communities (Machinery) Regulations [S.I.No.407/2008] (as amended).  All wind turbines should be 
CE marked, which is in effect, a mark of assurance that the wind turbine complies with the essential health and 
safety requirements (EHSRs) of EU supply law. In all cases, the manufacturer or the manufacturer’s authorised 
representative must compile information in a technical file confirming how the machine complies with these 
requirements. The commissioning of turbines and ancillaries must only be carried out by competent, trained 
and qualified personnel. The system of work for commissioning must be planned, organised, maintained and 
revised to ensure safety of personnel. 
 
Potential emergency events associated with wind turbines include: 
 

• Blade loss 
• Fire 
• Wind turbine toppling (due to foundation or tower failure); 
• Wind turbine rotational failure in extreme wind conditions (due to control system or rotor break 

failure); 
 
 
The primary mitigation against an emergency catastrophic event that may endanger the health and safety of 
the public is implemented at design stage through adequate siting of wind turbines which provide sufficient set 
back distances from occupied buildings and other infrastructure to avoid the risk of impact in the event of wind 
turbine collapse.  
 
Peat slippage contingency measures have been included in Section 6.2.14 below in the unlikely event of 
landslide scenario.   
 
 
6.2.14 Peat Slippage Contingency Measures 
 
6.2.14.1 Excessive Movement 
 
Where there is excessive movement or continuing peat movement recorded at a monitoring location or 
identified at any location within the site but no apparent signs of distress to the peat (e.g. cracking, surface 
rippling) then the following shall be carried out. 
 

(1) All activities (if any) shall cease within the affected area. 
(2) Increased monitoring at the location shall be carried out. The area will be monitored, as 

appropriate, until such time as movements have ceased. 
(3) Re-commencement of activities shall only start following a cessation of movement and a review 

by an experienced geotechnical engineer.  
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6.2.14.2 Onset of Peat Slide 
 
In the unlikely event where there is the onset or actual detachment of peat (e.g. cracking, surface rippling) then 
the following shall be carried out. 
 

(1) On alert of a peat slide incident, all activities (if any) in the area will cease and all available 
resources will be diverted to assist in the required mitigation procedures. 

(2) Action will be taken to prevent a peat slide reaching any watercourse. This will take the form of 
the construction of check barrages on land. Due to the terrain and the inability to predict locations 
it may not be possible to implement any on-land prevention measures, in this case a watercourse 
check barrage will be implemented. 

(3) All relevant authorities should be notified if a peat slide event occurs on site. 
(4) For localised peat slides that do not represent a risk to a watercourse and have essentially come 

to rest the area will be stabilised initially by rock infill, if required. The failed area and surrounding 
area will then be assessed by an experienced geotechnical engineer and stabilisation procedures 
implemented. The area will be monitored, as appropriate, until such time as movements have 
ceased.  

 
 
6.2.14.3 Check Barrages 
 
Whilst it is not anticipated from the analysis undertaken that a peat slide will occur on site, as a contingency a 
check barrage procedure is included below.  
 
The check barrage procedure deals with preventing a peat slide from moving downstream within a watercourse.  
 
As detailed above, it is preferable to first prevent a peat slide from reaching a watercourse by constructing 
check barrages on land. Failing this, the most effective method of preventing excessive peat slide debris from 
travelling downstream in a watercourse is the use of a check barrage. A check barrage comprises the placement 
of rock fill across a watercourse. The check barrage is a highly permeable construction that will allow the 
passage of water but will prevent peat debris from passing through. Rock fill should comprise well-graded 
coarse rock pieces from about 300mm up to typically 1000mm. 
 
The size of the barrage will vary depending on the scale of the peat debris to be contained and the geometry of 
the watercourse at the barrage location. In general, due to the low speed of a peat slide there is generally little 
impact force and most of the lateral load is due to fluid pressure on the upslope face of the barrage. 
 
Typically, the check barrage should fill the entire channel width of the watercourse up to a height of 3 to 4m 
with a crest width of typically 2m and side slopes of about 45 degrees depending on the geometry of the barrage 
location.  
 
The check barrage procedure is as follows: 
 

(1) Access to the check barrage location shall be along the existing access roads on the wind farm site 
and/or along public roads, where possible. When it is necessary to form the barrage then rock fill 
will be placed across the watercourse to effectively block the passage of peat debris. 

(2) Operatives employed to carry out the construction of the check barrage would need to be 
inducted by means of a briefing by on-site supervisors as to the proposed location of the check 
barrage.  
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(3) The check barrage provides containment for peat debris in the highly unlikely event of a major 
peat slide. Further remedial measures, should they be required, will be assessed by the Contractor 
and the Project Geotechnical Engineer and carried out as soon as physically possible when the 
location and extent of the failure is established.  

(4) Where a barrage was constructed as a precaution and no peat debris reached the watercourse 
then the barrage should be removed as soon as any measures to prevent further peat sliding is 
agreed with all parties. 
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4 HYDROLOGY AND WATER QUALITY 
 
4.1 Proposed Mitigation Measures 
 
4.1.1 Overview 
 
The proposed surface water drainage strategy and construction techniques will also provide mitigation to 
ensure that there is no impact on water quality downstream of the site as a result of the Proposed Development.  
 
The surface water management plan will include a Surface Water Quality Monitoring Programme. Monitoring 
will be undertaken at least 12 months prior to construction commencing to enable baseline conditions of 
surface water quality to be locally well established on the surface water receptors. This will be undertaken in 
co-ordination with aquatic ecology surveys to understand the baseline biodiversity.  
 
Surface water sampling will be carried out to establish a baseline for water quality for the receiving waters of 
the Proposed Development. Water sampling will be coordinated with the aquatic ecological assessment to 
ensure comparability. Regarding acceptable water quality, as guidance, European Communities Environmental 
Objectives (Surface Water) Regulations S.I. 272 of 2009, (EOSWR 272/09) thresholds are shown in Table 4-1. 
  
The following parameters will be measured in order to provide a comprehensive baseline of the biological water 
quality:  
 

• pH.  
• Alkalinity (mg CaCO3/l).  
• Total Ammonia (mg N/l).  
• Molybdate Reactive Phosphorus MRP (mg P/l).  
• Total Oxidised Nitrogen TON (mg N/l).  
• Dissolved Organic Carbon DOC (mg C/l).  
• Biological Oxygen Demand BOD (mg O2/l).  
• Chemical Oxygen Demand COD (mg O2/l).  
• Suspended solids (mg/l). 
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The most significant potential for tourism and recreation activity at the site and surrounding area was identified 
as trail walking, historical areas, equestrian activity and sports activities (sports grounds). During the 
construction, operation and decommissioning phases it is unlikely that the Proposed Development will impact 
on these activities as the proposed site and works do not directly interact with any facilities or trails associated 
with these tourism and recreation activities, therefore mitigation is not required. 
 
Chapter 11: Traffic and Transportation sets out mitigation measures for potential effects associated with 
increased traffic volumes of the construction and decommissioning phases of the Proposed Development which 
may have an indirect impact on recreation and amenity in the area of the Proposed Development and also 
potential indirect impact on town centre and village centre facilities and services along the TDR during 
transportation of turbine components. 
 
 
 
5.5 Human Health & Safety 
 
5.5.1 Construction & Decommissioning 
 
To maintain safety and avoid health impacts on construction workers and the general public, best practice site 
safety and environmental management will be maintained. The Proposed Development will be designed, 
constructed, operated and decommissioned1 in accordance with the following:  
 

• Safety, Health & Welfare at Work (Construction) Regulations 2013 
• Safety, Health & Welfare at Work Act 2005 
• Safety, Health & Welfare at Work (General Applications) Regulations 2007 

 
 
All construction staff will be trained to the correct Health and Safety standards in order to carry out their duties 
and will be informed and aware of potential hazards. A Construction and Environmental Management Plan is 
included in Appendix 2.2, will be circulated to all construction workers which will detail safety protocol and 
methodology. Furthermore, site investigation has been completed and mitigation has been proposed as 
detailed in Chapter 6: Lands, Soils and Geology and Chapter 7: Hydrology and Water Quality.  
 
All hazards will be identified, and risks assessed. Where elimination of the risk is not feasible, appropriate 
mitigation and/or control measures will be established. The contractor will be obliged under the construction 
contract and current health and safety legislation to adequately provide for all hazards and risks associated with 
the construction phase of the project. 
 
FÁS Safe Pass registration cards are required for all construction, delivery and security staff. Construction 
operatives will hold a valid Construction Skills Certificate Scheme card where required. 
 
The developer is required to ensure a competent contractor is appointed to carry out the construction works. 
The contractor will be responsible for the implementation of procedures outlined in the Safety & Health 
Management Plan. 
 
In relation to COVID-19, up to date HSE guidance will be consulted regularly in line with HSA recommendations 
and all reasonable on-site precautions will be taken to reduce the spread of COVID-19 on construction sites, 
should the virus be prevalent at the time of construction. 

 
1  The Proposed Substation will not be decommissioned as it will become an ESBN/EirGrid asset following construction and  
become a part of the electricity grid network. 
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Once mitigation measures and health and safety measures are followed, the potential for impact on human 
health on the construction site during construction and decommissioning is expected to be not significant and 
temporary to short-term.  
 
Appropriate warning signage will be posted at the construction site entrance, directing all visitors to the site 
manager. Appropriate signage will be provided on public roads approaching site entrances and along haul 
routes to maintain public safety.  
 
In relation to the TDR, extra safety measures will be employed when large loads are being transported, for 
instance, Garda escort will be requested for turbine delivery and a comprehensive turbine delivery plan will be 
utilised to avoid potential impact to human safety for road users and pedestrians. A traffic and transport 
assessment has been completed and is detailed in Chapter 11: Traffic and Transportation. 
 
Once mitigation measures and health and safety measures are implemented and followed, the potential for 
impact on human health for members of the public during construction and decommissioning of the Proposed 
Project is expected to be not significant and temporary to short-term. 
 
 
5.5.2 Operational Phase  
 
For operation and maintenance staff working at the Proposed Wind Farm, appropriate site safety measures will 
be utilised during the operational phase by all permitted employees.  
 
All personnel undertaking works in or around the turbines will be fully trained and will use appropriate Personal 
Protective Equipment (PPE) to prevent injury. 
 
Equipment within high voltage substations presents a potential hazard to health and safety. The Proposed 
Substation will be enclosed by palisade fencing and equipped with intruder and fire alarms in line with ESB and 
EirGrid standards. 
 
All electrical elements of the Proposed Development are designed to ensure compliance with EMF standards 
for human safety. 
 
All on-site electrical connections are carried by underground cable and will be marked out above ground where 
they extend beyond the track or hardstanding surface. Details of cables installed in the public road will be 
available from ESBN. 
 
Lightning conductors will be installed on each turbine as all structures standing tall in the sky require this 
protection. Turbines specifically require this to prevent power surges to electrical components. 
 
Turbines will be fitted with ice detection systems which will stop the turbine from rotating if ice is forming on a 
turbine blade. This aims to prevent ice throw which can cause injury. 
 
Rigorous statutory and engineering safety checks imposed on the turbines during design, construction, 
commissioning and operation will ensure the risk posed to humans is negligible. 24-hour remote monitoring 
and fault notifications are included as standard in the Turbine Operations and Maintenance Contracts. In 
addition to scheduled maintenance, the maintenance contracts will allow for call out of local engineers to 
resolve any issues as soon as they are picked up on the remote monitoring system. 
 
Access to the turbines inner structure will be locked at all times and only accessed by licenced employees for 
maintenance. 
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In line with the Health Service Executive’s Emergency Planning recommendations, any incident which may occur 
at the site which requires emergency services, incident information will be provided in the ‘ETHANE’ format. 
 

• Exact location; 
• Type of incident; 
• Hazards; 
• Access and egress; 
• Number of casualties (if any) and condition; 
• Emergency services present and required. 

 
 
The design of the Proposed Development has considered the susceptibility to natural disasters. The proposed 
site drainage will mitigate against any potential flooding risk with the use of swales as described in Chapter 7 – 
Hydrology and Water Quality.  
 
A nominated competent person shall carry out checks and routine maintenance work to ensure the reliability 
and safe operation of fire-fighting equipment and installed systems such as fire alarms and emergency lighting. 
A record of the work carried out on such equipment and systems will be kept on site at all times.  
 
Shadow flicker control modules, consisting of light sensors and specialised software, will be installed on the 
turbines to prevent operation during periods when shadow flicker is predicted to exceed the thresholds set out 
in WEDG 2006 at all sensitive receptors located within 10 rotor diameters of the Proposed Development. This 
is beyond the requirements of WEDG 2006, which recommends the limits apply only to properties located 
within 500 m of a development. This is further detailed in section 10.7.3.3 of Chapter 10. 
 
In order to ensure the Proposed Wind Farm is compliant with the noise limits, some of the turbines may need 
to be operated in noise reduced modes of operation in order to protect residential amenity. Details of these 
mitigation measures are set out in Chapter 9: Noise and Vibration.  
 
The wind farm system shall include a kill switch that can be operated at any time with an overriding manual 
shutdown system in case of an emergency. 
 
 
 
5.6 Material Assets (Renewable, Non-Renewable Resources and Utility Infrastructure) 
 
Non-renewable resources of stone and fill will be sourced locally insofar as possible to minimise transportation 
distances.  
 
Where services and street furniture are required to be removed temporarily to accommodate turbine delivery, 
residents and business in proximity to the works will be informed in advance.  
 
No accommodation works will be required for the TDR. It is likely that turbine delivery will take place outside 
of regular travelling/commuting hours in order to avoid potential traffic impacts on major routes and will be 
supervised under Garda escort.  
 
A Construction Waste Management Plan has been prepared for the Proposed Development and is included in 
the CEMP in Appendix 2.2, in line with the” Best Practice Guidelines on the Preparation of Waste Management 
Plans for Construction and Demolition Projects” (2006) as published by the Department of the Environment, 
Community and Local Government and supported by the Southern Region Waste Management Plan 2015-2021.  
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The Waste Management Plan will be finalised in accordance with the CEMP following the appointment of the 
contractor for the main construction works and will take cognisance of any newly published waste management 
policy. 
 
 
 
5.7 Shadow Flicker 
 
Shadow flicker control modules, consisting of light sensors and specialised software, will be installed on the 
turbines to prevent operation during periods when shadow flicker is predicted to exceed the exposure 
thresholds set out in WEDG 2006 at all sensitive receptors located within 10 rotor diameters of the Proposed 
Wind Farm i.e. 30 minutes per day and / or 30 hours per year. This is beyond the requirements of WEDG 2006, 
which recommends the limits apply only to properties located within 500 m of a development.  
 
The calculated shadow flicker periods, which are detailed in Appendix 10-3, can be input into the turbine control 
software and when the correct conditions are met when the light intensity is sufficient, the turbine is 
operational and orientated towards the receptor, the event is within a calculated potential period of shadow 
flicker, and the thresholds identified in the WEDG 2006 have been exceeded individual turbines will cease 
operation (allowing for a short period for the control software to react and for the turbine blades to gradually 
slow down) until the conditions for shadow flicker are no longer present. 
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6 TRAFFIC AND TRANSPORTATION 
 
This section summarises the mitigation measures to minimise the effects of the Proposed Development during 
both the construction and operational stages. 
 
 
6.1 Mitigation by Design  
 

Mitigation by design measures includes the following;  

• Selection of the most appropriate delivery route to transport the wind turbine components, requiring 
minimum remedial works to accommodate the vehicles as set out in Section 11.6 of Chapter 11. 

• Construction of temporary improvements at locations identified in Section 11.6 of Chapter 11. 

• Use of on-site borrow pit to produce materials to minimise deliveries to site during construction (a total 
of 1,793m3 of soil and 9,696m3 of rock will be won from the borrow pit),  

• Use of granted grid connection between the site and the existing Carrigarierk Wind Site to alleviate 
requirement for construction works along regional road. It is noted that this will only be used in the 
eventuality that the substation included as part of the Proposed Development is not granted planning 
permission. 

 
 
 
6.2 Mitigation Measures During the Construction Stage 
 
The successful completion of the Proposed Development will require significant coordination and planning and 
it is therefore recommended that the following comprehensive set of mitigation measures will be put in place 
before and during the construction stage of the project in order to minimise the effects of the additional traffic 
generated by the Proposed Development. 
 
 
6.2.1 Delivery of abnormal sized loads  
 
The following are the main points to note for these deliveries which will take place after peak evening traffic:  
 

• The delivery of turbine components is a specialist transport operation with the transportation of 
components carried out at night when traffic is at its lightest and the impact minimised.  

• The deliveries will be made in consultation with the Local Authority and An Garda Síochána.  

• It is estimated that 48 abnormal sized loads will be delivered to the site, comprising 10 convoys of 5, 
undertaken over 10 separate nights.  

• These nights will be spread out over an approximate period of 5 weeks and will be agreed in advance 
with the relevant authorities  

• In order to manage each of the travelling convoys, for each convoy there will be two police escort 
vehicles that will stop traffic at the front and rear of the convoy of 5 vehicles.  

• There will also be two escort vehicles provided by the haulage company for each convoy.  
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6.2.2 Other traffic management measures 
 
A Traffic Management Plan (TMP) has been prepared and will require to be adopted by the Contractor once 
engaged prior to the commencement of the construction phase of the Proposed Development. The TMP 
includes the following:  
 

• Traffic Management Coordinator – a competent Traffic Management Co-ordinator will be appointed 
for the duration of the project and this person will be the main point of contact for all matters relating 
to traffic management.  

• Delivery Programme – a programme of deliveries will be submitted to the County Council in advance 
of deliveries of turbine components to site. Liaison with the relevant local authorities and Transport 
Infrastructure Ireland (TII) will be carried out where required regarding requirements such as delivery 
timetabling. The programme will ensure that deliveries are scheduled in order to minimise the demand 
on the local network and minimise the pressure on the access to the site.  

• Information to locals – Locals in the area will be informed of any upcoming traffic related matters e.g. 
temporary lane/road closures (where required) or delivery of turbine components at night, via letter 
drops and posters in public places. Information will include the contact details of the Traffic 
Management Co-ordinator, who will be the main point of contact for all queries from the public or local 
authority during normal working hours. An "out of hours" emergency number will also be provided.  

• A Pre and Post Construction Condition Survey – Where required by the local authority, a pre-condition 
survey of roads associated with the Proposed Development can be carried out immediately prior to 
construction commencement to record an accurate condition of the road at the time. A post 
construction survey will be carried out after works are completed to ensure that any remediation works 
are carried out to a satisfactory standard. Where required the timing of these surveys will be agreed 
with the local authority. All road surfaces and boundaries will be re-instated to pre-development 
condition, as agreed with the local authority engineers. 

• Liaison with the relevant local authority - Liaison with the County Council and An Garda Síochána, will 
be carried out during the delivery phase of the large turbine vehicles, when an escort for all convoys 
will be required. Once the surveys have been carried out and “prior to commencement” status of the 
relevant roads established, (in compliance with the provisions of the CEMP), the Roads section will be 
informed of the relevant names and contact numbers for the Traffic Management Co-ordinator , the 
Project Developer/Contractor Site Manager as well as the Site Environmental Manager.  

• Utilisation of temporary alterations to road network at critical junctions – at locations highlighted in 
Section 11.6 of Chapter 11. In addition, in order to minimise the impact on the existing environment 
during turbine component deliveries the option of blade adaptor trailers will also be used where 
deemed practicable.  

• Identification of delivery routes – These routes will be agreed with the County Council and adhered to 
by all contractors.  

• Delivery times of large turbine components - The management plan will include the option to deliver 
the large wind turbine plant components at night in order to minimise disruption to general traffic 
during the construction stage.  

• Travel plan for construction workers – While the assessment above has assumed the worst case in that 
construction workers will drive to the site, the construction company will be required to provide a travel 
plan for construction staff, which will include the identification of routes to / from the site and 
identification of an area for parking.  
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• Additional measures - Various additional measures will be put in place in order to minimise the effects 
of the development traffic on the surrounding road network including wheel washing facilities on site 
and sweeping / cleaning of local roads as required. These are set out in the CEMP which is included as 
Appendix 2.2 of Volume 2 of this EIAR.  

• Re-instatement works - All road surfaces and boundaries will be re-instated to pre-development 
condition, as agreed with the local authority engineers 

 
 
 
6.3 Mitigation Measures During Operational Stage 
 
Due to the very low volumes of traffic forecast to be generated during this stage no mitigation measures are 
required. 
 
 
 
6.4 Mitigation Measures During Decommissioning Stage 
 
In the event that the Proposed Development is decommissioned after the c.25 years of operation, a 
decommissioning plan, including material recycling / disposal and traffic management plan will be prepared for 
agreement with the local authority. This plan will contain similar mitigation measures to those implemented 
during the construction phase. 
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7 CULTURAL HERITAGE 
 
7.1 Proposed Mitigation Measures: 
 

• Archaeological monitoring of any geotechnical / engineering trial pits or investigations and a report 
detailing the results of same.  

• Pre-construction archaeological testing of turbine bases and hardstands and proposed access tracks 
will be carried out prior to construction. A report setting out the results of the testing will be 
submitted to the relevant authorities. 

• Archaeological monitoring of ground works during construction. A report on the results of the 
monitoring shall be compiled and submitted to the relevant authorities on completion of the 
project. This is in accordance with the appropriate guidelines. 

• Archaeological monitoring of the removal of the townland boundary. A drawn and descriptive 
record of the portions of the boundary to be removed should be made and included in the 
monitoring report. 
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8 LANDSCAPE AND VISUAL IMPACT 
 
Given the highly visible nature of commercial wind energy developments it is not generally feasible to screen 
them from view using on-site measures as would be the primary form of mitigation for many other types of 
development. Instead, landscape and visual mitigation for wind farms must be incorporated into the early stage 
site selection and design phases. In this instance, the main form of landscape and visual mitigation employed 
was:  
 

• Mitigation by avoidance and design. 
 
 
 
8.1 Mitigation by Avoidance and Design 
 
In this instance, the main mitigation by avoidance measure is the siting of the proposed development in a robust 
part of Cork’s landscape that is not heavily influenced by susceptible landscape receptors. Indeed, the current 
Cork CDP reinforces the robust nature of this landscape context as the Proposed Development is situated in a 
part of Cork classified as ‘Areas Most Likely to be Suitable’ in relation to wind energy development. 
Furthermore, the current CDP also designates the landscape of much of the central study area with ‘local 
importance’, ‘low value’ and ‘low sensitivity’, further highlighting the typical and non-distinctive nature of this 
landscape context that can well accommodate a modest-scale wind energy development. 
 
It is also important to note that the Proposed Development is also sited adjacent to an existing wind farm 
development, and therefore, the proposed wind farm represents the intensification of an existing land use and 
not the introduction of a new and unfamiliar one. 
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