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PROPOSED SOAKAWAY 100mm

DIAMETER RIGID PERFORATED PIPE LAID

LEVEL OR TO GRADE LESS THAN 1:200.

TOTAL LENGTH APPROXIMATELY 100m

16.75m AOD CONTOUR (LIMIT OF 0.5%, Q200

FLOOD EVENT)

T.B.M. ON MANHOLE=17.37m
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E

16.61m AOD CONTOUR (LIMIT OF 1%, Q100

FLOOD EVENT)

1:3 SLOPE

1:2 SLOPE

EXISTING ENTRANCE

PROPOSED ACCESS ROAD ALIGNMENT

MH

PROPOSED OIL

INTERCEPTOR.

LEVELS IN EXISTING DITCH TO BE CONFIRMED AT

COMMENCEMENT. PROVIDE BED PROTECTION TO

DITCH AT OUTFALL - 600 THICKNESS OF 375 SIZE

STONE AS DIRECTED.  PROVIDE TIMBER POST AND

2 RAIL FENCE AT OUTLET EXTENDING 3m ALONG

DITCH OR AS DIRECTED.

PROPOSED FILTER DRAIN

(UNPERFORATED)

PROPOSED PERFORATED

FIELD DRAIN

PROPOSED SEPTIC TANK

PROPOSED FILTER DRAIN

(HALF PERFORATED)

3

PROPOSED DISCHARGE

POINT OF FIELD DRAINS

PROPOSED SUDS POND. SEE

DRAWING 60032220 00 205 FOR

DETAILS

EARTHBUND AT LEVEL OF

18.75m TO FACILITATE

SCREEN PLANTING

PROPOSED OIL INTERCEPTOR

PROPOSED PERFORATED

FIELD DRAIN

REFER TO DRAWING 60032220-103

FOR FULL PLANNING BOUNDARY

EXTENTS TO SUBSTATION

PROPOSED TOWER LOCATION

PROPOSED 400kV NIE OVERHEAD LINE.

No.

cm

Date:

Chk'd:

Design:

A1

Scale: 

Rev:

CAD:

App'd:

Detail

Project:

Title:

Client:

Rev Date Made Chk'd

App'd

c
m

NOTES

TYRONE TO CAVAN

INTERCONNECTOR

PROPOSED DRAINAGE

LAYOUT

RM RM

1:125003/03/13

60032220 00 204 F
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SERVICES

THE POSITION OF THE SERVICES SHOWN ON

THIS PLAN ARE APPROXIMATE AND ARE FOR

INFORMATION PURPOSES ONLY. TRIAL HOLES

SHOULD BE DUG BY HAND, WHERE PROPOSED

OPERATIONS ARE IN CLOSE PROXIMITY TO THE

SERVICES SHOWN, TO DETERMINE THE

PRECISE LOCATIONS OF THE SERVICES.

LANDSCAPPING

FOR DETAILS OF PROPOSED PLANTING SEE

LANDSCAPE ARCHITECT DRAWING
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PLANNING

PLANNING APPLICATION BOUNDARY

FOR SUBSTATION

ESTIMATED LEVEL OF A 1% (Q100)

FLOOD EVENT

ESTIMATED LEVEL OF A 0.5%

(Q200) FLOOD EVENT

SLOPES AND BUNDING

KEY

PROPOSED PERFORATED FIELD

DRAIN (WAVIN COIL OR SIMILAR

APPOVED)

PROPOSED UNPERFORATED

FILTER DRAIN (WAVIN TWINWALL

OR SIMILAR APPROVED)

PROPOSED HALF PERFORATED

FILTER DRAIN (WAVIN TWINWALL

OR SIMILAR APPROVED)

PROPOSED UPVC FOUL
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