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each access shaft

(Hydrocarbon interceptor only)

Minimum cover of

300mm

Shaft foundation slab min

225mm thick C28/35 concrete

with A393 mesh t&b

See schedule for sizes,

grades of covers and

dimensions of chambers.

75mm concrete blinding

Min 300mm C25/30 r.c.

slab with 1 layer A393

mesh t & b

Mortar and concrete

mixes to be sulphate

resistant where ground

conditions require

Min. 250mm Concrete

C8/10 lean mix surround

Hydrocarbon interceptor

Cover frame shall be bedded on 1 to 3 courses

Class B engineering bricks in 1:3 cement mortar.

Cover to EN 124 Min

600mmØ (600 x 600mm)

Coaleser riser piece to

extend to underside of cover

(Hydrocarbon interceptor only)

Heavy duty biscuit

250mm Min

M
a
x
.
 
5
0
0
m

m

Typical Hydrocarbon

Interceptor

Installation Detail
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Granular backfill in accordance

with CEB.523 as per Civil

Specification.

Granular backfill in accordance

with CEB.523 as per Civil

Specification.
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Shallow Precast Concrete Manhole

Section B-B

(DEPTHS UP TO 3.0m ON PIPES UP TO 300mm DIA.) SCALE 1:20

Section A-A

D400 Noroc 600x600mm ductile

iron cover by EJ Covers

Pipe to extend into

chamber by 100mm

(minimum)

150mm thick C16/20

concrete surround

Precast concrete

manhole rings

Precast concrete

roof slab

Max 3 courses

of brickwork

225mm thick

C16/20 conc. base

75mm

blinding

Short pipe (length

similar to rocker pipe)

Invert formed using channel

of the specified pipe material
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150mm thick grade

C16/20 concrete

surround

75mm blinding

150mm thick

C16/20 concrete

surround

Precast concrete

rings

Stopper & chain
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150mm thick

C16/20 concrete

surround

Precast concrete ring

Stopper & chain

150mm concrete

surround

75mm blinding

D400 Noroc 600x600mm ductile

iron cover by EJ Covers

Section C-C

Ramped Backdrop Manhole
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