Fence to be 1.6m High

/ fixed into the retain wall

450mm Thick reinforcement Wall.

h,mlunmlmMMann.ml‘n.ml ) 37N Grade Strenght

\

UMM DAL VATV A LA

VIV INVAVAMVA A W\ ARV N

H14 @200 CC.
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T14 @150 CC.
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Double Layers of A393 Mesh.
Min Cover 40mm.

The existing ground is hard shale &
Rock. The material is compact with no
sign of cracking, bulging or movement.
See attached report on stability.
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Double Layers of A393 Mesh.
Min Cover 40mm.
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225mm Dia Storm pipe.
/ to be wrapped in Geo Textile
P membrane.
H14 @200 CC. |1
Double Layers of A393 Mesh. a1
Min Cover 40mm. T14 @150 CC.
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2.85 x .450 RC Foundation \450mm Thick reinforcement foundation
37N Grade Strenght

T14 @150 CC.

Section to Retain Wall.

AN

\450mm Thick reinforcement Wall.
37N Grade Strenght

Plan to Retain Wall.

ccess Chamber.

Concrete Slab.
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225 mm @ Upvc Outlet Pipe.
to main storm sewer.

12m x 25m X 1.2 m Deep
Hydro Break (12 1/Sc)
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Proposed Storm Attenuation Tank to Farm.

Agricultural Lands

Filtration, Chemical & Biological
processing in this zone. Gravel filled trench.

Stock Proof Fence

.

Stock Proof Fence
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Block Wall.

225 mm @ Upve Inlet Pipe.

Foundations

Existing fill.
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Infiltrations Zone

Proposed Swale / Suds Infiltration to Sloped Area.
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Bricketstown, Taghmon, Co. Wexford.
Phone: (053) 34218 or (087) 6857464

Capital

Land Surveyors & Civil Engineers.

SOCIETY OF
P\ CHARTERED
% SURVEYORS

IRELAND

email : info@capitalsurveys.ie

webmail : www.capitalsurveys.ie

Project:
Tojee Development of Farm Facilities

Ferns, Wexford.

Client :

David Sykes (Sykes Bros).

Ferns.
Wexford.
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: Retaining Wall Details & Sections.
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